Class 20—Electrical Machines 


CLass 20 


RECTIFIER POWER Unis 


" FMCLUDES: RECTIFIERS 
ELECTRONIC INVERTERS 
VOLTAGE REGULATORS 


VIBRATORS ‘ 
SELENIUM RECTIFIERS - 


\ 


RESTRICTED 


: 


COPPER OXIDE RECTIFIER 


NAVSHIPS 900,109 


Class 20—Electrical Machines 


3.20-1 


NTI RMN. | oA [rinse assionsn ror | HAM SRAYH, SET. [ruse assionen roe | AVERT, 


c¢- 20000 Tec 

RECTIFIER POWER UNIT 

AUXILYEARY, INPUT: 220 VOLTS, 3-PHASE, 
60 CYCLES. TUBES: SIX 38172; Inv seo-A 
FIVE 10; TWO SBLTTA; ONE 38897, 


12/29/31 
wov. 4! 


W-7550402-G-1 


cs-20001 . Tec 

RECTIFIER POWER UNIT - 

MAIN. INPUT: 220 VOLTS - S-PHASE - 60 
CYCLES. TUBESS SIX 869-A. 


V2429/51 RT-149A 
wOV. 41 


W-73550401-G-1 


cra 20002 RAO-2 
RECTIFIER POWER UNIT 
(MPUTs 110 VOLTS - 60 CYCLES. 


TIE/1S/32 
wOoV. 41 


cay 20003 =«T8F 
RECTIFIER - RECTOX UNIT 

(NPUTS 10-15 VOLTS A. C. 

OUTPUT: 6-12 VOLTS D. C. (USED WITH 
CAY-22139) 


4/11/33 SH#584343 P-7703042 
wov. 41 Pt. 17 


cna 20004 RAD-2A 
RECTIFIER POWER UNIT 
INPUT; 130 VOLTS - 25 CYCLES. 


4/14/33 
wov, 43 


crv 20005 UA 

RECTIFIER POWER UNIT. 

INPUT? 110 VOLTS - 60 CYCLES -. 245 
WATTS, TUBES: TWO 80; SIX 874 


BS17/33 
wove. 4) 


crv 20006 TEN 

RECTIFIER POWER UNIT 

INPUT: 220 VOLTS - 3-PHASE - 60 CYCLES. 
TUBES: SIX 872-A 


6/4 433 SPU-24¢MOD.) P-702455 
wov. 41 
cCRYV20007 TAS-48TBF-1 ‘ 


RECTIFIER POWER UNIT? 

#NPUT 250 ¥. 6O CYCLES. 3-PHASE. OUTPUT: 
MAEN UNIT 300071500 ¥. USES SIX 822-A 
TUBES. AUX. UNIT 1250 VOLTS. USES TWO 
@66-A TUBES. BIAS UNIT 1250 VOLTS. USES 
TWO 866-A TUBES. GONTROL UNIT 115 VOLTS. 
USES TWO 83. TUBES. 

6/21/33 CRYST -92) 

wov. 41 


cwa 20008 RW-74014 

RECTIFIER POWER UNIT. 

INPUT: 220-250 VOLTS - 60-60 CYCLES. 
TUBE: ONE 30. 


8/15/33 
wov. 41 


cc- 20009 TAQ-4 

RECTIFIER POWER UNIT 

INPUT: 440 VOLTS - 3 PHASE - 60 CYCLES. 
TUBES: 6 - 872-A, 4 - 866-A, 1 - 36897, 


VIs9734 P-7761133 REV O 
NOV. 41 * : . 


cua 20010 RAD-3 

RECTIFIER POWER UNIT 

INPUT: 105-120 VOLTS - 50-60 CYCLES. 
OUTPUT: 250 VOLTS PLATE - 2.5 YOLTS 
FILAMENT. TUBES ONE 80. 


8/21/33 #3258 
WOoV. 41 


crv 20011 bo 
POWER UNIT - D. C. 
FILTER. 


8/25/33 
wov. 41 


CRY 20011A  D0-1,-2,-3 
POWER UNIT: AC, 81S VOLTS, 
60 CYCLES. TUBE: ONE 80. 


8/25/35 
wov. 41 


cks 20012 Taz-t 
RECTIFIER POWER UNIT 
tMPUT: 250 VOLTS - 3-PHASE - 60 CYCLES. 
TUBES: 6 - 872A; 6 - BEE-A. 


CHS-T-t19 


10/04/33 
WOoV. 41 


cen20013 98 55RE20F 1006 
RECTIFIER POWER UNIT 


tmPUTs TUBES: 


271/34 
wOv. 41 


can 20014 Qc & AA 
RECTIFIER POWER UNIT 
(MPUT: TUBES: SIX 217-C. 


SSRE20F 1004 


2rts34 S7OA 
NOV. 41 


RESTRICTED 


cas 20014-a 
RECTIFIER POWER UNIT. 


Nov. 41 


cen 20014-8 NN-1 

RECTIFIER POWER UNIT. ‘ 

SAME AS 2OGI4A EXCEPT TERMINAL NARKINGS 
AND CABLE ENTRANCES. « 


3/21/34 
wov. 41 


cen 20015 Qc & NM 
RECTIFIER-POLARIZER UNIT 
INPUT: 

TUBES: THREE EL-58 


SSRE20F1008 


2/1/34 $71 
NOV. 41 
cen 20015-4 
NOV. 41 


can 20015-68 NM-I 

RECTIFIER-POLARIZER UNIT 

SAME AS 200)5A EXCEPT TERMINAL MARKINGS 
AND CABLE ENTRANCES. 


3/21/34 
wov. 41 


crv 20016 RAA-TERAB-1 
RECTIFIER POWER UNIT. 

INPUT: 310 VOLTS - 60 CYCLES - 238 
MATTS. TUBES: 2 - 80; 1 - 874. 


3/6/34 
wov. 41 


CRY 20016-A RAA-4;RAB-4 
RECTIFIER POWER UNIT 

SAME AS -20016 EXCEPT FOR INPUT OF 
110/11$/120 VOLTS AND USE OF 5Z3 
RECTIFUER TUBES tm LIEU OF 80, 


1/17/38 
wov. 4! 


cac 20017 Lo-2 
RECTIFIER POWER UNIT: 
iNPUT 110 VOLTS, 60 CYCLES. TUBE 1 - 82. 


CaAG-L-423 


3/10/34 
mov. 41 


NAVSHIPS 900,109 


3.20-2 


cay 20018 TAJ*5S&TBK 

RECTIFIER POWER UNIT. 

iNPUT: 440 VOLTS - 3-PHASE - 60 CYCLES. 
TUBES: 2 + 38116; 4 - 866-A; 6 - B72-Ay 


7/2/34 1T-7604067 
Nov. 4t 


cay 20019 QC-2 
RECTIFIER POWER UNIT 
INPUT: TUBES; 


717134 5706 
NOV. 41 


C84 209019-a NM-2° 
RECTIFIER POWER UNIT 

SAME AS 20019 EXCEPT TERMINAL 
ARRANGEMENT, 


3/6/35 
NOV. 41 


ce 20920 QC-2 
RECTIFIER POLARIZER UNIT 
\HPUTS TUBES: 


717134 S7IE 
NOV. 41 


c8% 20020-A NK-2 

RECTIFIER POLARIZER UNIT 

SAME AS 20020 EXCEPT TERMINAL 
ARRANGEMENT. 


3/6/35 
NOV. 41 


cw- 20021 Go-l 
RECTIFIER POWER UNIT 
CANCELLED - TYPE 20042 UNIT USED. 


7/24/34 
NOV. 41 


can 20022 gc-t 

RECTIFIER POWER UNIT, 

INPUT: TUBES; (MODERNIZED INTO 
CBM-20022A) 


7/24/34 §70H 
HOV. 41 


CBN 20022-A QCA 
RECTIFIER POWER UNIT 


6/10/38 STONCIMP) 
Nov. 41 ‘ 


CATE 


MOUTHS 
NAVSHIPS 900,109 


Pras [RNA —_[eusr assonem vor | HAHAH, 


Class 20—Electrical Machines 


cam 20023 ac-t 
RECTIFIER POLARIZER UNIT 
INPUT: TUBES: 


7/24/34 ST7IF 
NOV. 41 


cw- 20024  CxH 

RECTIFIER POWER UNIT. 

INPUT: 230 VOLTS - $-PHASE - 60 CYCLES. 
TUBES: & - MW. E. CO'S. 72498; 2- WE. 
co’s. #2050. 


12/4/34 9A 
NOV. 41 


c8m 20025 NG-28QB-1 
RECTIFIER POWER UNIT 
INPUT: TUBES: 


12/14/34 583 
NOV. 41 


cay 20025 aB-ta BSRE 205 1018 
RECTIFIER POWER UNIT? 

SAME AS 20025 EXCEPT ONE FILAMENT 
TRASFORMER HAS 7.5 VOLT WINDING 

INSTEAD OF 10 VOLTS. 


12/10/35 S97A 
DEC. 43 


crv 20026 DP1,2,3.809 

RECTIFIER POWER UNIT 

INPUT: 110 VOLTS - 60 CYCLES, . TUBE: 
1 - 80. 


V2s4/34 
NOV. 41 


cs- 20027 TBA-2 
RECTIFIER POWER UNIT 
UNPUT: 440 VOLTS - 3-PHASE - 60 CYCLES. 


TUBESS 6 + 872-A; 4 - B6G-A; I - 38897. 
V2/17/34 P-7761153 
NOV. 41 


cen 20028 NM-1g 

RECTIFIER POWER UNIT 

INPUT: 22u-VOLTS - 3-PHASE - 60 CYCLES. 
TUBES: 


12/20/34 57048 
NOV. 41 


c8M 20029 NM-la 

RECTIFIER POLARIZER UNIT 

INPUT: 220 VOLTS - 3-PIIASE - 60 CYCLES. 
TUBES; 


12/20/34 6716 


NOV. 41 


RESTRICTED 


FIRST ASSIGNED FOR 


aman | 


crv 20030 TBL-t 

RECTIFIER POWER UNIT 

ENPUT: 440 VOLTS - 60 CYCLES - 3-PHASE 
TUBES: 6 - 872-A; 4 - 866-A; 2 - 83. 


1/9735 _ 'p+708499 
NOV. 41 
cw- 20031 CXH-# 3 


RECTIFIER POWER UNIT 

INPUT: 230 VOLTS - 3-PHASE - 60 CYCLES. 
TUZES: 8B - W.E, CO'S. 42498; 1 - WE. 
CO'S, H272A; 1 - WE. COS. #284A. 


W/12/35 9A 
NOV. 41 


cus 20032 RAG-18RAK-1 
RECTIFIER POWER UNIT. 


2/19/7358 
NOV. 41 


cay 20033 * SEE BELOW 
RECTIFIER - MODULATOR UNIT 
60 CYCLES. 


* 38M,1,2/TON,1,2,3¢ 
2/26/35 T-7604397 


NOV. 41 


cay 20034 TBN-3 
RECTIFIER - MODULATOR UNIT 
25 CYCLES. 


2726/35 T-7604573 
NOV. 41 


cw- 20035  TBM-28TBN-2 

RECTIFIER POWER UNIT - 

TELEPHONE. 110 V. = 60 CYCLE‘A C. FOR 
FOUR-CHANNEL EQUIPMENT. CUSES ABOUT 

325 WATTS) 


2/26/35 ESXX-606513 
NOV. 41 


crv 20036 RAK-t8RAL-1 

RECTIFIER POWER UNIT. 

110 VOLTS 60 CYCLES SINGLE PHASE. WT. 
41 UBS. 


4/1/35 
NOV, 41 


CRY 20036-A * SEE BELOW 

RECTIFIER POWER UNIT 

110, 115, 120 VOLTS 60 CYCLES, SINGLE 
PHASE, 


* RAK-4, RAL-4, 
7/2R/35R MI1- 8652 W-390518 
NOV, 41 G-502 REV 7 


“RAE ORANLAT TUE ck 


MATURE [inst assiowap ron | MAL BRAWN AM RRAI, 


cce 20037 RO-2a 
RECTIFIER POWER UNIT 
INPUT; OUTPUT: 6.3 VOLTS, 2.1 AMPS. 
FILAMENT - 45/90/180 V. PLATE. TUBE 


4/8/35 
NOV. 41 


cen20038 JL-4 
RECTIFIER POWER UNIT. 
230 VOLTS - 60 CYCLES. 


4/18/35 605 
NOV. 41 


cv- 20039 * SEE BELOW 

RECTIFIER POWER UNIT - 

TELEPHONE. 

FOR SINGLE CHANNEL EQUIPMENT. 110 V. 
25 OR 60 CYCLES. (CONSUMES ABOUT 75 
WATTS). 


* TBM-1, TEN-1 & 3, 
4/19/35 
NOY. 41 


cey 20040 RAJ 
RECTIFIER POWER UNIT 


4/23/35 
NOV. 41 


cac 20041 tn 

RECTIFIER POWER UNIT 

INPUT: 115 VOLTS, 60 CYCLES, SINGLE 
PHASE, 


§/28/35 
NOV. 43 


cw 20042 6o-2 
RECTIFIER POWER UNIT 


7/28/35 
NOV. 41 


cen 20043 JL-3a 
RECTIFIER POWER UNIT. 
118 VOLTS - 60 CYCLES. 


8/12/35 
NOV. 41 


cay 20044 TeM-3 

RECTIFIER = MODULATOR UNIT. 

60 CYCLES. (SANE AS CAY=20053 EXCEPT 
THE ADDITION OF FUSE BOX AND TWO TER- 
MENALS.) 


PE/14735 
NOV. 41 


Class 20—Electrical Machines 


3.20-3 


EOE TI [ruse ASSIGNED FoR | Ce ae 


crv 20045 TBH-1 & 2 
RECTIFIER POWER UNIT. ; 
105-125 VOLTS, 50-60 CYCLES, 80 WATTS. 


12/4/35 S4A W-300165 
NOV. 41 


CaG 20046 = Ld 
RECTIFIER POWER UNIT. 


1/6/36 
NOV. 41 


684 20047 * SEE BELOW SSRE2OFIOISA 
PROJECTOR POLARIZER ‘ 


* NM-5, QC-5 & QC-5b. 
2/26/36 S7IK 
NOV. 41 


cen 20048 ecsa SSRE2OFL020A 
POLARIZING RECTIFIER- 


220 VOLT INPUT. 


2/26/36 STI-L 
NOV. 41 


crv 20049 * SEE BELOW 

RECTIFIER POWER UNITS 

INPUT 115 VOLTS, 60 CYCLES, 0.6 AMP. 415 
WATTS. OUTPUT: 100 VOLTS AT 0.03 AMP 
AND 6.1 VOLTS. 3.3 AMPS, 


* OP-4, DOP-S, DP-6. & DQ-t 
3/27/36 CRVIK-868586-) 
OCT. 42 $uB 2 


cen 20050 NN~6 
RECTIFIER POWER SUPPLY 
FOR CBM $0042 AMPLIFIER. 


4/23/36 724 
NOV, 41 


crrk 20051 OR&DS RWISAI36 
RECTIFIER POWER SUPPLY 
FOR 110 VOLT - 60 CYCLE SINGLE PHASE. 


8/4/36 
NOV. 4t 


cw- 20052 Cn 

RECTIFIER POWER SUPPLY 

FOR 120 VOLT 600 TO 800 CYCLES. GENER- 
ATOR NEA-2. 


8/10/36 ESX-610020 
NOV. 41 


RESTRICTED 


crv 20053 * SEE BELOW 

RECEIVER POWER UNIT. 

FO2 OPERATION FROM 115 VOLTS, 60 CYCLES, 
200 WATTS; OR 6 VOLTS DC, 35 WATTS. 
CHASSIS SAME AS -20036 EXCEPT FOR TWO 
6-VOLT DYNAMOTORS AND SIZE, 


* TBR, TBR-1 & XTOR, 
8/21/36 
NOV. 41 


cay 20054 GO-3 

TRANSMITTER POWER UNIT, . 

AIRCRAFT. 120 VOLTS, 800 CYCLES SINGLE 
PHASE; ANO 2 AMPS., 12 VOLTS D C OVERALL 
DIMENSTONS INCLUDING SHOCK MOUNTING 
8-1/2" WIDE, 15-174" DEEP & 30-1/2" HIGH 
WEIGHT APPROXIMATELY 62 LBS. 


2/24/37 
NOV. 41 


cc- 20055 vA 
RECTIFIER POWER UNIT. 
FOR SHUTTER OPERATION, 


GREZOJIOZTA 


5/3/37 : CG OWG. 
NOV. 41 W-S326279 


co- 20055-a va-1 
RECTIFIER POWER UNIT 
SAME AS 20055 EXCEPT FOR IMPROVEMENT 18 
COMPONENTS. 


GREZOJTOZ9A 


1/6/38 
NOV. 4% 


RA> 20056 XA 
RECTIFIER UNIT. 


10/46/37 
NOV. 41 


crv 20057 UaA-l 
RECTIFIER POWER UNIT 
INPUT: 110 VOLTS - 60 CYCLES A. C. 


10/8/37 KX-284033 REV O 
NOV. 41 . 


cau 20058 Qc-7 
PROJECTOR POLARIZER. 


SSREZOUT027A 


10/14/37 754 CBM OWG. SK3392 
NOV. 43 


cau 20058-a acc 

PROJECTOR POLARIZER. 

ADDED TERMINAL 45 AND 46 TO PERMIT BREAK 
FOR SAFETY SWITCH IN CB8M-23131 TRANSFER 
SELECTOR CONTROL UNIT. 


6/13/38 754 IMP. SK-4045 
NOV. 41 


NAVSHIPS 900,109 


7 3.2024 


Closs 20—Electrical Machines 


RATA frst assionsn ron | GHAI BGA [rasr assioneo ron | AAT, BL [ree assonto rox | RAGA | 


cem20058-8 acH-4 

PROJECTOR POLARIZER 

MODERWIZED -20058A TO INCLUDE NAVY TYPE 
738674A FAST HEATING RECTIFIER TUBES 
AND NEW THERMAL UNITS & RELAYS. | 


7/1/40 754 IMP 


CBM OWG. 
NOV 4) 6893 ALT OT 
can 20059 NH-8.— SSREZ0J1028A 


RECTIFIER POWER UNIT 


TH/18/37 7248 


CBM DWG SK3892 
wOV. 41 : 


cam 200594 = NM-9A-10-11 

RECEIVER AMPLIFIER POWER 

SUPPLY: INPUT 120/1760 .75 AMP, 82 WATTS 
OUTPUT 6.3 AC/238 OC/285 DC VOLTS AT 
3.27.0757.054 AMP. WEIGHT 49 POUNDS. 


Vos25/38 CBMs724C.. | -724C 
MAR. 43 eo 2s 


cen 20059-8 waa 

RECTIFIER POWER UNIT 

POWER SUPPLY FOR -46079 RECE!VER- 
AMPLIFIER; . A PART OF -78092 ENDICATOR- 
AMPLIFIER UNIT. 


8/8/39 72400 < CBM OWG 
NOY. 41 : 6921 ALT O- 


ces 20059-c Nmc-t 

RECTIFIER POWER UNIT: 

SAME AS C3N-20059-A EXCEPT $Z3 TUBE IS 
REPLACED BY A 5U4G TUGE. MOUNTED IN REAR 
OF INDICATOR AMPLIFIER, 


5/22/43 con: 7246 CBM: 724C 


JULY 43 


cBM- 20059-p wea 

RECTIFIER POWER UNIT 

INPUT 120/1/60 0.75 AMPS, 82 WATTS. OUT- 
PUT 6.3 AC/2309C/285 DC VOLTS AT 3.20% 
0.073/0.034 AMPS. SAME AS -20095-C EX~ 
CoPT INGLES A € ANP FUSE. 


Vsi fsa 7244 


60457 ALT O 
Dec. 44 7 


cen 20060 Hes SSREZOJLOZSA 


RECTIFIER POWER UNIT 
AND POLARIZER FILTER. 


11/18/37 CBM 724A 
HOV 41 


ces 20061 OC-630C-Ga’ SSRE20F1025A 
POLARIZING RECTIFIER : 


SVISLT/37 5700 
NOV. 41 


[ care | 


NAVSHIPS 900,109 


mamnasmuarrs | gMANMASTANA [| oare | RYAGTHBETS 


cem 20062 QC-775K3 SSRE20J1026A 


RECTIFIER POWER UNITS 

FOR RECEIVER-AMPLIFIER. INPUT 1157250 
VOLTS. .75/.398 AMP, SINGLE PHASE, 60 CY, 
80 WATTS. OUTPUT 6.3 AC/260 OC4280 DC : 
VOLTS, 3.57.0036/.03 AMPS. WEICHT 26 Los” 


11/27/37 760A CBMSSKETCH 
MAR. 43 3890 


cen 20062A OFs 

RECTIFIER POWER UNIT FOR ‘ 

RECEIVER AMPLIFIER: INPUT: 115/230/1/60 
AT 1.0/0.5 AMPS. OUTPUT: 30/270/270/270 
VY DC AT .002/.003/.05/.0415 AMPS AND 5.6 
voAC AT 5.0 AMPS. TOENTICAL TO CBM- 
20062 EXCEPT FOR PHYSICAL REARRANGEMENT 
OF FILTER ANO BLEEDER CiRCuIT ITEKS, 
6/21/42 CB4;760G 

OCT. 42 


cex 200628 acs.ecT 
RECTSFIER POWER UNIT? 
(FOR RECEIVER AMPLIFIER). INPUT 115/230 
VOLTS. 757.38 AMP, SINGLE PHASE, 60 CY 
OUTPUT 6.3AC/2600C/2800C VOLTS, 3.37 
-0036/.05 AXP, IDENTICAL TO -20062 EX- 
CEPT CHASSIS IS OF SHEET STEEL INSTEAD 
OF ALUMINUM, 
1078/42 760AS 
MAR. 44 


SSRE 20514474 


CBM:SK-3890 


CBN20962-C weEB 

RECTIFIER POWER UNIT 

HNPUT 115-250/1/60, 0.75/0.38 ANP. OUT- 
Pur: 6.3 AC/2609C/230 DC VOLTS, 3.3/ 
Q.0036/0.03 AMP, SAME AS C84-20062-3 EX- 
CEPT EMPLOYS A.5U4G TUBE thSTEAD OF A 
$Z3. 


1/4/44 760 F- ee 60341 
MAR, 44 . ALT O 


cBN 20063 JUeS BSREZOJL024A 
RECTIFIER POWER UNIT. 
FOR + 50048 AMPLIFIER & FIELDS OF 


S1OO2A MAGNETOPHORE. 


12/25/37 6058 
NOV. 43 


c84 20964. ° * SEE BELOW SSREZO51031A 
RECTIFIER POWER UNITS 

INPUT 115723071760, .757.38, 80 WATTS. 
OUTPUT VOLTS 6.3 AC/260 OC/Z80 DOC. AMPS 
3.3/.0036/.03. FOR USE WITH 461614 
RECEIVER AMPLIFIER. SAME AS CBM-20062 
EXCEPT HAS AN INDIVIDUAL HOUSING, 
*RQC-IASGC-3B° (REPL) 

2eiGsrd8 700C 

MAR. 43 


cre 20065 Lo-4 

RECTIFIER POWER UNIT. 

110 - 1$5 VOLTS 60 CYCLE SINGLE PHASE. 
FOR TYPE.-74021 FREQUENCY MEASURING UNIT 


314738 
NOV. 41 
CAY 20066 — CRY-50064 


COPPEX OXIDE RECTIFIER 
12.3 VOLTS D.C. - 0.8 AMPS. 


4/4/38  $4849589 
HOV. 40% 


GRV 3K -8567242 
REV O 


SRN TAREE Gh 
RESTRICTED 


“7886 YACUUM TUBES, 


L_pate | MRIAETY 


Rd- 20067 bY 

VIBRATOR POHER UNIT 

(uPuT: § TO S VOLTS, 3.2 AMPS D.C. 
GUTPUT: 170 VOLTS, 40 MA OC. . . 


4/19/36 
WOV. 41 


coc 20058 oT 

VIBRATOR UNIT. 

200 VOLTS, $2 MILLIAMPERES - PLUG IN 
TYPE - 4 PRONG. 1-S/16" DIAMETER, 3-1/16 
INCHS HIGH EXCLUSIVE OF PRONGS, 


4/19/38 V517907 CATALOG 
NOV. 41 


com 20069 acr SSRE20FI030A 
POLARIZER 

SIMILAR TO CSM-20061 EXCEPT FOR SLIGHT 
INCREASE IN StZE, USE OF +38G74A RECTI- 
FIER TUBES & ENGRAVING OF TERMINAL 


PANEL. 


6/10/38 S7IM CBM: DWG SK-4075 


NOV. 41 

ce- 20070 TBR & TBR-1 

RECTIFIER POWER UNIT 

CFOR TRANSMITTER). POWER SUPPLY; 110 


VOLTS, 60 CYCLE, SINGLE PHASE FOR USE 
WITH -52090 & -5209!. 


THT738 44RS81 
NOV. 414 


PHOTO: 622935 


crv 20071 RAE +2 
RECTIFIER POWER UNIT 
180 VOLTS, 60 CYCLE, SINCLE PHASE, 205 
WATTS, SUPPLIES POWE TO TYPE CRY-9000 
AMPLIFIER COMBINING UNIT AND PART OF 
CRV-35002 TONE KEYER. USES (2) -33593 & 
Ct) +3827 VACUUM TUBES 

(48019) 
7/20/38 Mi-8G6t8 
NOVY. 41 


crv 20072 RAE-2 

RECTIFIER POWER UNIT. 

110 VOLTS, 60 CYCLES, SINGLE PHASE: 150 
WATTS. SUPPLIES POWER TO PART GF TYPE 
CRV-35002 TONE KEYER; USES (2) 573 
VACUUM TUBES. 


(46020) 
7/22/38 WI-8619 
NOV. 41 


crv 20073 RAE-2 

VOLTAGE REGULATOR 

220 VOLTS, 60 CYCLES, SINGLE PHASE; 2100 
WATTS. SUPPLIES POWER TO TYPE CRY-20071 
CRV-+20072 POWER UNITS & THREE RAB 

SERIES RECEIVER POWER UNITS. Uses (3)- 


7/22/38 1-602841-505 
NOV: 41 


cea 20974 CxX 

RECTIFIER. (RUNWAY RANGE 

BEACON SIGNAL CONVERTER). COPPER OXIDE 
KECTIFIER & CALIBRATEO REED FILTER UNIT 
TO PASS:72 & 96 CYCLES. 


7/28/38 3227+2X 
NOV. 41 


a? | aehiernna | 


(46022) 


‘eI SD RRS TO DD RNR NEL AS NID REET DiS RD 


oars MANUARTNBER'S 


Class 20——Electrical Machines 


3.20-5 


SAU FIRST ASSIGNED FOR | NANT DRAWING, A [rar ASSIGNED FOR | NAME RRAWING iz mL Amel [ewe ASSIGNED FOR | oN | 


RA- 20075 XAE RA 68F 202 
RECTIFIER POWER UNITS 

FURNISHES POWER FOR TYPE RA-46067 
RECEIVER. 110 TO 120 VOLTS, 60 CYCLES, 
SINGLE PHASE. 


7/28/38 
NOV. 41 


cc- 20076 TBC-2 
AUXILIARY RECTIFIER. 


10/18/38 4MR4A1 
NOV. 43 


cc- 20077 TBC-2 

MAIN RECTIFIER 

(NPUT: 230 VOLTS, 3 PHASE. 60 CYCLES 
OUTPUT: 15000 VOLTS,7.5 AMP, DC. 


10/18/38 4MRSAI 
HOV. 41 


cre 20078 * SEE BELOW 
RECEIVER AMPLIFIER POWER 
SUPPLY. A PART OF C8M-20060. 


* 20060 (NM-9 8 NM-9a). 
10/25/33 W-18656 CBM-7i2-5A 
NOV. 41 


cc: 20079 GO-4 
RECTIFIER POWER UNIT. 
INCLUDES A. -7407? CRYSTAL CALIBRATOR. 


12/6/38 ML-7660714, G-1 1T-7660783 REV I 
NOV. 41 


cac 20080 up 

RECTIFIER POWER UNIT? 

T45 VOLTS, 60 CYCLES, SINGLE PHASE, 1.25 
AMPS, 42 WATTS. POWER ENPUT APPROX 40 
WATTS INCLUDING VOLTAGE REGULATOR. OUT- 
PUT 6 VOLTS AC AT 147 AMPS AND 125 
VOLTS, 40 MA. 


1279738 
JULY 43 


CFO 20039-A LP-s 

RECTIFIER POWER UNIT 

INPUT $16/1/60. 8.25 AMPS, 42 WATTS. 
OvTPUT 200¥ DC AT 0,040 AMPS; 6V AC AT 
1,7 AMPS. SIMILAR TO TYPE -20080 Except 
FOR IMPROVEO TUBE SOCKETS AND OTKER 
MENTOR INTERNAL CHANGES. ELECTRICALLY AND 
MECHANICALLY INTERCHANGEASLE WITH ~20080. 
10/14/44 

DEC. 44 


20081 KAS 
POLARIZING RECTIFIER 
PROJECTOR POWER SUPPLY; FOR OPERATION 
FROM 440 VOLTS, 3 PHASE, 60 CYCLES. 


S/V2/39 SKETCH 
NOV. 45 


SUA TUE 


Ra- 20082 XAd 

RECTIFIER POWER UNIT. 

SUPPLIES POWER FOR TYPE RA-43004 
UNI-CONTROL UNIT & RA-55037 RANGE INDE- 
CATOR & GYRO COMPASS UNIT. 


5/12739 SKETCH 
NOV. 41 


cc- 20083 0-5 

RECTIFIER 

OPERATES FROM 120 V. - 600 TO 800 CYCLES 
PROVIDES POWER FOR -S2117 B NEVE 
TRANSMITTERS. UNCLUDES A BUILT. tH 
CRYSTAL CALIBRATOR, 


6/20/38 ML-~7660680 
NOV. 41 


cay 20084 Tew 

RECTIFIER MODULATOR UNIT? 

INPUT 115717509 5.5 AMPS AND 12 VOLTS DC 
5.4 AMPS. OUTPUT 2090 VOLTS Of AT .175 
AMP AND 5000 VOLTS DC AT .200. AMP AND 
FILAMENT SUPPLY FOR TRANSMITTER 12 VOLTS 
DC. 5.0 AMPS,(SEE CAY:T-7606097 REV 1 


FOR CASE). 
Vh26453 W-7300375 REV 1 
MAR. 43 T-7606037 REV t 


cect 20085 R3N,-1,-2 

RECTIFIER POWER UNIT: 

INPUT: 115 VOLTS, 25 CYCLES, 0.73 AMP, 
80 WATTS. OUTPUT: 205 VOLTS OC AT 76 
MA, AND 12 VOLTS, 25 CYCLES AT 2.9 AMPS. 


3/26/42 CCT:1-76073986 
AUG. 42 sue o 


ccr 20086 RBM,-1,-2 

RECTIFIER POWER UNITS: 

(NPUT: 14S VOLTS, 60 CYCLES, 0.73 AMP, 
80 WATTS.» OYTPUL: 205 VOLTS AT 76 MA, 
AND 12 VOLTS 60 CYCLES AT 2.9 AMPS. 


3/26/42 CCTST-7507986 
AUG. 42 Sus 0 


cam 20087 WAA 

POLARIZER 

SIMILAR TO -20069 EXCEPT FOR OPERATION 
FROM 115 VOLT 3 PHASE 60 CYCLES. 


8/8/39 S71P CSM OWG. SK 
NOV. 43 “438A ALT O 


cay 20088 TBK-9 
COPPER OXIDE RECTIFIER 
RATED 10 HA, 10 VOLTS DC. 


9/22/39 S$f899749 M-76657565-4 
NOV. 41 = S| 


cia 20089 RAS 

RECTIFIER POWER UNIT 

INPUT 140 TO 120 VOLTS, SINGLE PHASE, 

25 CYCLES, 70 WATTS. OUTPUT: 6.2 VOLTS 
3.4 AMPS AC & 240 VOLTS 70 MA DC; FOR 
RACK MOUNTING. 


§0/827/39 
NOV. At 


cya 20090 RASSRAW 

RECTIFIER POWER UNIT 

INPUT: 110 TO 120 VOLTS, SINGLE PHASE, 
50 TO 60 CYCLES, 70 WATTS OUTPUT: 6.2 
VOLTS, 3.4 AMPS AC & 249 VOLTS 70 MA 9C 
FOR RACK MOUNTING. 


VO/12/39 
NOY. 41 


CNA2909177-4 SEE BELOW 

RECTIFIER POWER UNIT 

INPUTS 1654230, 1D. $0 10 60 CYCLES, 0.7% 
0,35 A + OUTPIT 240 VOLTS AT 70 MA AND 
6.2 Vol At 3.4 AMPS. SAME AS -20090 
EXCEPT £0R DUAL VOLTAGE OPERATION. 


*FOR USE WITH RAS SERIES ; 
T2/16/43 BYM-115 F-477 
FEB. 45 REVO 


cay 20091 YB,YC,YD 
COPPER OXIDE RECTIFIER 
RATED S MA. 3 VOLTS DC.’ FULL WAVE, 
BRIDGE TYPE RECTIFIER. 


10/24/39 S#978236 CAT. 27-460 
NOV. 41 6/28/37 


R¥- 20092 DT+t 
VIBRATOR POWER UNIT. 
INPUT: 5 TO 8 VOLTS, 3.2 AMPS OC. 


OUTPUT; 170 VOLTS, 40 mA OC. 

1E/247/39 

NOV. 41 

RW- 20093 DY RW 20F LOTA 
VIBRATOR POWER UNIT 

IHPUT:. § TO 8 VOLTS ANPS DC, 
OUTPUT: VOLTS AMPS OC. 
11/24/39 

NOV. 41 


ec- 20094 oy 

BATTERY CHARGER 

110 VOLTS, 60 CYCLE, SINGLE PHASE SUPPLY 
CAPABLE OF CHARGING ONE TO SIX 6V 
BATTERiES IN SERIES AT 6 AMPS. 


14/24/39 
NOV. 41 


cKo 209095 * SEE BELOW REISASBBA 
RECTIFIER POWER UNIT 

INPUT: 110/125/120 VOLTS 50 TO 62 
CYCLES AC. OUTPUT: 180 VOLTS AT 40 MA 
DC, 105 Ve. - aT 15 MA OC, 6.3 Ve - AT 
3.6 AMPS OC. 


* FOR USE WITH REA & RFA, 
V2,t/34 
wOv. 45 


crs 20096 RAZ 
RECTIFIER POWER UNIT. 
116 VOLTS SINGLE PHASE 60 CYCLE SUPPLY, 


12/13/39 
NOV. 41 


MORMATTNERS | HONNTACTURISA 
RESTRICTED 


on | “SHR | UIA] 
NAVSHIPS 900,709 


FIRST ASSIGNED FOR 


Class 20—Electrical Machines 
SATIS —_|emse assionen ron | AML RMIT, 


— 


cre 20097 -20087CWAA) 

CONTROL RECTIFIER POWER, 

SUPPLYZ INPUT: 1135 vurts, SINGLE PHASE, 
60 CYCLES. OUTPUT: 100 VOLTS DC AT 
«250 AMP. USES ONE -83 VACUUM TUBE, 
FURNISHES BIAS FOR ORIVER AMPLIFIER 
TUBES AND VOLTAGE FOR KEYING RELAY. 


1/6/40 Wiese 7 CaMss71-351 
JULY 43 : x, : alr o 


cen 20098 QCU-18QCK-1 SSREZOJ1036A 
CONTROL RECTIFIER POWER 

SUPPLY. QUAL RECTIFIER: INPUT: 440 
VOLTS SINGLE PHASE, 60 CYCLES. OUTPUT: 
220 VOLTS FULL WAVE UNFILTERED OC CFOR 
TRAINING MOTOR SHUNT FIELD) AND.O TO + 
220 VOLTS HALE WAVE UNFILTERED DC (FOR 
TRAINING MOTOR ARMATURE WINDING), 


1/19/40 .758€ Céad Onc. 

WOV. 41 6918 ALT O 
SIMILAR TO NAVY TYPE | can20098 
-234196. j ; ; 


cam 20098-A QCJ-ta,QcK-ta 

TRAINING CONTROL RECTIFIER 

UNITS SAME AS -20098 EXCEPT 1S MODI- 
FIED BY ADDING A 2+STATE PREAMPLIFIER 
WITH ADDED TERMINALS BY REPLACING 2 
LIMITING RESISTORS fH PLATE CIRCUIT OF 
DOUBLE DIGDE TUBE, BY CISCGNNECI ING 2 
FILTER CONDENSERS & REMGYING GROUNDS. - 
12/8/43 . ee a 
OCT, 44 


cen20098-a 
CHRCUIT OF THE DOUBLE DIODE TUBE. 


cen 20099 * SEE BELOW SSRE20J1034A 
CONTROL RECTIFIER POWER 

SUPPLY. 

SAME AS NAVY TYPE -20098 EXCEPT FOR 
MODIFICATION TO TERMINAL PANEL AND FUSE 
VALVES TO PERMIT DPERATION FROM EITHER 
220 V. OR 440°V., SINGLE PHASE, 60 CYCLE 


* QCA-1, QC8-2, QCJ-3, QCL-3 8 2. 

1/19/40 7586 © : : : 

JULY 43 : a 6966 ALT 0 
cax20099 


SIMILAR TO TYPE -20233. 


C8N 20099-A *SEE BELOW 

TRAINING CONTROL RECTIFIER 

UNIT: SAME AS -20099 EXCEPT 1S mOOt- 
FIEO BY ADDING A 2-STAGE PREAMPLIFIER 
WITH ADDED TER“INALS BY REPLACING 2 
LIMITING RESISTORS IN PLATE CIRCUIT OF 
HOCA-1a, OCJ-Sa, OCL-1a,QCL~2a,QCL~Sa, 
QCN-1a,9CO-a WAZ -aWACOR, OCU -4a 
12/1/43 : 

Oct. 44 


OR 


NAVSHIPS 900,109 


cex20099-a 
DOUBLE DIODE TUBE, BY DISCONNECTING 2 
FILTER CONDENSERS & REMOVING GROUNDS 
FROM GRID CIRCUIT OF THE DOUBLE DIODE 
TUBE. 


crv. 20100 QCI-2 & QCL FORE 2051442A 
RECEIVER AMPLIFIER POWER 

ONITs INPUT 110 VOLTS 60 CYCLES. 

OUTPUT 275 VOLTS DC. WEIGHT 47 LBS. 


1/30/40) MI-8933 CRV3W*305088 
JUNE 42 sub 19 


crv 20101 QCU-2,8 QCL FOREZ0UI445A 
POLARIZER POWER UNIT: 

INPUT 440 VOLTS. 3 PHASE, 60 CYCLES ARD 
100 VOLTS, 1! PHASE. 60 CYCLES. 

OUTPUT 60 VOLTS, 7? AMP ERES OC. 160 LBS 


1/30/40 m)-8934 CRVEW-SOS244 
JUNE 42 _e SUB 6 


ce- 20102 QCI-26QCL GREZ0JI035A 
CONTROL RECTIFIER POWER 

UNIT: OUAL RECTIFIER. INPUT: 115 VOLTS 
SINGLE PHASE AND 440 VOLTS, 3 PHASE, 60 
CYCLES. OUTPUT: 220 VOLTS DC FOR TRAIN- 
ING MOTOR SHUNT FIELD WINDING AND O TO 
+ 220 VOLTS OC FOR TRAINING MOTOR ARMA- 
TURE WINDING, 

1/30/40 i CG3W-5937329 
SUNE 42 : 


cay 20103 Go-7 

RECTIFIER UNIT 

POWER SUPPLY 120 VOLTS, 800 CYCLES AND 
28 OR 14 VOLTS OC; OUTPUT: 2000 VOLTS 
AY 175 MA AND 500 VOLTS AT 200 MA; 
POWER CONSUMPTION 760 WATTS. 


3/12/40 T-7606306 SUB 3 
woV. 41 F 


crrR 20104 = La-6 

RECTIFIER POWER UNIT 

(INPUT: 28 VA; TOS/115/t20 VOLTS SINGLE 
PHASE 60 CYCLES; OUTPUT: 290 VOLTS aT 
0.020 AHPS DC & 13.0 VOLTS AT 0.60 AMPS 
AC. ALSO PROVIDES ITS OWN FILAMENT SUP 
PLY OF &.3 VOLTS AT 0,3 AMP AC. 


4/30/40 93S L-72506A 
MAR, 4300 


crk 20104-A LA-11 

RECTIFIER POWER UNIT? 

INPUTS 28VA; 105/115/120 ¥ SINGLE PHASE, 
60 CY. @UTPUT: 290 V AT 0.020 AMPS DC 
AND 13.0 -V AT 0,60 AMP AC, SAME AS BASIC 
NUMBER EXCEPT LINE VOLTMETER HAS BEEN 
REMOVEO AND REPLACED WITH A PLATE WITH A 
PILOT LIGHT. 

4/2/43 

JULY 43 


cam 20105 * SEE BELOW SS5SRE20J1445A 
PROJECTOR POLARIZER 

INPUTS 220-440 VOLTS, 3 PHASE. 60 
CYCLES. 


* NM-t4a & NM-16, 
7/24/80 $719 COM OWG, 
MUNE 42 6990 ALT O 


RESTRICTED 


DENATGN [est assienep ron | PAM ARRUNEN 


cen 20106 sL-9 

RECTIFIER POWER UNIT 

INPUT: 115 VOLTS, SINGLE PHASE, 60 
CYCLES. OUTPUT: 1.1 AMP AT 76.6 VOLTS; 
0.09 AMPS AT 350 VOLTS DC AND 6.3 VOLTS, 
60 CYCLES. ‘ 


9/5/40  605C “CaM we, 
nov. 41 60019 ALT O 


coe 20107 re 

RECTIFIER MODULATOR UNIT 

INCLUDES A RECTIFIER POWER UNIT FOR 
FINAL PA OF THE LOCALIZER TRANSMITTER AS 
WELL AS THE MODULATOR UNIT WHICH DIVIDES 
THE OUTPUT OF THE LOCALIZER TRANSMITTER 
INTO TWO CHANNELS, EACH OF WHICH ARE . 
MECHANICALLY MODULATED; ONE AT 90 


9/23/40 2476 REV O 
NOV. 41 
CYCLES & THE OTHER AT 150 coe20107 


CYCLES. ALSO #NCLUDES A COMMUNICATION 
TRANSMITTER RATED 15 WATTS-2 TO £6 WC 
. CWOAL) OR PHONE (AS). 


cc- 20108 TaC+3 

AUXILIARY RECTIFIER 

(INPUT: 230 VOLTS, 3 PHASE, 60 CYCLES; 
OUTPUT: 1.UA AT 4400V0C, 0.4A AT 2200 
VOC, 0.47A AT S00 VOC, 0.47A AT $00 WDC, 
O.tA AT 845 VOC. 


9/27/40 4éR4B1 : P-7762787 
NOV. 41 REV O 


coe 20109 CXX,Za 

LOCALIZER SIGNAL 

CONVERTER WITH MOUNTING BASE, CONSISTS 
OF TWO T PAD FILTERS (ONE TO PASS 90 
CYCLES AND THE OTHER TO PASS 150 CYCLES) 
AND A QUAL TRIODE RECTIFIER. 


10/3/40 ; CDEs2297 
Nov, 41 ALT 2 


COE 20109-a Yo-1 

LOCALIZER SIGNAL CONVERTER 

WITH MOUNTING 8ASE; CONSISTS OF TWO T 
PAD FILTERS CONE TO PASS 90 CYCLES AND 
THE OTHER TO PASS 150 CYCLES), AND A 
DUAL TRIODE RECTIFIER. SAME 4S -20109 
EXCEPT RESISTOR R-202 IS SHORTED OUT ANO 
R-205 1S CHANGED FROM 55000 OHMS 10 
V/7/44 

MAR. 42 


“20000 OHMS, 20000 34% coe 20109-a 
RESISTOR SUPPLIED AS AN ACCESSORY. 


crv 20110 TBT 

MAIN RECTIFIER UNIT 

INPUT: 415 VOLTS SINGLE PHASE. 60 
CYCLES. OUTPUT: 12 VOLTS 3/4 AMPS DC. 


10/7/40 PX-271899 REV O 


Class 20—Electrical Machines 


3.20-7 


[_eBABLR@h, “ [esr asian von | soariamatti | [ttt [rer ssn rox HAbtRAYHS, BEACH [esr assem rox | ARAB 


ec- 20111 TBC-3 

MAIN RECTIFIER UNIT 

INPUT: 230 VOLTS, 3 PHASE, 60 CYCLES; 
3us AMPS, OUTPUT; 15,900 VOLTS 7.5 
AMPS DC. SAME AS -20077 EXCEPT FOR 
SLIGHT CHANGE IN CONTACTORS,. ry 


10/14/40 44R5B 
wOV. 41 


P-7762809 REV O 


cw#- 20112 UB & UB-3 

RECTIFIER POWER SUPPLY 

INPUT: 25 AMPS AT 220 VOLTS, SINGLE 
PHASE, GO CYCLES; OUTPUT: 2.5 AMPS AT 
200 VOLTS DC, 0.8 AMPS AT 800 VOLTS 0C 
AND 1.0 AMP AT 2800 VOLTS DC. 


11/6/40 
WOV. 41 


cc- 20113 TBC-3 

AUXILIARY RECTIFIER 

}HPUT; 440 VOLTS, 3 PHASE, 25 CYCLES. 
OUTPUT: F.1A AY 4400¥. DC, 0.4A AT 2200 
VY 0C, 0.47A AT $00 V, OC, 0.47A AT 500 V 
OC, Q.tA AT 115 V. OC. SIMILAR TO 20108 
EXCEPT FOR 440 VOLTS 25 CYCLES OPERATION 
11/28/40 44R4B62 P+7763140 REV O 
wov. 41 


cRv 20114 RAK?S 

RECTIFIER POWER UNIT 

INPUT: $40/115/120 VOLTS SINGLE PHASE 
60 CYCLES. SAME AS NAVY TYPE CRV-20036A 
EXCEPT DESIGNED FOR 25 CYCLES. 


11713740 
WOV. 41 


cco- 20115 TBC-3 

MAIN RECTIFIER 

tNPUT: 440 VOLTS, 3 PHASE. 25 CYCLES, 
OUTPUT$ 15.000 V. DC AT 7.5 AMP. 
SIMILAR TO 20411 BUT FOR 440 VOLT 25 
CYCLE OPERATION. INPUT CURRENT 162.5 
ane, 


11/28/40 44RSB2 CGsP77A3141 
APR. 42 REV 2 


cma 20116 OY-2&5DAA 

VIBRATOR POWER UNIT 

INPUT 6.3 WOLTS. NORHINAL OC OUTPUT VOLT- 
Ave at tmE MAAIMUM RATCO LOAD OF 60 MA,, 
275 VOLTS. PREFERRED RECTIFIER TUBE IS 
THE METAL 6 X 5 HOWEVER, THE GLASS TYPE 
6 X SGT CAN BE SUBSTITUTED, 


12/13/40 VIBRAPACK 68275 8-44337 
AUG. 44 


crv 20117 CXAX 

POLARIZER & JUNCTION BOX: 

CONSISTS OF SELEHIUM RECTIFIERS wiTH 
APPROPRIATE FILTER TO FURNISH OC POLAR- 
ZENG CURRENT FOR PROJECTOR. F190 V AC 
INPUT. OUTPUT 20 TO 100 V IN STEPS OF 

20 V. RATED LOAD AT 40 V IS 4 AMPS. IN- 
Pur av THIS LOAD #S & AMPS, AT 180 VOLTS 
12/49/40 KX-380088 REV | 
HOY. 41 


crv20118 CKAX,WEA 

RECEIVER - INDICATOR 

POWER SUPPLY, OPERATES FROM 110 VOLTS, 
$0 CYCLES, SINGLE PHASE. OUTPUT: 250 
VOLTS OC AT 0.330 AMPS. 


$729/4%) WE-8965 W-303375-1 


WOV. 45 Susy 


cns 20119 RAC~1 RW 20F 1038 
RECTIFIER POWER UNIT. 

INPUTS 115 VOLTS, SINGLE PHASE. 60 
CYCLES, 70 WATTS; OUTPUT: 6.3 VOLTS, 
3.4 AMPS, 60 CYCLES AND 240. VOLTS 


70 MA OC, 


2/4/al 
NOV. 41 


crm 20120 TCO-1 

RECTIFIER POWER UNIT? 

INPUT: 115/1/60. 350 VA. 

OUTPUT 11571760 .5 AMP AND 630 VOLTS 0C 
223 AMP. 


2/7741 CRM?2KS-101 
HAR 45 sus 0 


CRM- 20120-A fco-3 

RECTIFIER POWER UNIT? 

INPUT FIS/E/60, 350 vA. OUTPUT: V1S/I/ 
60. 0.5 AMPS AND 630 VOLTS OC, 0.23 
AMPS. SAME AS NAVY PYPE -20120 ExCePr 
USES HERMETICALLY SEALEO TRANSFORMERS 
AND SOME JAN RESISTORS. 


8/4/45 KS-101 
JUN, 45 SUB oO 


cc- 20121 TCG 

AUXILIARY RECTIFIER 

INPUT: 230 VOLTS, 18/25/25 AMPS., 3 

PHASS, 60 CYCLES. OQUTPUT: 2250/9125 
VOLTS, 2.5/0.5 AMPS. 1000/5600 VOLTS, 

0.250/0.500 AMPS, 139 VOLTS, 2 AMPS. 


S¢S1/41  AMRACT P-7763592 SUB .O 


WOov, 41 


CG 20121a TCcc-2 

AUXILIARY RECTIFIERS 

SAME AS BASIC NU%JER EXCEPT INCLUDES _ 
COSVERSION KIT TO ENASLE OPERATION FROM 
60 CYCLES. 


1718/43 4NRACS CGLP-7763592 
MAR. 43 REV 2 


cc 20122 TOM, TCNSTCU 

RECTIFIER POWER UNIT: 

UNPUT 115 VOLTS, SINGLE PHASE, 60 CYCLES 
OUTPUT 1300 VOLTS AT «35 AMP DC, 500 
VOLTS AT .425 AMP DC, AND $0 VOLTS AT «4 
AMP DC. SAME AS -20070 EXCEPT HAS ALUMI- 


“NUM CASE WITH REMOVABLE PANELS. 


5/1/41 4AR3CI P-7763466 REV O 


NOV. 41 


cw- 20123 FA & FB 

COPPER OXIDE RECTIFIER 

INPUT VOLTAGE 18 VOLTS RMS MAX.: OUTPUT: 
CURRENT 75 MADC MAX. AT 40°C AND 12 
VOLTS MAX. 


S/15/41 7A VARISTOR 


LA-700666 
NOV. 41 ISSUE 6 
cc- 20124 * SEE BELOW 


RECTIFIER UNIT. 

INPUT: 115 VOLTS, 0.3 AMP, SINGLE PHASE, 
60 CYCLES. OUTPUT 135 VOLTS AT 10 MA OC 
90 VOLTS AT 5 MA OC, MINUS 15 VOLTS & 
MINUS 6 VOLTS BIAS AND 3 VOLTS AT 360 

MA OC. 

* EL (T8X SERIES). 
6/5/41 &MY25A4 
NOV. 43 


M-74654535 REV 1 


cna 20125 RBS 

RECTIFIER POWER UNIT 

INPUT: 250 VOL.TS SINGLE PHASE 60 CYCLES 
70 WATTS. OUTPUT: 6.2 VOLTS, 3.4 AMP 
AC AND 240 VOLTS 70 HA DC. FOR RACK 
MOUNTING. . 


6/16/41 
JUNE 42 


cde 20126 Yr 

LOCALIZER RECTIFIER 

MODULATOR UNIT. INCLUDES A RECTIFIER 
POWER UnIT FOR THE FINAL P A OF THE 
LOCALIZER TRANS“ ITTER AS WELL AS THE 
MODULATOR Ustt WHICH DIVIOES THE OUTPUT 
OF THE LOCALIZER TRANSMITTER INTO THO 
CHANNELS, EACH OF WHICH ARE MECHANICALLY 
T/1R/ 41 COES2985 

July 43 REV 


MODULATED; ONE AT 90 
CYCLES AND THE OTHER AT 
150 CYCLES. ALSO INCLUDES A COMMUMICA- 
TIO# TRANSMITTER RATED AT 15 WATTS FROM 
2:70 $6 MC, Cw OR #Ca. SAME AS 20107 
BUT wiTth A COLLINS 52 Q TRANSMITTER 
MOUNTED ON TOP. SImiLaR TO NAVY TYPE 
20162. 


coe 20126 


cc- 20127 TCG?) 

AUXILIARY RECTIFIER 

OUTPUT 2250/1125 V, 2.5/0.5 AMP, f000/ 
500 V, 0,250/0.500 AMP, 130 Ve 2 AMP, 
INPUT 40/3/25, 9.5 AMP AND 220/1/25, 
7 AMPY 


B/11/41 4NR4C2 


P-7763592 REV O 
DEC. at ‘ 


cau 20128 NOS-82715 
VOLTAGE AND SPEED 
RECULATOR: WILL HANDLE A MAXIMUM SHUNT 
FIELD RATING OF GENERATOR AND/OR MOTOR 
NOT TO EXCEED 3 AMP OR 250 WATTS. 
VOLTAGE RECULATOR (CENE2ATOR) RATED AT 
120 VOLTS + 2% DC, SPEED REGULATOR 
(*OTO@) RATED FROM 175 TO 335 V OC, 
9/9/41 829A C8%:60070 A 
DES. 41 : ° sus 0 


SSRE 205 1039 


crv 20129 OP-16 

AC RECTIFIER POWER UNIT 

OPERATES FRI 110 TO 1415 V, 25 CYCLES, 
0.4 ANP, OUTPUT 100 ¥ AT 0.03 AHP AND 
6.) VAT 3.3 AMP. : 


10727741 
MAR, 42 


K-$€8566 SUS 2 


CRV 20130 * SEE BELOW 

RECTIFIER POWER UNIF 

INPUT 110/155/120 V CSELECTED BY PROPER 
TAP, 60 CYCLES, AT 0.97/0.93/0.89 AMP, 
100 WATTS + 10%. OUTPUT 663 V AC AT 5.4 
AMP, $7 V AC AT 0.6 Adv, 105 ¥ OC AT S 
MA, 200 V OC AT 78 MA, 

*# RBA, RBA-1, RBB, RBS-1, RBC, RECHT. 
s2/1/4t MX-243079 REV o 
MAR, 42 


20131 RAK-6, RAL-6 
RECTIFIER POWER UNIT 
INPUT CBALLAST TUBE OUT) 110/115/120 
VOLTS, 60 CYCLES, 0.55/0.52/0.5 AMP 
(BaclLaSt TUBE 1N) 410/115/120 VOLTS, 60 
CYCLES, 2-1/2.0/1.9 AMP. OUTPUT (BALL- 
AST TUBE IN-OR OUT) 6.22 VOLTS AC aT 2 
AMP, 90 VOLTS AT 1 MA DC, 180 VOLTS AT 
W/13742 CHD: CRYIM=42234 
JULY 45 Sus 0 


“panes | SOSNATTIEA 


pare | “SMAGUARS | SIAWHIASTARA | 


RESTRICTED 


NAVSHIPS 900,109 


-3.20-8 
ORAS [ries assicnae ror | RNA APAMHIS, 


35 MA OC. (SANE AS crv20131 
CRV-200S6A EXCEPT FOR ADDITIONAL 
SHIELDING AND FILTERING TO REDUCE SUPER- 
FREQUENCY INTERFERENCE.) ‘ : 


CMX- 20431-A RAK-6, RAL-§ 

RECTIFIER POWER UNIT 

tnPUT (BalLaST TUBE OUT) 110/145 /120 
VOLTS, 60 CYCLES, 0.55/0.52/0.50 AMP. 
(BALLAST TUBE IN) 110/115/120 VOLTS, 60 
CYCLES, 2.1/2.0/1-9 AMPS, OUTPUT? 
(BALLAST TUBE in OR OUT) 6.2 ¥ AC AT 2- 
AMPS, 90 VOLTS AT 1 MA OC, 180 VOLTS AT 
4/2/43 : : 
NOV. 43 


cMx- 20131-4 
35 MA DC. SAME AS BASIC NUMBER EXCEPT 
FOR SUBSTITUTION OF AWS COMPONENTS ANO 
BRASS FOR STEEL iN CHASSIS, BRACKETS, 
ETC, 


cc- 20132 Sc 

COPPER OXIDE RECTIFIER: 

RATED 5 KA AT 3 VOLTS OC, 35/8" Ola. X 
$/8" LONG wiTH 17/52" TERMINALS AND HAS 
A 4-48 TAPPED HOLE IN ONE. END FOR 
MOUNTING. . F 


1/18/62 3125225 CGrK-4802846 
Oct. 42 wpe ox SUB 0 


crv 20133 oT 

RECTIFIER POWER UNIT: ¢NPUT 

V07 V, SINGLE PHASE, 60 CY. 343 AMPS. 
OuTPUT 8.2 VOLTS AC, 8 AMPS, AND 1000/ 
750 VOLTS 0C,.2 AMP. THE OUTPUT CONNEC- 
TION 1S A 6-wiRE MALE FLANGE NOUNTING 
CONNECTOR AMPHENOL TYPE AN-3102 -22-20 P 
- EXCEPT CONTACTS C,E€,J ARE OMITTED. 
1/27/42 CRYSM-421677 
AUS. 42 suB 0 


can 20134 QFa 
RECTIFIER POWER UNIT 
PMPUT 1415/1760. 


2/13/42 
APB. 42> 


cey 20135 cx80 
RECTIFIER POWER UNIT ; 
tHPUT 115 VOLTS, 1 PHASE. 60 CYCLES. 


3/13/42 
APR. 42 


crv 20136 BP 

RECTIFIER POWER UNIT 

INPUT 110 TO 120/220 TO 240 VOLTS, 50/60 
CYCLES, SINGLE PHASE, 250 WATTS. OUTPUT 
400 MA AT 125 VOLTS OC. 14 VOLTS 0C 

(FOR BIAS), 25 AMP AT 8 VOLTS AC. 


3/15/42 CUYS#E-7S70-A = =CRY:P-720998 
Ocy. 42 . : sub oO 


{ bare | MEISE 


NAVSHIPS 900,109... aa 


Class 20—Electrical Machines 


ARAN HD, 


cect 20137 RBM, 1 a2 

RECTIFIER POWER UNIT 

FOR OPERATION FROM 115/1/28, 0.73 AMP 
FULL LOAD. OUTPUT 12 VOLTS AC AT 2.9 
AMP, 205 VOLTS DC AT 76 MILLIAMP, 


3/25/42 CAY2T-7607986 
APR, 42 ; sus 0 


cct 20139 RBM, 1 & 2 

RECTIFIER POWER UNIT 4 
FOR OPERATION FROM FI5/1/60, 0.73 AMP 
FULL LOAD. OUTPUT 12 VOLTS AC AT 2.9 
AMP, 205 VOLTS DC AT 76 MILLIAMP. 


3/28/42 CAYsT-7607986 


APR, 42 SUB 0 
20139 LF-a 


RECTIFIER POWER UNIT 
115/1/60 INPUT, 200 WATTS. OUTPUT 
623/250 VOLTS DC. 


5/26/42 ¢(RADCRAD 
JUNE 42 


cw¥-20140 * SEE Below 

RECTIFIER POWER UNIT: 

INPUT 115/1/60, 560 WATTS. OUTPUT 4968 
VOLTS DC. FOR ITEM P2 AND P3. 


 UHF REMOTE CONTROL CIRCUITS 
4/10/42 X-636048 CwztS-800240 
AAR, 43° LIST I. FG 2 


cw 20141 *SEE BELOW 

RECTIFIER POWER UNITS 

INPUT 115/1/60, 560 WATTS. OUTPUT 130 
VOLTS DC FOR ITEM P2 AND P3 


*#YHF REMOTE CONTROL CIRCUITS. 
4/10/42 X-6 36048 CwsES-800246 
MAR. 63 LUST I FIG I 


cw 20142 “SEE BELOW 

RECTIFIER POWER UNIT? 

INPUT 115/1/60. OUTPUT 24 VOLTS DC. 31.6 
AMPS. FOR ITEM PL, P2, P3. 


UHF REMOTE CONTROL CIRCUITS 
4/10/42 J-86205F SD -80589-01 
RAR. 43° LIST 4 . 


cw 20143 Toc 

RECTIFIER POWER UNIT? 

tnPuT 11571760, 3.5 AMPS, 180 WATTS. 
OUTPUT 6.3 VOLTS AC, 9-64 AMPS, $2 VOLTS 
OC, .28 AMPS AND 3$0 VOLTS, .41 AMP. 
UNIT ALSO INCLUDES 32 VOLT BRIDGE CON- 
NECTED TO SELENIUM RECTIFIER. : 


4712042 0-150416 
MAR. 43 


CLG 20144 . TBY SERIES 

VIBRATOR POWER UNIT? 

FOR OPERATION FROM 4 VOLTS DC AT 2.5 
AMPS AVERAGE. OUTPUT: 166 VOLTS AT 15 TO 
35 MA DC MAX, 3 VOLTS AT 310 TO 360HA OC 
1.8 VOLTS AT 190MA DC, AND MIN, 7.5 
VOLTS AT 30 MA OC. THIS UNIT PLUS ONE 
TYPE CLG-10929 STORAGE BATTERY IS THE 
4/24/43 $-1001. AA-1071 

NOV. 43 | sue o 


BNA aE 
RESTRICTED 


ELECTRONIC TYPE. 


[SAME [rise aston ror | HAM AON, 


CL629144 
ELECTRICAL AND MECHANICAL EQUIVALENT OF 
A-TYPE -19018A BATTERY. . 


cle 20145 TRY SERIES 

BATTERY CHARGER? 

VIBRATOR TYPE, NON-SYNCHONOUS. INPUTS 
VOLTS 120C/240C/400C/t100C/110AC $0 TO 
60 CYCLES OR 220AC $0 TO 60 CYCLES. AMPS 
*1OS7/4.3/1.6/2.2/1-0 (OM ACI, 0PF) OUT- 
PuTs 6 VOLTS DC AT TU Amr. CHARGE RATE 
€S CONTROLLED BY MEANS OF A VARIABLE 


4/24/43 $-1073 Ab-1072 
NOV. 43 sua 0 
cu 20145 


RESISTOR IN OUTPUT CIRCUIT; USED WITH 
THIS EQUIPMENT TO CHARGE A 4 VOLT TYPE 
CLG-19029 BATTERY. 


CNA 20146 * See BELOW 

VIBRATOR POWER UNIT: 

UNPUTs 6.5 VOLTS, 3.2 AMPS OC, 20 WATIS,. 
OUTPUT: 165 VOLTS, 50 MA OC, WEIGHT 11 
POUNDS. INCLUDES VIBRATOR XFORMER TUBE 
RECTIFIER AND SINGLE: SECTION FILTER. 


* FOR USE WITH RBJ AND RBT SERIES 


4/27/42  CHALE96-6 CHAZO“6B4, 
HAR. 43 A 6/29/42 
CaN 20147 GENERAL UWS Fi 


VOLTAGE REGULATOR: GENE- 
RATOR SHUNT FIELD CONNECTED TO 11S VOLT 
DC LINE VIA THIS REGULATOR. FOR GENERA- 
TOR RATED AT 440/3/60, 2-1/2 TO 8 KVA. 
OUTPUT VOLTAGE CONTROLLED TO + 5% FROM 
NO LOAD TO FULL LOAD. AND WITH EXCITA> 
TION VOLTAGE VARYING + 108 FROM NORMALS 


6/6/62 = 9248 CAM: 60255 
AUS. 42 ALT @ 
cen20147 


crt 201498 Yast 

RECTIFIER POWER UNITS 
INPUT 110-120/1/60, .65 AMP, 65 WATTS. 
OUTPUT $0 VOLTS, 6 AMP. 


5/8/42 109A CFISF-S5772-24 


MOV. 43 1098 


cre 20149 RAV-2 

VOLTAGE REGULATOR: 

INPUT 95 TO 150 VOLTS SINCLE PHASE, 60 
CYCLES. OUTPUT 120 WATTS AT 115 VOLTS 
ac + 0.58. 


8/18/42 VR-3 GL2-424 
OCT. 42 9/9/37 


MORUAGTHRS® | giOUHTASRONRA 


Class 20—Electrical Machines 


3.20-9 


[spares [rast assowee rox | Surana. | [SAAR [ruse aston von | ALM | 


ccs 20150 PO 

RECTIFIER POWER UNIT? 

INPUT: 110/115/120. VOLTS, SINGLE PHASE, 
$8 TO 62 CYCLES, 3 AMPS, 300 WATTS. 
OUTPUT: 6.3/6.3 VOLTS, 5/145 AMPS AC AND 
260 VOLTS, .30 AMPS DC. 


8/22/42 
JULY 43 


cCs20150A Po-1 

RECTIFIER POWER UNIT? 

INPUT 11074157120 VOLTS, SINGLE PHASE, 
60 CY, 3 AMPS, 300 WATTS. OUTPUT 6.3 
VOLTS, 5 AMPS AC, 6.3 VOLTS 1.5 AMPS AC 
AND 260 VOLTS .3 AMPS DC. SAME AS BASIC 
NAVY TYPE EXCEPT HAS. HOLD DOWN BRACKETS 
IN REAR.OF CHASiS AND USES NAVY APPROVE 


1/5/45 B-369A CCS:14.13 
JULY 43 

ccs20150A 
COMPONENTS. 


co- 20151 TBC-4 

AUKILEARY RECTIFIERS 

INPUT: 23G6/3/50. 18/25/25 AMPS. OUTPUT: 
4400 v DC AT 1.1 AMPS, 2200 V OC AT 0.4 
AMe, 500 V uC AT 0.47 AMP, 115 4 OC AT 
O.1 AMP, SIVEtLAR TO CG-20108 BUT WILL 
OPERATE ON SO CYCLES AFTER CONVERSION 
KIT 1S ENSTALLEO, 

5/28/42 CGi4™R483 CG2?-7765904 
July 43 : REY 0 


co-20151-a Tsc-s 

AUXILIARY RECTIFIERS 

INPUT: 230/3/60, 18/25/25 AMPS, WILL 
OPERATE ON SU~ AFTER CONVERSION KIT 4S 
INSTALLED, OUTPUT: 4400 V OC AT 1.1 AMPS 
2200 V OC AT 0.4 AMP, 500 V DOC AT 0.4 
AMP, 115 VDC AT O.1 AMP. SAME AS 
CG-20151 EXCEPT HAS DIFFERENT RELAY AND 
5/26/43 CG:4MR4EI CG:P-7265904 
JULY 43 REV O 


Co-20151-A 
2 ADDITIONAL FUSES, 


cec- 20152 TeC-4 

MAIN RECTIFIER: 

TNPUT: 230/3/60, 311 AMPS, OUTPUT: 
15000 VOLTS OC AT 7.5 AMPS, SIMILAR TO 
CG-20111 BUT WILL OPERATE ON SO CYCLES 
AFTER CONVERSION KIT 1S INSTALLED 


5/28/42 CG:44R5B3 “CGsP-7764716 
Mov. 43 REV i 


cna 20153 ROT, RBT-1 

RECTISIER POWER UNITS 

INPUT: 115-125/1/50-60, Oo4 AMP, 40 W 
OUTPUT: 180 VOLTS DC, 35 MA AND 6 VOLTS 
AC. 3 AMPS, 170 VOLTS §0 MA, 6.3 VOLTS. 
INCLUDES INPUT TRANSFORMER, RECTIFIER, 
AND TwO SECTION FILTER, 


6/11/42 CNA35 886 CNASD-734 


WAR. 43 


vate | 


MEHEAGTHBRS | HAIMACTIUNES 


665197 O - 45 - 11 


| sHAWLRRE, 


[rinse ASSIGHED FOR | oa | 


crr 20154 OAH,-1, OAK 

RECTIFIER POWER UNITS 

CFOR AUTOMATIC BEARING INDICATOR); IN- 
Put: 115/1/60, 4.5 AMPS, 5!8 WATTS. 
OQuTPUT: -800/-650/-160/-135 VOLTS OC, 
0.0015 AMP DC TOTAL, 6,3/115 VOLTS AC, 
0.6/4.5 AMPS AC. : 
6/15/42 

AuG. 42 


cen 20155 QFB 

RECTIFIER POWER UNIT (FOR 

SHIP AND TARGET CONTROL UNIT): INPUT 
115/1/60 AT 1,85 AMPS AND 178 WATTS OUT- 
PUT: 230 V DC AT 2230 AMP. 


€/21/42, C8H2910 COM:SK-5386 
JULY 43 ALT O 


c1L 20156 ASB-4 

SELENIUM RECTIFIERS 

OUTPUT; 24 VOLTS OC, 0.35 AMP, INPUT: 
33 VAC UP TO 400 CYCLES. TREATED TO 
WITHSTAND CONTINUED OPERATION IN MOIST 
CLIMATE AT AN AMBIENT TEMPERATURE-OF S7° 
C. THE RECTIFIER DINENSIONS ARE 3-3/16" 
LONG, 1-3/4" WIDE AND 2" HIGH CAPPROX) 
6/25/42 46 3 CMI 

AUG, 42 


MOUNTING CENTERS -2-3/4" 
APART. 


cit 20156 


crr20157 DAY 

RECTIFIER POWER ASSEMBLY: , 
CONSISTS OF. ONE CFT-20158, ONE CFT-20159 
AND ONE CFT~20160 RECTIFIER POWER SUPPLY 


7/1/a2 CFT:?-37058-2 
JULY 43 ISSUE A 


cFT 20158 Dad 

RECTIFJER POWER UNITS 

UNPUTS 115/1/60, tot AMPS, 127 WATTS. 
OUTPUTS 250 V DC, 0.126 AMP AND 6.3 V 
AC, 2-25 AMPS (CATHODE FOLLOWER). 


2/1/42 CFTSF-37052-2 
JULY 43 ISSUE A 


cFT 20159 Dad 

RECTIFIER POWER UNIT? , 

iuPUT: 11S/1/60, 1.65 AMPS, 190 WATTS. 

OUTPUTS VOLTS$- 50/125/250/380 DC 6.3/ 

115 AC. AMPS:-0.01/0,.001/0.06/0.05/7.5/ 
1.65. (RECES VER. 


FIV/42 ~  CFTSF-36142-2 
July 43 ISSUE A 


crt 20160 DAS 

RECTIFIER POWER UNITS 

INPUT: 115/1/60, 1.6 AMPS 190 WATTS, 
OUTPUT: VOLTS -800/-650/-160/-135 DC, 
6.3/115 AC. AMP 0.0015 TOTAL, 0.6/1.5 
(AB. 49 


7/0/42 CFT:sF-37056-2 
JULY 43 HSSUE A 


RESTRICTED 


cit 20161 SG 

RECTIFIER SELENIUM: 

FULL WAVE RECTIFIER, INPUT: 162 ¥ RMS, 
60 CY. QUIPUTs SOOMA MAX DC, 3118 VOLTS 
oC. * 


7/40/42 CIT:389CVI CABR2260S-C-1 
MAR. 45 CABR:280S1 iss C 


coe 20162 TO-2 

LOCALIZER RECTIFIER 

MODULATOR UNIT: OPERATES FRON 11S/1 
760, 13.6 AMPS. INCLUDES A RECTIFIER 
POWER SUPPLY FOR FINAL PA OF LOCALIZER 
“TRANSMITTER, ALSO INCLUDES MODULATOR 
WHICH DIVIDES THE OUTPUT OF LOCALIZER 
TRANSMITTER INTO TWO CHANNELS EACH OF 


TANVV82 COE 22985 
Noy. 43 REV 0 
CoE20162 


WHICH 4S MECHANICALLY MODULATED, ONE AT 
9O~, THE OTHER AT 150+. HAS A COMHUNI~ 
CATION TRANSMITTER COLLINS S6Q (15 WATTS, 
2 TO 16MC, Cw OR MCW). SAME AS COE-20126 
EXCEPT HAS OIFFERENT MOTOR IN MODULATOR 
WEPH. DIFFERENT MOUNTENG DIMENSIONS. 


coe 201624 YO-2 

LOCALIZER-RECTIFIER- MODU- 

LATOR UNIT: SAME AS BASIC NUMBER -20162 
EXCEPT HAS DIFFERENT TIME DELAY RELAY 
CCAY=29069) WHICH HAS CIFFERENT MOUNTING 
DIMENSIONS. RELAYS AND ENTIRE UNITS ARE 
OTHERWISE ELECTRICALLY AND MECHANICALLY 
INTERCHANGEABLE. 

209043 . COE22985 REY O 
BAR. 44 °° : 


cw! 20163 NXS- 8456 

,RECTIFIER UNIT: 

INPUT: 115/1/800, OUTPUT: 400 ¥, 60 MA 
OC, 6.3 VAC, 2.0 AMPS. 


7/18/42 
AUG. 42 


cha 20164 NXS +4803 

VIBRATOR POWER UNIT: 

INPUT 5.75 VOLTS OC, 21 AMPS. OUTPUT 300 
VOLTS, .2 AMP. INTERMITTENT 300 VOLTS, 
=160 AMPS CONTINUOUS. DUAL UNIT. EMPLOYS 
TWO VIBRATORS AND TWO RECTIFIER TUBES. 
BUILT-IN 12 ANP FUSE. 


7420/42 VP-S558 
MAR. 43 


coa 20165 MS 

RECTIFIER-VIBRATOR POWER 

UNIT: FOR OPERATION FROM 115/1/60 AND 
INCLUDES VIBROPACK FOR 6 VOLT OC OPER- 
ATION. . 


7/21/42 
AUG. 42 


coz 20166 * SEE BELOW 

ViBRATOR POWER UNIT: 

OPERATES FROM 6 ¥ OC. OUTPUT 200 ¥, 40 
MILS. CONTAINS FILTER AND IS SHIELDED. 
GNCLUDES 8 FOOT CABLE AND MATING PLUG 
FOR LP SERIES (6 ELEMENT PLUG SIMILAR TO 
H.@. JONES PLUG MODIFIED BY GENERAL 

# EN23/700-43/SHIPS, FOR USE wilt! LP-2 


BLS /42 P-137 P-t57-C2 
OCT. 42 sua 0 
MVE? | RANMIATTRUUEA | 


NAVSHIPS 900,109 


3.20-10 
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PNG [rose assent roe | SARE | SUNT [esr assonen vor | AMARA | 


HEAR [rast assioute ron | WS AHORGN 


RADIO CO). coz 20166 


cay 20167 TAB-6 

RECTIFIER POWER UNIT? 

INPUT 220744073750 TO 60, 24.2712.) AMP, 
6.3 Kw. OUTPUT 202 AMPS AT 2500 VOLTS 
DC, .3 AMP AT 1000 VOLTS OC. «5 AMP AT 
230 VOLTS OC. BY RECONNECTION OF THE 
CHOKE LENKS TO PROVIDE BETTER FILTERING 
THE 2300 VDC OUTPUT CURRENT DROPS TO A 
8/8742 DL-7502447-CI W-7408658 

JULY 43 sub. t 


cay20167 


RATED 1.33 AMPS. 


Ra~ 20168 DAR g 
RECTIFIER POWER UNIT: 

INPUT 11571/60, 0.8 AMP, 90 WATTS. OUT- 
PUT +180 V 100 MA DC; -27 V 2MA OC, -330 
VOLTS 1 HA OC, 6.3 V 3.5 AMP AC. IN- 

ONE 5U4-G AND. ONE 6X5 -GT VACUUN TUBES. 


8/17/42 
July 43 


cFt 20169 DAQ’ 
RECTIFIER POWER UNITS 
INPUT: 115/1/60, 3.6 AMP, 238 WATTS. 
OUTPUT: 1600DC/IISAC/ENSAC AT 0.00157 ~ 
0.98/2.3 AMP. 2 Pe 


8/29/42 CFT: SPEC © RF-9S1-2A 
NOV. 43 NUS-51 | 


Ra- 20170 x80 
RECTIFIER POWER UNIT?” 
GwPUT: 16/1/60. : 


9/4/42 
OCT. 42 


RaA- 20171 xed 
RECTIFIER POWER UNIT: 
sueuT: 115/1/800- 


9/4742 
“OCT. 42 


ra- 20172 KARO 

RECTIFIER POWER UNITS 

tHPUT 110/160. 50 WATTS MAX. OUTPUT 
215V DC AT 34 MA; 6.3V AT 3475 AMP AC. 
CHOKE tHPUT FUL; -WAVE RECTIFIER HAS 
RF. FILTER IN TUOV LINES 


9/5/42 
OCT. 42 


(exe | pgcuise? [ASTER 
NAVSHIPS 900,109 — 


cua 20173 GENERAL USE 

VIBRATOR POWER UNIT: INPUT : 
6.3 VOLTS OC. 5.5 AMPS MAX. HAS 4 POSI- 

TION OUTPUT VOLTAGE SWITCH FOR 125/150/ 

1757200 VOLTS, 20/30/40/50 MA DC, 100 MA 
WAX CURRENT OUTPUT ON ALL TAPS, INCLUDES 
GNE MALLORY TYPE 825 VIBRATOR AND ONE 6 

XS RECTIFIER TUSE. HAS FILTER CIRCUITS 

V017/42. CMALYP-553 CATALOG 

APR. 43 


20173 
FOR ViSRATOR HASH ONLY. WEIGHT APPROX 
4.75 POUNDS. 
FIRST PURCHASE NXSS-1 86224 


com 20174 Ocs act 
POLARIZER-LINE TRANSFORMER? 
THCLUDES A GENERAL PURPOSE LINE TRANS- 
FORMER IN ADDITION TO POLARIZER (RECTI- 
FIER). POLARIZER INPUT 44073/60, $20 VA 
700 WATTsPULARIZER OUTPUT 70 VOC AT 450 
WATTS, TRANSFORMER INPUT 44071760, 850 
VA. TRANSFORMER OUTPUT 11971760, 750 VA. 
1oresa2 S7tR CBN:60195 ALT O 
MAR. 44 7 


SSRE 20JTI48A 


cau 20175 = SF 
CONTROL RECTIFIERS 
INPUT 115717400, 166 AMPS, 175 WATTS. 
OUTPUT .115 VOLTS PULSATING OC, O TO +.6 
AMP. RANGE OF INPUT CONTROL VOLTAGE AND 
CURRENT 18.0 TO .25 VOLTS AND O TO 1 HWA. 
SAME AS TYPE -20179 EXCEPT HAS ONLY ONE 
AMPLIFIER TUSE AND SAME AS TYPE -20223 
10414742: 915 SK-9365 ALT 4 
JULY 43 : 


me can20175 
EXCEPT FREQUENCY. 


cBN 20176 SF 

VOLTAGE RECULATOR; 

DESIGNED FOR USE WITH TYPE -21947 AC 
GENERATOR IN TYPE +213945 MOTOR-GENERATOR 
SET. OPERATES BY INCREASING FIELD EXCl- 
TATION UPON ENCREASE In LOAD. WILL MAINS 
TAIN TYPE > +21947 OUTPUT VOLTAGE AT 1145 
VOLTS +1% FROM NO LOAD TO FULL LOAD WITH 
10/14/42 904 S$K-5364 ALT 1- 
APR. 43 


20176 


toe SPEED VARIATION. INPUT 35 WATTS AT 
15/1/4000, .32 AMP. SEE +20197 ALSO. 


cc 20177 GENERAL USE 
CONTROL RECTIFIER POWER UNIT 
INPUT 4440/3760, 2.2 KVA. OUTPUT: 44073760 
2 KVA TO TYPE CG-21730 MOTOR-GENERATOR- 
DYNAMO AMPLIFIER SET AND 230 VOLTS DC AT 
«1 AMP TO FIELO OF TYPE CO-24527 DC 
GENERATOR. FIRST PURCHASE NOS-69556 
Lor t-1/16 

Tucdysa2 CRYIME-8935°A  CRVI4-305622-6 
APR. 43 Sua Oo 


care | MARWACTRRERS | MANATACTRAERA, 
RESTRICTED 


cre 20178 CxBx 

RECTIFIER POWER UNIT? 

INPUT 115417400. OUTPUT 4000/240/105F 
+255/-360 VOLTS OC. 


Tr/10742 : M-3F-W40 SUB A 
APR. 43 


cou 20179 SF-2 

CONTROL RECTIFIER: ENPUT 

115/1/400, 1.6 AMPS AT 175 WATTS. OUTPUT 
115 VOLTS PULSATING DC, 0 TO + .6 AMP, 
RANGE OF INPUT CONTROL VOLTAGE ANO CUR- 
RENT §S 0 TO .25 VOLTS AND O TO 1,01 MA, 
SAME AS TYPE ~20175 EXCEPT HAS ADDITION- 
AL AMPLIFIER TUBE. : 2 

3/15/63 915A C3M:SK-5365 
APR. 43 ALT OL. 


cya20180 RCE 
RECTIFIER POWER UNITS 

INPUT 230/13/50 TO 60, OUTPUT 6.3 VOLTS 
AC, 3.4 AMPS, 240 VOLTS AT 70 MA, 


VI/12742 SPU+697-230V CNAZE-902 
JULY 43 


cHL 20181 MT 

VIBRATOR-DYNAMOTOR POWER 

Unit: tNPUT 12 V, 10 AMPS OC. OUTPUT 250 
Vv. 70 MA OC AND 350 V. 165 MA OC. CON- 
SiSTS OF ONE EICOR DYNAMOTOR TYPE 3418 
(12 V2, ONE MALLORY YVIBRAPACK TYPE 
VPC556 AND ONE MALLORY VidRATOR C725. 
ALSO INCLUDES FILTER CIRCUITS IN BASE. 
VI/17742 CHL3 771X074 CHL3920092 

APR. 43 tssué O 


CHL 20181-Aa NF-2 

VIBRATOR-OYNAMOTOR POWER UNIT 

INPUT: 12¥, 10 AMPS DC. OUTPUT: 250¥ 70 
MA DC AND 350¥ 165 MA OC. CONSISTS OF 
ONE CARTER OYNAMOTOR TYPE 5518-8 (42 
VOLT) AND ONE OAK TYPE 6291 YISRATOR 
SUPPLY AND ONE OAK TYPE V-6456 VIBRATOR, 
ALSO INCLUDES FALTER CIRCUITS IN BASE. 
3/25/44 1x074 CHL:92 00 92 
AUG. 44 ISSUE A 


CHL20 131-4 
VIBRATOR 1S NOT INTERCHANGEASLE WITH 
VIBRATOR IN CHL-20181-A, 


coq 20182 Dap 

VIBRATOR POWER UNIT? 

tnPUT 6.3 VOLTS. 5.0 AMPS, SUPPLIES 
POWER TO TYPE -46177 RECEL YER. OUTPUT: 
200V DC. SOMA. 


11721742 
NCY. 43 


20183 MARK V4 
RECTIFIER POWER UNIT? 
@NPUT 11071760, 4.55 AMPS, 401 WATTS. 
OUTPUT 11071760, 1.88 AMPS, 176 WATTS, 
6.3/1/60, 3 AMPS, 16 WATTS; 10,000 V OC 
AT .0085 AMP: 1400 V OC AT .0075 AvP: 
600 ¥ OC AT .0035 AMP. INCLUDES A TIME 
DELAY RELAY TO PROVIDE DELAY OF ONE 
VI726742 CRYE71-18074 9 SEF PLATE 2 
APR. 43 COs4uxi2at 


“aR? | gear | 


ELS IA Teta NG eALERTS 


Dal nS ie 
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cia 20188 RBF-1 . 


20183 HV RECTIFIER UNIT: . 
MINUTE BETWEEN APPLICATION OF FILAMENT (INPUT 105 TO 120/1/50 TO 60, 5.7 AMPS, 
AND PLATE VOLTAGES. ALSO CONTAINS 600 WATTS AND 150 VOLTS, «48 AMP DC, 22 
ANOTHER RELAY OPERATED BY SWITCHES OW WATTS OC. OUTPUT 105 TO 120/1/50 TO 60, 
CONTROL INDICATOR UNIT TO ENERGIZE ~06 AMP; 150 VOLTS, .48 AMP DC; AND 270 
TRANSFORMER PRIMARIES AND BLOWER MOTOR. VOLTS .88 AMP OC. 
@ CRVIP-721462-1; COsP-7765244 SUB O 12/10/42 OSS18.1A REV S 

sue 0 APR. 43 


cty 20189 TDs 

RECTIFIER POWER UNITS 

ENPUT 5115/1760, 2.15 AMPS, 225 WATTS. 
OUTPUT 130 V OC/I175 MA, 385 V OC/8S MA, 
AND 6.3 V AC/3.2 AMPS AT 60 CYCLES. 


201835-A uK 26 moos 1 a2 
RECTIFIER POWER UNIT 
SAME AS -20183 EXCEPT FOR REPLACEMENT OF 
2X 2 TUSE BY A 3324 TUBE AND AN INCREAS! 
(N THE THICKNESS OF THE INTERCONNECTING 
SACK BOARDS FROM 6/4" TO 3/8". 


12rnera2 ST-2099 


; Cerin Pe : 
9/23/43 CRYZN1-180748 CRV:P-727217-1 APR. 43 


AUG. 44 CG: sus t 


P cci 20190 Ho-1 
cua 20184 CENERAL USE VIBRATOR POWER ASSEMBLY: 
VIBRATOR POWER UNIT: INPUT GVOC 45 ARPS OUTPUT 220 VOLTS DC. 
INPUT 5.75 TO 6.3 Vv, 2t T0 19.2 AMPS OC. CONSISTS OF CHASSIS, RELAYS, CAPACITORS, 
OUTPUT 300 V OC, 160 MA MAX CONT., 200 FILTERS AND CHOKES. OPERATES WITH EITHER 


MA MAX INTERMITTENT, 2 H&S MAX ON, fT HR. A -20891 VIBRATOR POWER UNIT OR A -21983 
MIN OFF. DUAL Vi3RATOR USING 2 MALLORY DYNAMOTOR» 6 
TYPE 825 VIGRATORS, 2-024 RECTIFIER 

TUBES AND 2 BUILT-IN SAG C12 AMPS) FUSES 172043 CCL:1852F4.3 CO1:15S2F4.3 
Vi/26742 VP-555 CATALOG SEPT 43 

APR. a5 Cau: ,9329206 REV O 


cc: 20191 Mot 
. 20184 VIBRATOR POWER UNIT? 
INCLUDES FILTER CIRCUITS FOR AUDIO AND INPUT 6 VOLTS, 30 A BC, OUTPUT 600 VOLTS 


RF Vi@2ATOR HASH. RIPPLE APPROXIMATELY DC. FOR OPERATION WITH -20190 VIBRATOR 
P-0/24% AT MAXIMUM LOAD, APPROX WEIGHT POWER ASSEMBLY. 


12-374 POUNDS. SIMILAR TO NAVY TYPE CMA- 
20164 EXCEPT CMA-20164 1S OF BETTER 
DESIGN. FIRST PURCHASE NXSS~18274 


W2f43 
APR. 45 


cam 20192 ACCES.FOR NJ? 


cud 20185 ARD-t VOLTAGE REGULATOR: INPUT 
RECTIFIER POWER UNIT? 10 WATTS AT 115 V,SINGLE PHASE, 60 CY. 
HNPUTS 110/1/60, 35 WATTS. OUTPUT: 6-3/ DESIGNED TO OPERATE WITH TYPE CLL-21985. 


1/60, 3.75 AMPS;ANO 185 V, 45 MADC. 


MOTOR-GENERATOR UNIT. COMPRISES AN ELEC- 
PROGUCTION EQUicmENT OF, AND DIFFERS 


TRIC CIRCUIT ACTUATED BY ALTERNATOR GUT - 


FROM BAC20122. 0H: THAT THE: EULCSWAVE PUT VOLTAGE; OPERATES BY CHANGING FIELD 
RECTIFLER WITH CHOKE: CIRCUIT HAS (BEEN EXCITATION. MOLDS ALTERNATORAT 145 VOLTS 
CHANGED TO ELIMINATE A GENERATED PULSE 1/2043 «927 SK AGE TALIA 
12/2/42 FA3s-Wss CMO: 1D3 REV O APR. 43 
JULY 43 
20192 

cHo 20185 + 5% FROM NO LOAD TO FULL LOAD WITH THE 

UN THE CHOKE INPUT CIRCUIT WITH RESULT- EXCITATION VOLTAGE VARYING £108. 


ING VOLTAGE DECREASE. 


: ; cc! 20193 wo-t 
col- 20186 ur RE 130670 VIGRATOR POWER ASSEMBLY: 
RECTIFIER POWER UNITS INPUT 12 VOC 27.5 AMPS OUTPUT 220 V DC. 
INPUT: 105 TO 130/1/60, 1.1 AMPS, 130 CONSISTS OF CHASSIS,RELAYS, CAPACITORS, 
WATTS A¥ TIS¥Y INPUT, OUTPUT: ADJUSTABLE FILTERS, AND CHOKES. OPERATES 
370 TO 230V DC 180 MA CONTINUOUS DUTY. WITH E1THER A =20194 VIBRATOR POWER UNIT 
350 HA INTERMITTENT DUTY, FIRST PURCHASE OR A -21984 DYNAMOTOR. . 
Wisr-1864(. 
ey 112043 
12/4/42 CONS214L & 214N Sept 43 
MAR. 44 tSSuE 2 
cci 20194 40-1 
Rw 20187 = yk VIBRATOR POWER UNIT: 
RECTIFIER POWER UNIT: tNPUT 12 VOLTS DC. OUTPUT 600 VOLTS OC. 
WNPUT 11073760, 208 WATTS MAX. OUTPUT FOR OPERATLON WITH ~20193 VIBRATOR POWER 
110 V, .15 AMP DOC (FOR EXTERNAL RELAYS), ASSEMBLY. 


11S Vy 2175 AMP OC CFOR SWITCHING UNIT 

RELAYS) AND 6 V, .40 AMP AC (FOR SwiTCH- 

UNG UNIT IN@ICATOR LAMPS). USES 2 TYPE 

#83 RECTIFIER TUBES. P.O. 366/43 142743 
4279742 APR. 43 


3.20-1{ 


[ oAAELRRA [ruse assow rox | oi RAHAE OASESHONN SNE [ruse assionso von | oAAMLGRIAG | 


cay 20195 TBL-10,-01 

RECTIFIER POWER UNIT? 

INPUT 2207440/3/50 TO 60, 10.6/5.3 AMPS, 
3.7 Ka. OUTPUT 2000 VOLTS DC AT 0.7? AHP. 
1000 VOLTS DC AT .2 AMP, 250 VOLI3 DC AT 
0.5 AMF, 110/1/60 AT 6.2 AMPS. 


1419/43 OL-~75002566 GI M-7409412. SUB O 


JULY 43 


cot 20196 TOH 

RECTIFIER POWER UNIT 

(HPUT: 250/3/50-60, 30 AMP, SOKW. (THIS 
ERCLUDES POKER DEMAND OF THE COL+S0129 & 
COL-52291), OUTPUT VOLTAGES: .115/1/60, 
239/3/50-60, 40000C, 20000C. $000C. 
+200C, -480C, -S00C, -1000C,-2500C, 
-$0000C. 

1/20/43 %100C-! 425: 

NOV. 43 REVO. 


c84% 20197 SF-2 

VOLTACE REGULATOR: 

OESIGNED FOR USE WiTH TYPE -21996AC 
GENERATOR. OPERATES BY INCREASING FIELO 
EXCITATION UPON INCREASE IN LOAD; WILL 
MAINTAIN TYPE +21996 OUTPUT VOLTAGE AT 
1#5 VOLTS +1% FROX NO LOAD TO FULL LOAD 
WITH +5% SPZED REGULATION. INPUT 35 
1728/43 904A SK-5364 ALT 
APR. 43 


20197 
WATTS, .32 AMP AT S1S/57400. SIMILAR TO 
-20176 EXCEPT THAT RELAY WHICH CLOSED 
THYRATRON PLATE CIRCUIT ONLY, NOW CLOSES 
THE THYRATRON PLATE CIRCUIT, INOICATOR 
PLATE AND TRANSMITTER PLATE CIRCUITS AT 
THE SAME TIME. MECHANICALLY INTERCHANGE - 


‘ABLE WITH -20176. 


cay 20198 MK 12 
RECTIFIER-COPPER-OX1DE? 

2018 AMP, MAX FORWARD CURRENT, 2116 VOLTS 
RNS MAX BACK VOLTAGE. : 


2/2/65 ~CATI791834-8 C¥13A-10018-9 


YAPR. 43 iSSUE 2 


cat 20199 OBC-1 


RECTIFIER POWER UNIT? 

INPUT: 115/1/60, 0.275 K¥A, OUTPUT: 250 ¥ 
1,0 AMP DE, CONSISTS OF & PHASE CONTROL- 
LEO THPRATRON CIRCUIT FOR SUPPLYING THE 
ARYATUGE OF THE SEA UNIT MOTOR AND-A 
FULL WAVE HIGH VACUUM RECTIFIER FOR 


we SuPeLYisG THE FIELD CIRCUIT. 
ela es 


July 43 


cw 20200 MARK 9 

COPPER OXIDE RECTIFIER: 

INPUT 4.5 YOLTS RAS, .02 AMP, OUTPUT 
2008 AMP AT 3 VOLTS, MAX AMBIENT TEMP 
40.5° C.. EACH OF THE SIX PLATES ARE 
TAPPED. EMPLOYS COMMERCIAL OISCS. 


2450483 CWH:9-97966 CWrESL-618139 
APR. 43 iSSue ol 


ch¥- 20200-A MARK 9 

COPPER OXIDE RECTIFIER: 

SAME AS BASIC NUMZER EXCEPT EMPLOYS 
SELECTED DISCS WHICH GIVE A SUPERIOR OC 
BALANCE, 


2/5/43 curD-99136 CHSESL-618339 
JULY 43 ISSUE 11 


PR. 43 
pare MATAR HBR? ea re a REACTIE® __|_ BONHTATIE 


RESTRICTED 


care | MAAR | GAAWIATRUAIA 
NAVSHIPS 900,109 


—-3.20-12 | 


Class 20—Electrical Machines 


peat “Tnesr ASSIGNED FOR [eae 


cw 20201. MARK 9 

SELENIUM RECTIFIER: (HALF : 
WAVED. ENPUT 195 VOLTS RMS, 0.01 AMP. 
OUTPUT 200 MiLIAMPS DC. AM@ieNs TEMP 
RANCE 32° F TO 130° F. COMPRISED OF 20 
SELENIUM DISCS ASSEMBLED ON A STUD. 


2/8/43 CH0-162857 © | ESL-639I31 
DEC. 44 - USSuE I 


cw 20202 MARK 9 

COPPER OXIDE RECTIFIER? q 
OuTPYT 24 VOLTS, .05 AMP, 1.42 WATTS IN 
AM2iENT TEMP NOT EXCEEOING, 105° F. CON- = 
SiSTS OF 32 COPPER OXIDE DISCS. INPUT 36 
VOLTS, «C6 AMP, 2.2 WATTS. 


28743 CHrD-161871-p.  CHsLA~701687 
APR. 43 oe = 


czv 20203 Po-1 . 
COFPER OXIDE RECTIFIERS 


VARESTOR, INPUT 2.9 VOLTS AC MAX. OUTPUT 


10 MA, .04 WATTS. MAX GACK VOLTAGE 3.0 
Ve. & WAVE RECTIFIER, fe 


* CCS$:8-208; CZV:5048 TYPE B-I ELECTROX 
V/2 We RECTIFIER UNIT 
2/8/43 | * SEE ABOVE | 
yuLy 43° 


c1s 20204  *SEE BELOW 
RECTIFIER POWER UNIT 
HHPUT: 110711542207 VOLTS, $0 .TO 60 
SYCLES, OUTPUT: 12.7 VAC AT 1.2 AMPS. 
OC 4 225 VOLTS AT 0.10 ANP. 


PACCESSORY FOR "REO" 
2445043 
APR. 43 


c1J20205 = *SEE BELOW: 

RECTIFIER POWER UNIT , 

MNPUT: 31071167220 VOLTS. 50 TO 60°. 
CYCLES. OUTPUT: $2.75 VOLTS AT 2.82 AMPS 
OC. 260 VOLTS AT 0.0885 AMPS OC 6 510 ~ 
VOLTS AT 0.162 AMPS DC. 


*ACCESSORY FOR “TCX* 
20134463 
APR. 43 


etc 20206 T3Y-5 RE B 936 
RECTIFER POWER UNIT 

INPUT: 110 VOLTS AC, 50 TO 6O CYCLES, 
SiNGLE PHASE. OR 4110 VOLTS DC. OUTPUT: 
435.0 VOLTS AT 375 MAOC; 41.5 VOLTS AT. 
200 MADC; #156 VOLTS AT 30 -MAOC; —7.5 
VOLTSAT 20 MACC. 7 ~on 
#uxSS-22910 

2717043 S-1150 

APR. 430 : “i 


CLe 20207 GENERAL USE 
VIBRATOR CONVERTER UNIT 


INPUT: 12424 VOLTS 0C; 20710 AMPS; 2407 


240 WATTS Max. OUTPUT: 117 VOLTS, 60 


CYCLES AT 75, 100, 425, 150, 175 WATTS & 


0.95 TO 1.0 POWER FACTOR. 


FI@ST PURCHASE NXSS-20168 $-1173 
20257435 S-1t73 8 
WAR. 44 “es FIG 7 


ert 20208 ‘TOM 
RECTIFIER POWER UNIT: 


IMPUT 220 V. 50/60 CY, $ PHASE, 20 KW AT 


90% PF, OUTPUT; 4250 V, 3.5 AMP DC, 
2125 V, 0.72 AMP OC: 600 V, J AMP OC; 
300 V, 0.5 AMP DC; 310 Vy 1.5 AMP AC; & 
220 ¥, 7.0. AHP OC, ; me 


2/26/45 CFT:ItI5A 
JULY 43 REV E 


CZV:0-159 REV O 


CFTSF-222358-14 > 


CFT-20208-A \TON-2,3,4 

RECTIFIER POWER UNIT 

INPUT: 200/220/240 VOLTS, 50-60 CYCLES 

3 PHASE, 20 KW AT 90% PF. OUTPUT: 4250 
VOLTS, 3.5 AMPS 9C; 2125 VOLTS, 0.72 
AMPS OC, 600 VOLTS, 1 AMP DC; 300 VOLTS, 
0.5 AMPS OC; 110 VOLTS, 1.5 aMPS AC; 220 
VOLTS, 7.0 s™PS AC, SAME AS +20208 
9/15/44 115 A MODIFIED RC-5868-12A 
DEC. 44 . : REV O 


: cFT20208-a 
EXCEPT 12 TERMINAL SOCKET ADDED FOR LOW 
VOLTAGE & AN ADDITIONAL SOCKET ADDED FOR 
HIGH VOLTASE. 


cFT 20209 ~ dAK-1 

RECTIFER POWER UNIT: 

inPUT 11871760. 

OUTPUT ~890/~650/-160/-135 VOLTS DC, 
0015 AMP OC TOTAL; & 6.3/118 VOLTS AC 
AT 2674.5 AMP. ELECTRICALLY. INTERCHANGE 
ABLE WITH CFI-20154. 


2027743 
APR. 43. 


c88- 20210 HK ts 

RECTIFIER POWER UNIT 

ENPUT 80 TO 11571760 & 11571760. CORRES. 
PONDING OUTPUTS: 900-1300VDC UNFILTERED, 
&-1000V0C FILTERED. SIMILAR TO TYPE 
-20270. : . 


3/5/43 €CWI0-151438 Cwr8O-t50Nl 
MAR. 44 ene | w USSUE 4 : 


can 20211 GENERAL USE 

RECTIFIER POWER UNIT: 

1PUs 220 PR 040 4 3 NQLE PHASE, 60 
CYOLES. OUTPUT 222 V FULL WAVE UNFILTER- 
€0 DC & O TOL220 V IV2WAVE UNFILTERED 
OC. SIMILAR TO TYPE .20099 ECEPT 1/3 HP 
iNSTEAD OF 172 TRAINING MOTOR USED & 
FiSSt PURCHASE NO-78964 LOT OF 2-2/8 
308/435 758H 60255 ALT 
APR. 430 


cam 20211 


SEVERAL. INTERNAL CHANGES. 


crv 20212 GENERAL USE 

RECTIFIER POWER UNIT? 

{WPUT: 105 TO 125 V. SINGLE PHASE, 56 TO 
60 CY. OUTPUT: 2700 VDC, 0,08 AMPS; 6.3 
VAC, 2.5 AMPS, ALL COMPONENTS ARE 
MOUNTED ON & STEEL PANEL AND CHASSIS 
ASSEMBLY WHICH IS ENCLOSED IN A STEEL | 
FERST PURCHASE NXSA-14846, 

3O1GL43) PART OF Wi-18/09 TE-7293 SUB § 
JULY 45. HeFeSmcEP ben 


7 crv20212 
CASE WITH*HANDLE AND REHOVAGLE LID. 


bert Nts 
NAVSHIPS 900,109 


BENT [risr scene von | OMANI, | SAGAS, —_ [rast assionen von | GRAN | 


cwr 20213 cao RAZSF234 


-CONTROL RECTIFIER POWER 


SUPPLY: I NPUT 120/1/60, $80 WATTS. OUT- 
Pur: 9) YOC. 129 ma. CONSISTS OF A CUR- 
RENT REGULATING POWSR SUPPLY CARRIED OR 
A MOVA3LE CHASSIS With TRACKS AND PANEL 


FOR RACK MOUNTING, 


B616S4S 


JULY 43 


cma 20214 = Rat-2 

VIBRATOR POWER UNIT; 

4NPUT 6.3 V OC, 3.2 AMPS DC, 20 WATTS. 
OUTPUT 15 ¥, $0 MADOC. SIMILAR TO TYPE 
-20146, SAME AS (CNA TYP! 686 EXCEPT FOR 
SRON (CORE CHOKE IN BATTERY LEADS & THE 
ADDITION OF A $00 MFO, 12 ¥ ELECTROLYTIC 
CAPACITOR, THESE MODIFICATIONS REDUCE 

3419743 686-'S €-407 


APR. 435 


Cra 20214 


YiBRATOR NOISES. 


RA 20215 ‘GENERAL USE 

RECTIFIER POWER UNIT: 

INPUT 110 V 400 TO 2490 CY. OUTPUT 300 ¥ 
OC, 500 OR 750 VC, S$. 6.3 6 10 ¥ ACL 
POWER SUPPLY FOR 100 WATT TRANSYIITER. 
HAS THROUGH CABLE FOR 24 V OC. WEIGHT 40 
uss. : 


3424745 


- APR. 43 


cw. 20216 NXg9-20953* 

RECTIFIER POWER UNIT? 

INPUT 108 TO 132 ¥, 1 PHASE, 50 TO 60 
CY. OUTPUT 130 V OC, 068 AMP (REGULATION 
3%-NO LOAD TO FULL LOAD) AND 6.6 V AC, 
10 AMPS UNREGULATED. SUPPLIES HEATER 
CURRENT TO ALL UNITS OF CW-83000 EXCEPT 
*CANCFGC-BAD @wA AND WC 
40V743 CHEX-616808-1 Cw tX-8165U-B-1 
AUG. 44 LISTS 142.4, @ USSUE 3 


Cw 20216 
CW-25565. SUPPLIES 130 VOLT POWER TO ALL 
UNITS OF Cw-83000 4NO CW-50136. sMPUT 
CURRENT OF THiS UNIT 1S 2.1 AMPS AT 
CANSFGC-1A) 120. ¥OLTS AND THE SKPUT 


WATTAGE 1S 225. 


CW 20216-A aNeFGc-is 

RECTEFIER POWER UNIT 

SAME AS NAVY TYPE -20216 EXCEPT HAS EX- 
TRA OUTPUT FOR OPERATION OF NAVY TYPE 
Cu-29416 RECEIVE RELAY UNIT. OPERATES 

UN NAVY TYPE Cw-83000-A FREQ. MONITORING 
ASSEMBLY. 


1015/45 Cw2X-616808 
FEB. 4S LV2.4, WA & Wd 


cw¥- 20217 WXas-20953" 

RECTIFIER POWER UNIT? 

USED FO SUPPLY POWER TO NAVY TYPE 
CW-35033 FREQUENCY SHIFT KEYER UNIT. OP- 
ERATES FROM 95 TO 125 ¥ @R $90 TO 250 V, 
SINGLE PHASE, 50 TO 60 CY. OUTPUT APPROX 
400. 250, 100 ¥ OC AND 6.3 ¥ AC. SIMILAK 
#CAN/FGC-1A) 

a/t/4s Cwrx-6175900-1 CwIX-E6I79OCI-1S1 
4uUG, 44 LIST ft B-405453 iss 2 


QUE | aA | 


AKT. Fiast assignan For | NAME DBAWING., 


cH- 20217 
TO NAVY TYPE CW-20230 EXCEPT FOR INPUT 
POWER FREQUENCY, INPUT CURRENT RATING OF 
THIS UNIT 1S &CAN/FGC-1A) 1.2 AMPS AT 
220 VOLTS AND THE @WPUT HATTAGE JS 240. 


col- 20218 NXs-24759 

RECTIFIER POWER UNIT: 

UNPUT: §F5/1/50 OR 60, 260 WATTS AT .97 
P.F. OUTPUT 400¥ DC. 0.2 AMPS: 225V OC 
0,12 AMPS. 12.0¥ DC, 0.9 AMPS, 12.6¥ AC 
3.8 AMPS, WHEN USED WITH ONE OF MODEL 
TCS SERIES IT PROVIDES ALL NECESSARY 
PLATES, FILAMENT, AND CONTROL POWER RE- 


4/18/45 COLS409M-5 2540 
AUGs 44 

coe- 20218 
QUIRED. 


ce- 20219 TCK-6 

RECTIFIER POWER UNIT: 

UNPUTS $40/7220 VOLTS, SINGLE PHASE, 

50 OR 60 CYCLES, 1.8KVA. OUTPUT: 1800 ¥ 
DC AT 0.36 AMPS, 500 VOLTS OC AT 0.26 
AMPS, 115 V DCG AT 0.5 AHPS, AND 12 V DC 
AT 0.86 AMPS, 
4018043 CGZ4HRIGAL CG3P-7765572 
SEPT 43 


cc- 20220 CG346ACQ 

RECTIFIER POWER UNITS 

INPUTS 11741760, 0.9 AHP, 100 WATTS. 
OuTPUT: 6.4 V AC AT 4.5 AMP; 300 V OC AT 
0.07 AHP. 


4f16f463 CGSDL-4W2574 CGsT-41 5256 
SEPT 43 REV O 


cre 20221 ®GEN USE 
ViGRATOR POWER SUPPLY: 
IMPUT 6 VOLTS, (FROM NAVY TYPE -19062 OR 
19046). OUTPUT: 1355 VOLTS, 67 1/2 V, 

6 VOLTS AND #.4 VOLTS DC. 


RE 9096°A 


#FIRST PURCHASE: WX88-23697 (FOR USE 
WITH MP, MU, AV, He, MX, MAB? 

SET 9F4S 

SEPT 45 


CRF 20221-A SEE BELOW RE S096-a 
VIBRATOR POWER SUPPLY 

imPYT 6 VOLTS (FXOM NAVY TYPE -29042 OR 
-19046) OUIruT 1$5 VOLTS, 67 1/2 VOLTS, 
6 VOLIS, ANDO 2.4 VOLTS OC. SAME aS BASIC 
NUMBER EXCEPT FOR ADDITION OF ANOTHER 
WFOR USE NITH AP. RU. AV, MW, AX, MAB. 
DAY. OAY-1I 

yO/ta/sas 

BEC. 44 


CRF20221-A 
FILTER CAPACITOR. 


Class 20—Electrical Machines 


3. 20-13 


RMR 


cw- 20222 
RECTIFIERS 
CONSISTS OF ONE SILICON CARBEDE DISC AND 
ASSOCIATED MOUNTING PARTS. HOISTURE RE- 
SISTANT. RATED ENPUT VOLTAGE REQUIRED TO 
PASS 0.0002 AMPS 1S 4.5 VOLTS. TEST 
VOLTAGE JS 500 VOLTS Ac. 


WARK 12 


4722743 CWs0-164274 CWSES-645812 
SEPT 43 aSSUE J 


ceH 20223" WEA-3 

CONTROL RECTIFIER: 

INPUTS 11571760, 1.6 AMPS, 175 WATTS, 
OUTPUT: 115 VOLTS PULSATING DC. 0 To 

+ 0.6 AMPS. RANGE OF INPUT CONTROL VOLT- 
AGE AND CURRENT 1S 0 TO 0625 VOLTS AND 

© T0 3.0 HA. SANE AS TYPE -20175 EXCEPT 
FREQUENCY, 

S/6/43  CBM:926 CBM:SK-5583 
SEPT 43 ALT O 


cry 20224 *GEN USE 
RECTIFIER POWER UNIT: 
INPUT 105 TO 125 VOLTS, SINGLE PHASE, 
$0 TO 60 CYCLES. OUTPUT: 0 TO 300 ¥ DC 
AT 160 MA DC AND 6.3 VOLTS AC. CENTER 
TAPPED POWER CONSUHPT!0M 1S 170 WATTS. 
OUTPUT 45 WATTS. 


RE 90174 


#NXS 27146 
5/15/43 KSEE CHUsPCKS68-7 
HAR, 44 REY 0 


cre 20225 Sort 

RECTIFSER POWER UNITS 

ENPUTS 115717400, OUTPUT: 4000724071057 
*225/-360 VOLTS OC. SAME AS TYPE -20178 
EXCEPT TWO RESISTORS ADDED AND DIFFERENT 
TERMINAL ARRANGEMENT, 


8/27/7435 WX-4834 M-3F-440 
AUG. 44 $ue 8 


cre 20226 so 

VOLTAGE REGULATOR: 

BULKHEAD MOUNTING, 1S SHOCK-MOUNTED AND 
ORIP-PROOF. SOLENOID COIL RATED 28 VOLTS 
TISMA, WITH RESISTANCE OF 250 OHMS. CAR- 
BON PILE RATED 26 VOLTS MAX. CARBON PILE 
RESISTANCE VARIES FROM 1.5 OHMS TO MAX. 
OF 30 OHMS, MAX. CARBON PILE LOSS IS 
6/4/43 CRPSWX-5425 CRPM-3022-V¥205 
SEFT 43 Sus 8B 


cre20226 
40 WATTS UN FREE AIR. 


cu0 20227 GEN USE 

RECTIFIER POWER UNIT: 

UNPUT? 11871750. OUTPUT 250 V 20 MiLS” 
OC, 6.3 VOLTS. 150 MILS AC. SUPPLIES 
POWER TO CV0-46205, 206.207, 212. 213, 
OR 214 RF TO JF CONVERTER. 


5419743 
SEPT 43 


cay 20228 TRM-1O/TBK-16 

RECTIFIER POWER UNIT: 

FOR OPERATION FROM 22074480/3/50/60. 
TAKES 12.6/6.3 ANP WHEN OELIVERING 
275/1000/2000/3000 VDC AT 0.6/0.075/ 
0.49/0.35 AHP OR SAME VOLTAGES AT 0.28¢ 
0.075/0.20/0,35 AMP. BY RECONNECTING 
UNIT WILL TAKE 8.2/4.5 AMP WHILE 

80217463 CAY2M-7410045 
SEPT 43 sua O 


ASSIGNED 
issutD 


ARCHES | SANEATHAAL 


SEA A, [FIRST ASSIGNED FoR | ee | 


cay20228 
DELIVERING 1157120071500/3010 VDC AT 
0.83/0.15/0,22/0,38 AMP: WiLL TAKE 
7.6/3.3 AAP DELIVERING 250/600/1500 CF 
3000 VOC AT 0.49/0.1570.13/0.385 AMPS 
WiLL TAKE 8/4 AMP CELIVERING 250715000 
1§00/3000 VOC AT 0.479,09/0.24/0.37 AMP 


Cw- 20229 QF 

COPPER OXIDE RECTIFIER: 

CONSISTS OF TWO STACKS OF 574" OXIDIZED 
COPPER DISCS MOUNTED ON TWO INSULATING 
BASES. HAS TWO FDENTICAL SECTIONS (T,B) 
EACH CENTERTAPPED WITH A TENPERATURE 
RANGE GF 60° F TO 100°F AND CONNECTIONS 
ACROSS ANY HALF SECTION: THE CURRENT 
6/5/43 CWID- 163128 CHIESA-645288 
SEPT 43 _ ISSUE 


Cu- 20229 

VARIES FROM 0.0016 TO 0.0048 AMPS MAX 

WITH 48 V DC APPLIED: OR, THE VOLTAGE 

VARIES FROM 2.85 TO $.20¥ MAX TO PASS 
“A CURRENT OF Q.04 ANPS, 


cu- 20230 NXgs-20953% 
RECTIFIER POWER UNIT? 
USSD TO SUPPLY POWER TO NAVY TYPE 
CW-S5031 FREQUENCY SHIFT KEYER UNIT. OP- 
ERATES FROM 95 T0 125 V OR 190 TO 250 

V. SINGLE PHASE, 25 (25 TO 60) CYCLES, 
OUTPUT APPROX 400, 250, 100 ¥ DC AND 
WCAN/FGC-1A) 

6/5/43 CWsSX-GI79GNT 
AUG. 44 List 1 


Cus X-61790NI-L I 
B-405454 ISS, 2 


ctu-20230 
6.3 VOLTS AC. SIMILAR’ TO NAVY TYPE 
CW-20217 EXCEPT FOR INPUT POWER 
FREQUENCY, THE INPUT CURRENT RATING OF 
THIS UNIT 1S 1.2 AMP AT 220 VOLTS AND 
THE 1NPUT WATIAGE 1S 240, 


cls 20231 DAG 

VIBRATOR POWER UNITS 

SYNCHRONOUS VIBRATOR TYPE POWERED FROM 
AN UNTEGRAL 2 VOLT. 20 AM®-HOUR LEAD- 
ACIO STORAGE CELL WHICH IS IN A NON 
SPELLASLE PLASTIC CASE, ORAIN FROM CELL: 
1.3 AMP, OUTPUT: 1.5 V AT 400 MA DCS 
"7.5 VAT 0.1 MA DC, AND 8S V AT 20 MA 
679/453 CLG2S-1124 

SEPT 43 


Beteg cLé20231 
DOC. FRONT-OF-PANEL SWITCH PROVIDES FOR 
CHARGING CELL FROM EITHER 110 V 5 PHASE 
60 CY OR FROM 6 VOLTS oC, 


ce 20252 TCG-3 

AUXELZARY RECTIFIER: 

INPUT; 22073/50 OR 60. 18/25/25 AMPS. 
OUTPUT: 2 AMPS AT 130 V DC, 06.25/70.5 
ASPS AT $0007500 VOL, 2.57.05 AMPS AT 
200071060 V OC. INCLUDES CONVERSION KIT 
TO PERSIT $0 CY OPERATION, SIMILAR TO 
CG-20121 EXCEPT FOR CHANGE OF CONTROL 
BFiTFaY SGISMR4FI C53P-7763592 
SEPT 43 Rev 2 


“Ten RR] a_] 


RESTRICTED 


NAVSHIPS 900,109 


3.20.44 
| DEA | rast assicnap For | HAYY ABAYING | 


Class 20—Electrical Machines 


AGT aeimamatng, | | aitearths [ruse asscneo vox | oT | 


cG- 20232 
CIRCUIT. 


cc- 20233 SM UTR 
VOLTAGE REGULATOR: ~ 

FOR USE WITH TYPE -214012 GENERATOR AND 
EXCITER WHICH ARE RATED 31.35KVA, 25KW 
0.8PF, 1800 RPM, 440/3/60 AND $,5KW, 
TBOORPM, 120 VOC RESPECTIVELY. A PART OF 
TYPE +253013 MAGNETIC CONTROLLER. 


6/12/43 CGi35GDA12CI , CGIWW-8009657 
SEPT 43 REVO 


cFT 20234 5 

SELENIUM RECTIFIERS 

INPUT: $62 VAC MAXIMUM, OUTPUT: 110 VOC 
AT 280MA MAXIMUM AT 50°C, 


6/25/43 CFTs4B9CVI DATE SHEET 
SEPT 43 FIG. 8 


cect 20235 Res 

RECTIFIER POWER-AMPLIFIER ; 
UNITY INPUT: 11571760, 0.94 AMPS, 110 
WATTS. OUTPUT: 12/1/60, 3.35 AMPS: 
215.0 V, 0.07 AMPS DC: 265.0 V, 0.075 
AMPS DC, AMPLIFIER OUTPUT: 8.0 WATTS, 
600 OHMS. AMPLIFIER HAS PROVISION FOR 
ATTACHMENT TO TYPE -49155 LOUDSPEAKER. 
6/28/43 0-$950. B-57C6 

HOV. 43 


cct- 20235 -a res-t " 
RECTIFIER POWER-AMPLIFER UNIT 

SAME AS -20235 EXCEPT THREE TAB TYPE 
RESISTORS HAVE BEEN REPLACED BY FERRULE 
TYPE RESISTORS. 


3/6/44 
MAR. 44. 


cct- 20235-8 Tas-2 

RECTIFIER POWER-AMPLIFtER 

UNITS INPUT: £15/1/60 0.94 AMPS, 110 
WATTS, OUTPUT: 12/5/60 AT 3.35 AMPS; 
215 VOLTS aT 0.07 AMPS DC; 265 VOLIS AT 
75. RA DC AMPLIFIER OUTPUT IS 8 WATTS, 
G00 OHMS. SAME AS -20255-A EXCEPT IN- 
CLUDES RE*OVAZLE PLATE FOR TaalLé MOUNTI. 
8/7/45 45331 

JUN, 459 


crv 20236 aca-2 

RECTIFIER POWER UNIT? 

INPUTS 11571760, 0.4 AMPS. THIS UNIT 
SUPPLIES EXITATION TO THE FIELD OF THE 
TRAINING MOTOR BY USE OF A FULL WAVE 
SELENIUM RECTIFIER AND A DROPPING RESIS- 
TOR. ALSO INCLUDES LIMIT RELAYS & SELEN- 
LUM RECTIFIER FOR TRAINING STOPS. 

741743 CRVSML-16734 CRYV3W-306553-12 
SEPT 43 , sub oO 


cRP 20237 $0-2 

RECTIFLER POWER UNIT? 

IMPUT: 115737600. OUTPUT: 105/105/240/ 
+225/-360 V DC. SIMILAR TO TYFES -20178, 
*20225, CIRCUIT OF THIS UNIT IS tOENTICAL 
TO THAT. TYPE CRP-20225 EXCEPT THAT RE- 
SISTORS R212 AND R213 ARE SHORTED BY 
JUMPERS. 

702743 : M-3F-w40 

AUG. 44° MX-4830A suB B 


NAVSHIPS 900,109 


cre 20238 $0-2 

AUXILIARY RECTIFIER? 

INPUT: 100-130/1/400. OUTPUT: 22 TO 36 
VOLTS OC @ 4.5 AMPS. MAX, SUPPLIES 
POWER TO BLOWER MOTOR. ANTENNA MOTOR, 
SOLENO10, AND RELAYS. 


712043 CRPEWX-5421 CRPSM-1TH-V3 
AUG. 44 SuB B 


ces 20259 ToU 
RECTIFIER POWER UNIT: 
UNPUTS 23073760, 30KW ANO APPROX. 6500/ 
3/760. OUTPUT 13800VDC WITH TAP FOR €00 ¥ 
OC, 7O000¥ OC AND S$00V OC, TYPE NUMBER 
ENCLUDES MODIFICATION KIT INCLUDING 
CONTACTOR COILS FOR 50 CY OPERATION. 


712043 CRV SME -7249°C P-718629 
AUG. 44 sub Oo 


cy 2240 Tou 


RECTIFIER POWER UNITS 
INPUT: 115/1/50 OR 60. OUTPUT: 300 voc. 


7/2/43. CRYSM1-194278 P-716619 
AUG. 44 sus 0 


crt 20241 X-DAU, DAU 

RECTIFIER POWER UNITS 

THPUT: 115/1/60. SAME AS CFT-201569 
EXCEPT INCLYOES SCANNING CIRCUITS FOR 
JOOKC EITHER SIDE OF RECEIVERS TUNED 
FREQUENCY (PANORAMIC ADAPTOR BUILT INTO 
THIS UNIT.) OUTPUT 1S FED TO THE INOt- 
CATOR NAVY TYPE CFT-55092-B TO SHOW 
7/9/43 CFT: SPEC 

AUG 45 NUS=131 


Cet:2C241 
PANORAMIC SIGNALLING. 


cot 20242 TCS-10 

RECTIFIER POWER UNIT? 

SUPPLY: 230/1/50 OR 60, 330 WATTS, 0.97 
PF. OUTPUT: 450 V DC, 0.50 AMPS COR 400 
V OC, 0.16 AMPS) 225 V DC, 0.12 AMPS, 
12.V¥ DC, 0.90 AMPS AND 12,6 V AC, 3.5 
AMPS. SAME AS COL-20218 EXCEPT FOR POWER 
SUPPLY, 

7/16/43 COL:409N-6 
AUG 43 


COL:2540-3 


cu- 20243 osc 
POWER UNIT? 
ENCLUDES A MOTOR GENERATOR OPERATING 
FRON 110 VOLTS OC ANO SUPPLYING 110 VOLTS 
AC, AN ADJUSTABLE TRANSFORMER FOR ADUUST- 
WENT OF AC LIHE, AND A REGULATED RECTI- 
FIER WHICH SUPPLIES HEATER VOLTAGE, 

+300. +150 AND -50 BIAS. 
8/19/43 X-656370-1 

NOV. 43 


Cwsx-636357D-1 
ISSUE 2A 


cG- 20244 OBE 

RECTIFIER POWER UNIT? 

OPERATES FROM 135 VOLTS SINGLE PHASE, 

$0 TO 60 CYCLES, 6 ANP, 85% PF. OUTPUT 
RATED AT 1250 V OC AT 0.5 AMP MAXIMUM 

ANO 10 V AC AT 6.5 AMP. 


8/22/43 ML-7662991G1 
HOY. 43 


CGrP-7765963 


RESTRICTED 


CoE- 20245 yrc-3 

LOCALIZER RECTIFIER- 

MODJLATOR: INPUT 115/1/60 INCLUDES 
RECTIFIER POWER SUPPLY FOR FINAL PA OF 
LOCALIZER TRANSMITTER & POWER FOR NAVY 
TYPES CG-46116 AND COL-522458 INCLUDES 
MODULATOR WHICH DIVIDES THz OUTPUT OF 
THE LOCALIZER TRANSMITTER INTO THO 
8/25/43 CDES3-1873A 
MAR. 44 


coe 29245 
CHANNELS EACH OF WH.cH IS MECHANICALLY 
MODULATED: ONE AT 90 ~ THE OTHER AT 150~ 
SIMILAR TO COE-20162 EXCEPT DOES NOT IN 
CLUDE COMMUNCIATIONS TRANSMITTER AND 
WOLTASE REGULATOR TRANSFORMER, HIGH 
VOLTAGE SUPPLY VOLTHETER OMITTED, DUAL 
1iS¥ 60~ OUTLET ADDED TO FRONT PANEL. 


col- 20246 Yo-3 

RECTIFIER POWER SUPPLY: 

UNPUTs 115/1/60, APPROX. 100 WATTS AT 
85% PF. OUTPUT: 250 VOLTS AT 130 MA OC, 
32. VOLTS AT 2.5 AMPS AC AND 12 VOLTS AT 
0.3 AMPS OC. 


9/4/43 40-94 COL2494C-3 


“NOV. 43 O245Aa 


cRP- 20247 so-3 

RECTIFIER POWER UNITS 

ENPUT: 104 TO 127 VOLTS, SINGLE PHASE, 
400 CYCLES OUTPUT: 105/105/306/-255 VOLTS 
DC AT 25/65/50/20 MA. 


9/13/43 WX-5326 CRPIM-SF-WSI 
AUG. 44 Sus F 


cre- 20248 So-s 

VOLTAGE REGULATOR: 

RATED VOLTASE OF SOLENOID COIL: 6.2 OC; 
RESISTANCE 155 + 1 OHS DC: CURRENT 375 
£25 MADC. LOSS RESISTANCE OF CARBON PILE 
AT LOWEST SETTING CONSISTENT WITH GOOD 
REGULATION 1S 1.5 OHMS. APPROXIMATE 
MAXIMUM RESISTANCE OF CARSON PILE IS 20 
9/13/83 CRP2WX-5450 CRPiw-Sd-KITS 
NOV. 43 Sua A 


cre- 20248 
OHMS. VOLTAGE ACROSS CARBON PILE tS 20 
TO 22 VOLTS DC. MAX:HUM PERMISSISLE Loss 
UN CAR30N PELE 3S 75 WATTS IN FREE AIR 
AT 20°C ANZIENT. REGULATOR IS ECLIPSE 
AVIATION MODEL 1. STYLE A. TYPE 1339. 
REPLACES ~-20226 wITH -211095. 


CRY- 20249 mar 

RECTIFIER POWER UNITS 

OPERATES FROM 105 TO 125 VOLTS, SINGLE 
PHASE, 50 TO 6O CYCLES, 0.8 AMP, 90 
WATTS. OUTPUT: 250 DC (VOLTAGE REGULATED) 
4=500C/6.3AC (CURRENT REGULATSD)/6.5A4C 
VOLTS AT 50 MA/504A/0.75 AMP/1.35 ANP, 
INCLUDES AN ON-OFF SWITCH AND FUSE, 
9/6/43 MI-17147 

AUS. 44 


cRY- 20249 
SHOCKMOUNTED WITHIN A SPLASH-PROOF CON- 
TAHHER, CONNECTIONS TO JT ARE SPLASH 
PROOF. 


Class 20—Electrical Machines 


[sansa [ower asco vox [ aravann |_[ salva Trusso oe | ant | 


CRv- 20250 MAG 

VI3RATOR POWER UNIT? 

OPFRATES FROM 6 VOLTS OC (THREE SIGNAL 
CORPS 27-2 TwO VOLT BATTERIES, ETC) AT 
3.5 AMPERES, OUTPUT 6 VOLTS DC AT 1.80 
AMP AXNO 250 VOLTS OC AT 25 MA. ENCLUDES 
ON-OFF SWITCH, FUSS PROTECTION, CONTAENS 
SYNCHRONOUS ViSRATOR AND FILTERS, HOUSED 
9/to/45  M1-1795) 

AUS. 44 


crv-. 202590 
UN A SUBMERSIONPROOF CONTAINER. 


eG- 20251 CG-SOAQK 

RECTIFIER PONER UNIT: 

INPUT: 115/1/60, 1.6 AMP, 145 WATTS OUT- 
PUT: 6.3AC/6.34C/6.5AC/22090/3300C/40000 
F-40500 VOLTS AT 0.3/0,3/4.85/0.070/ 
0.035/0.011/0 AMPERES. 


9/¥6/43  OL4H34SA 

NOV. 43 

CFT- 20252 CFT-50149 
RECTIFIER POWER UNIT: 
UNPUT: 11571260. 


OUTPUT: 209 V OC AT 62 MA. 6.3 VOLTS AC 
aT &.0 AMPS, USED TO SUPPLY POWER FOR 
CFT-20149 WuLTirlE COurLing UNdE. 


RF-2013-14 
(SSUE A 


9418/43 
WAR, 44 


cRv- 20253 ace 

POWER CONTROL UNITS 

SUPPLY: 110/1/760. CONSISTS OF VARIOUS 
POWER ON-OFF SHITCHES, HOIST-LONER 
SWITCH, ASSOCIATED JiHDICATOR LAMPS AND 2 
RECTIFIERS, ONE WITH A 300 V OC POSITIVE 
OUTPUT (TAPPED AT 150 V) AND THE OTHER 
WITH A 210 V OC HEGATIVE OUTPUT. 

9726/43 Mi-16717 CRYSW-5306807 
NOV. 43 $u2 0 


crV- 20254 ace 

RECTIFIER POWER UNITS 

SUPPLY: 110/1/60. CONSISTS OF A CASTNET 
WHICH CONTAINS 2 BUILT-IN RECTIFIERS, 
ONE OF WHICH HAS A POSITIVE 120 ¥ DC OUT- 
PUT FOR SUPPLYING KEYING POWER AND THE 
OTHER A POSITIVE 60 V DC OUTPUT FOR ENER 
GIZING THE FIFLD WINDING OF A OC MOTOR OF 


9/20/43 Mi-16721 CRY¥34-3506d07 
WOY. 43 Sus 0 
crv 20254 


THE TRAINING MECHANISM. 


cu- 20255 Tov 
RECTIFIER POWER UNIT? 


10/5/43 
NOV. 45 


CRASHERS 


cys 20256 = ToP 

RECTIF#ER-EXCITER UNITS 

105 TO 125 OR 210 TO 250 VOLTS. SINGLE 
PHASE, GO CYCLE. INCLUDES PREAMPLIFIER. 


10/6/43 
NOV. 43 


epe- 20257 Yd-s 

RECTIFIER & AUDIO AMPLIFIER 

(NPUT: 11571760. OUTPUT: 28/1760 AT 1.25 
AMPS AND 250V, 250 MA DC. #NCLUDES AN 
AUDIO AMPLIFIER USING A GY6GT TO OPERATE 
FROM THE MODEL RAY RECESVER OUTPUT 
TRANSFORNER COUPLED TO THE RECEIVER AND 
TO THE LOUDSPEAKER, AMPLIFIER RATED 


10/7/43 8 1976A 
FEB. 45 ALT 0 
coe- 20257 


2 172 WATTS OUTPUT #NTO AN 8 OHM LOAD 
FROM AW (NPUT LEVEL OF ZERO db. 


cma-20258 WK-5 

VIBRATOR POWER UNIT: 

@NPUT: 6.3¥ DC, 8 AMPS. OUTPUT: 325¥ OC, 
TOOMA. CONSISTS OF A RECTIFIER, TRAS- 
FORMER AND A MALLORY TYPE 545C VIBRATOR, 
CONTAINS RF FILTERS IN A AND B SUPPLY TO 
REDUCE NOISE RADIATION. 


10782/43 6C 3250 
NOv, 43 


CHrPs1D-1078 
MODIFIED VP-552 ISSUE I 


cw- 20259 MK-12 

COPPER OXIDE RECTIFIER: 

RATED AT .096 WATTS AT A MAXIMUM VOLTAGE 
AND CURRENT INPUT OF 18 VOLTS &.M.S. AND 
2020 AMPS, RMS. MAXIMUM OUTPUT VOLTAGE 
AND CURRENT 1S 12 VOLTS DC. AND 0.15 
AMPS OC. CONSISTS OF FOUR OXIDIZED 
COPPER DISKS BALANCED TO wiTHIN +3% OF 


$0/14/43  3BA CWIESA656440 
NOV. 43 (sSue | 
cw- 20259 


AVERAGE OF THE FOUR AT .000185 AMP. AT 
AN AMBIENT TEMP OF 40°C, 


cc- 20260 TCG-3, TSC-5 

MAIN RECTIFIERS 

SUPPLY: 230/3/60. OUTPUT: 15000 V OC AT 
7.5 AMPS. WILL OPERATE ON 50 CYCLES 

AFTER CONVERSION KIT ES UNSTALLEO. 

SIMILAR TO CG+~20152 EXCEPT FOR ADDITIONA: 
TERMINAL BOARDS AND MECHANICAL DESIGN 

CHANGES TO FACILITATE WtRtnG. 

Vi/5/43 4 MR 501 CGrP-7766034 
NOV. 43 REV 1 


cCya- 20261 038 

VIBRATOR: 

SYNCHRONOUS VIBRATOR. INPUT 5 TO 8 VOLTS 
(MAX 7.5 AMPS). FREQUENCY 11S+7 CPS. TIME 
EFFICIENCY 90°. EIGHT CONTACTS. SHUNT 
DRIVER, COIL RES. 40 OHMS 7 PRONG BASE 
REVERSIBLE IN SOCKET, 


VI/7/43 #725 
MARL 44 


| 


“NOV. 43 


3.20-15 
Boyd ine FIRST ASSIGNED ror | ORNL GRAS, | 


cFT- 20262 Nxsr-37248 

RECTIFIER POWER UNIT: 

INPUT: 115/1/60, 4,5 ANPS, S18 RKATTS 
OUTPUT: -800/-650/+350/-155V OC. 0.00015 
AMPS DC TOTAL 6.3/115V AC, 0.6/6.5 AMPS. 
SAME AS CFT-20154 EXCEPT FOR CHAYGES TO 
PERMIT REMOTE CONTROL AND IN FRONT PANEL 


t1/9/43 
NOV. 43 


cw- 20263 *SEE BELOW 

RECTIFIER POWER UNIT 

iNPUT: 11571/50 TO 60, 8 AMPS OUTPUT: 
24 VOLTS DC. 10 ANPS. FULL WAVE 
REGULATED TUsE RECTIFIER, OUTPUT 
REGULATEO WITH TN CLOSE LIMITS FOR ARY 
VOLTAGE BET#EEN 22 AND 30 VOLTS. 

SFU USE wil “An 

VU/I2/43 PART OF X-662224 CHE3XX-4$01577 
ISSUE 2 


Cw-29253 
INCLUDES NOISE SUPPRESSION FILTER. 


Ra- 20264 WOA 

RECTIFIER POWER UNIT 

ENPUTs 11571/60. OUTPUT: 351972990 VOLTS 
DC, 200/2 MA. PHYSICALLY S4HE SiZE-AS 
CBN-46061. 


VVsI5 743 
AUG. 44 


CaM 20266 QGA 

RECTIFIER POWER ASSEMBLY 

SUPPLY: 11$/1/60. CONSISTS OF 4 POWER 
SUPPLIES: (1) FOR +4523) BDI-RECEIVER; 
OUTPUT 6.371/60, 330¥ DC, 190¥ DC AND 
300¥ DC. (2) FOR -46232 QC-XECEIVER: 
OUTPUT 6.3/1/60, 260¥ DC, 289¥ DC. (3) 
FOR CRO: OUTPUT 6.5/1/60 AND -175V DC. 
12/14/43 956 60346 

AUG. 44 ALT 0 


can29266 
(4) FOR -S55112 RECORDER; OVTPUT 6.371/60 


. AND 120V OC. 


ca 292357 QGA 

TRAINING POWER SUPPLY 

SUPPLY: 220 OR 440V, 39, 60~. CONSISTS 
OF 3 ALMOST IDENTICAL UTtTS WHICH SUPPLY 
CONTROLLED POWER FROM GRID CONTROLLED 
RECTIFIERS. TOP UNIT CONTROLS TILTING 
MOTOR, MIODLE UNIT CONTROLS 30 KC PRO- 
SECTOR FRAINING MOTTOR AND 3OTTOM 
12/14/43 930 60528 

JAN, 44 ALT O 


ca12o267 
UNIT CONTROLS 14 KC PROJECTOR TRAINING 
MOTOR. ALSO INCLUDES TIME DELAY RELAYS, 


FUSES AWD A TRANSFORMER. 


[RAGE] AeNWTASTNEEA, 


“SATE | 


vate | 


SATU 


RESTRICTED 


NAVSHIPS 900,109 


3.20-16 


SARI HASH, 


[RAR [ruse assicneo rox | ARN | 


cBM- 20257-a QGa-i 

TRAINENG POWER SUPPLY 

SUPPLY; 220 O02 440V, 36. 60~. CONSISTS 
OF 3 ALMOST THCalL UNITS WHICH SUPPLY 
CONTROLLED POWER FROM GRID CONTROLLED 
RECTIFIERS, THE TOP UNIT CONTXOLS TILT- 
ONG MOTOR MIDOLE UNIT CO“TROLS 30 KC 
PROJECTOX TAtNtNG MOTOR AND BOTTOM UNIT 
V2/7/44 980 B 60454 

‘JUN. 45 ALTO 


ceM-20267-A 
CONTROLS 14 KC PROJECTOR TRAINING MOTOR, 
SA“E AS TYPE -20267 EXCEPT TIME DELAY IS 
CONTROLLED 3Y SYNCHROVOUS MITORS FENSTEAD 
OF RELAYS HAS 2 ST4RT-STOP CIRCUITS & 
NEw TYPE #SOLATION TRANSFORMER & THE 
NECESSARY WIRING CHANGES. 


cul 20263 JR-I 

RECTIFIER POWER UNIT 

INPUT 105 TO 130, SINSLE PHASE. 60 
CYCLES, 0.6 AMPS, 60 WATTS CAT 115Y¥.) 
OUTPUT 150 VOLTS OC (REGULATED +24) 
APPROXIMATELY 15 MA, 50 YOLTS OC AT 150 
MA. SUPPLIES POWER 10 NAYY TYPE C¥L~ 
$0171 AUDLO AMPLIFIER. RACK MOUNTED IN 
12/29/43 CML:02731 CHL 202939 

FEB, 44 : REV O 


cme 29268 
NAVY TYPE CD&8-f0300 MOUNTING RACK. 
WEIGHT 54 POUNDS. 


cre 20269 SO-15 

RECTIFIER POWER UNIT 

INPUT 115/1/400. OUTPUT: 4000/240/165/ 
-255/-560 VOLTS OC. SIMILAR TO NAVY TYPE 
-20178 EXCEPT HAS NO VOLTAGE REGULATION 
ON POSITIVE VOLTASES. HAS SHOCK MOUNT 
CAPTIVE GUARDS, DIMENSIONS DIFFER. 


V$4/44  RX-1135 
FEB, 44 


ces 20270 MK-28 

RECTIFIER POWER UNIT : 
(INPUT; 80 TO 115/1/60 AND 115/1/60. 
CORRESPONDING OUTPUTS: 900 TO 1300¥ OC 
UNFILTERED ANO -1000¥ OC FILTERED, SAME 
AS TYPE -20210 EXCEPT FILAMENT TRANS- 
FORMER AND MASNETRON FILAMENT RHEOSTAT 
ARE REMOVED AND ASSOCIATED WIRING AND 


1/6/45 Cw30-151953 CWi3KX-14758 
FEB, 44 Issue 1 

¢3829270 
CA3LE CHANSES MADE. A PART OF TYPE 
-20230. 


ceM- 20271 su-s 

VOLTAGE REGULATOR: ; 
(NPUTS 3115/71/60, 100 VA MAX 85% PF ATID 
T40¥ OC. 15 MA, GUTPUT? FYLL WAVE RECTI 
FIEO 150¥ OC AT 300 MA MAX. (NCLUDZS 2 
THYRATRONS CONNECTED AS FULL WAVE CERO 
CONTROL RECTIFIERS. HAS BUILT-«N MOTOR 
DRIVEN Titc BcLAY RELAY MHICH COWTROLS 
1/o744 969 SK-6060 

DEC. 44 ALT O 


Class 20—Electrical Machines 


ara th [rust ASSIGNED FOR [ onan, | 


cen: 20271 
PREHEATING OF TUBE FILAMENTS AND TURNS 
ON SU EQUIPMENT AFTER VOLTAGE HAS STAB- 
(LIZED, USED TO CONTROL OUTPUT VOLTAGE 
OF TYPE -211169 MOTOR GENERATOR SET, 


com 20272 SU, SU-1 

CONTROL RECTIFIER 

INPUT: [15/1/60 2 AMPS, 85% PF, FROM 
GYRO EXCITATION OR EQUIPMENT, MUST BE 

IN PHASE WITH ERROR VOLTAZE, POWER OUT- 
PUT: L1Sv DC, 0 TO .5 AMPS, TO ARYATURE 
OF ANTENNA ASSEMBLY TRAINING MOTO? USED 
TO TRAIN C3M-66AGY-1 ANTEYNA ASSEMBLY IN 


1/6/44 926A SK-6061 
OEC, 44 ALT O 
cem20272 


AZIMUTH. SELSYN ERROR VOLTAGE USED TO 
CONTROL ROTATION IN SPEED AND OIRECTION 
(N ACCORDANCE WITH SELSYN (NTELLIGENCE 
SUPPLIED BY SU. 


Cz—E 20273 OBJ 

RECTIFIER POWER UNIT 

UNIT OF NAVY TYPE CZE-23AES CONTROL CON- 
SOLE. INPUT 115/1/60. 


1/10/44 
FEB. 44 


cze 20274 oBy 
REGULATED AC POWER UNIT 
INPUT 115/1/60, 


1/10/44 
FEB. 44 


cze 20275 o8J 

RECTIFIER POWER UNIT 

UNIT OF NAVY TYPE CZ2E-60 ACH SIGNAL 
GENERATOR ASSEMBLY. INPUT 115/1/60, 


1/10/44 
FEB. 44 


cZeE 25276 0B 

RECTIFIER POWER UNIT (#2) 

UNIT OF NAVY TYPE CZE-60 ACH SIGNAL 
GENERATOR ASSEMBLY, INPUT 115/1/60. 


CANCELLED-(DENTICAL TO -20275 


1/10/44 
FEB, 44 


cc- 20277 vE-1 

MAIN POWER SUPPLY 

INPUT: 115/1/60, OUTPUT: 300¥ REGULATED 
AT 200 MA, 135% REGULATED AT 50 MA, 6,7¥ 
AT 7,5 AMPS, AND 6.3V AT 3.75 AMPS, 


1/10/44 OL s4W4at6a 
MAR. 44 


NAVSHIPS 900,109 


SUSTRT? 
RESTRICTED 


CG- 20278 UE-1 

BIAS POWER SUPPLY 

INPUT: 115/1/60 OYTPUT: 250¥ REGULATED 
AT 250 MA, -S07 RETULATED AT 40 MA, 
-40SV REGULATED AT 5 MA, -6.7 AT 7,5 
AMPS, -6.7 AT 7.5 AMPS. 


1/10/44 OL24W408A 
MAR, 44 


cé- 20279 ve-t 

HIGH VOLTAGE POWER SUPPLY 

INPUT: 1159/1/60. OUTPUT: 2504 REGULATED 
AT 250 MA, 2200¥ AT T MA, -?800V AT 3 
MA, 6.7V¥ AT 7.5 AMPS, AND 6.7¥ AT 7.5 
AHPS, 


1/10/44 OL:4N409A 
HAR, 44 


cw- 20280 HK-28 

HIGH VOLTAGE RECTIFIER 

INCLUDES TYPE -20270 RECTIFIER POWER 
UNIT AND TYPE -53154 RECTIFIER POWER 
UNIT FILTER ENCLOSED IN A LORD SHOCK 
MOUNTED METAL BOX. 


1/11/44 0-151952 BXX-14758 
FEB, 44 ISSUE | 


CAIU 20204 = MK-22 

REGULATED EXCITER 

CONSISTS OF ASSEMBLY OF TRANSFORMERS, 
SELENIUM RECTIFIERS, VACUUM TU3ES SATUR- 
ABLE RECTOR AND ASSOCIATED APPARATUS 
ENERGIZED BY 440 VOLT 60 CYCLE AND SuUP- 
PLIES 128V¥ DC 1.6 AMPS TO THE FIELD OF 
CLA-211177 GENERATOR. OUTPUT OF THE 


W/13s/44 CWiKS-15017-01 
FEB. 44 issue t 
caty 20231 


GENERATOR {S$ CONDUCTED THROUGH THE EXCS- 
TER SO THAT THE EXCITER CAN REGULATE THE 
FIELD CURRENT TO COMPENSATE FLUCTUATIONS 
tN THE GENERATOR OUTPUT, 


cud 20282 *SEE BELOW 

RECTIFIER POWER UNIT 

SELERIUM RECTIFIER POHER UNIT. INPUT 
115/1/400. ouTPUT 24¥ DC, 6 AMPS. BOTH 
(INPUT AND OUTPUT TO HAYE 6 FT. CORD AND 
PLUG. 


*FOR USE WITH CXFR-1 
W/19/aa 
FEB. 44 


coe 20283 vo 

LOCALIZER RECTIFIER 

MODULATOR: INPUT 115 /1/60. INCLUDES 
RECTIFIER POWER SUPPLY FOR FINAL PA OF 
LOCALIZER TRAVSNITTER. INCLUDES MODULATO? 
WHICH DIVIDES THE OUTPUT OF THE 

LOCALIZER TRANSMITTER INTO THO CHANNELS 
EACH UF WHICH 1S MECHANICALLY MODULATED; 
1/24/44 B-2035A 

FEB, 44 


COE2OL33 
ONE AT 90~ THE OTHER AT 150~, SAME AS 
720245 EXCEPT RECTIFIER POWER SUPPLY 
FORHERLY USED FOR THE CO TECATHONS 
TRANSMITTER AND RECEIVER HAS BEEN 
DELETED, 


ANAS TUNE 


7 


GENER [ras assonen ror | RRM. | | SMMLTIRN [ruse aston ror | AER, 


ee Te 


"pt fete 


cen 20284 SF 

VOLTAGE DISTRIBUTOR 

CONSISTS OF TIME DELAY RELAY. PLATE 
TRANSFORMER FILAMENT TRAYSFORNER, FL-3C 
TUBE ANO A TERMINAL STRIP MOUNTED €N A 
SHOCKPROOF CASE. PROVIDES 30 TO 45 
SECOND DELAY TO ALLOW VOLTAGE REGULATION 
AND TUZE EL-3X TO WARM-UP, SUPPLIES 110¥ 
2/1/44 970 SK-5810 

FEB, 44 ALT 0 


cen20284 
OC TO ALL NECESSARY POINTS THE EQUIP- 


MENT INPUT: 300 WATTS. OUTPUT: 200 WATTS. 


cc- 20285 aGa 
SELENUM RECTIFIER (HALF WAVE) 

{NPUT; 30 RMS VOLTS, 140 MILLIAMPS. OUT- 
PUT 22 VOLTS 140 MILLIAMPS. 

DC VOLTS FORWAZD9 2.0 10 3.0 FOR 20 MA. 
OC VOLTS INVERSE: 10 FOR 0,05 MA MAX, 

OC VOLTS INVERSE: 20 FOR .20 MA MAX, 

OC VOLTS INVERSE: 30 FOR 1.5 MA MAX. 
2/2/aa GRS-5F4 
BAR, 45 


cre 20286 so-t 

RECTIFIER POWER UNIT 

HHPUTs 115/1/400. OUTPUT 4090/240/-225/ 
=360 VOLTS DC. SAME AS NAVY TYPE -20225 
EXCEPT THO REGULATING TUZES V 203 AND 

¥ 204 REMOVED CANCELLING REGULATION ON 
ALL POSITIVE VOLTAGES, &LSO INCLUDES 
SHOCK MOUNT CAPTIVATING GUARDS. 

2/7/aa — RX-1149 4-3F-040 

FEB, 44 REV C 


crp- 20287 so-2 

RECTIFIER POWER UNIT 

UNPUT 115/1/400. OUTPUT: 4000/240/105/ 
-225/-360 VOLTS OC. SAME AS NAVY TYPE 
-20237 EXCEPT TWO REGULATING TUBES 

V 203 AND V 204 REMOVED CANCELLING RE- 
GULATION ON ALL POSITIVE VOLTASES, ALSO 
ENCLUDES SHOCK MOUNT CAPTIVATING GUARDS. 
z/7haa RX-1148 m-SF-140 

FEB. 446 REv Cc 


cc-20288 das-2 

RECTIFIER POWER UNIT 

ENPUT 115/230¥. 1, 50 TO 50~ AT APPROX, 
2.2/1.1 AMPS, 240 WATTS. SUPPLIES POWER 
FOR NAVY TYPE CG-46244 RADIO RECEIVER 
UNIT ANO C5-55147 UNDICATOR UNIT. MAY BE 
USED AS REPLACEMENT POWER UNIT IN NAVY 
TYPE CG-46210 RADIO RECEIVER-INDICATOR. 
2/15/44 

FEB. 44 


crv 20289 RON 
MONITORING PANEL POWER 
SUPPLY: 


2/9/44 
MAR. 44 


cw- 20299 UG 

RECITFIER POWER UNIT 

OPERATES FROM 108 TO 452 OR 216 TO 264 
VOLTS,SiNGLE PHASE, 50 TO 60 CYCLES. 
OUTPUT 130 VOLTS DC. 0.8 AMPS. (REGULATED 
+ 3 PERCENT) ARD 6.6 VOLTS AC. 10 Anrs 
(NOT REGULATED) 


S747/44 X-61680D. 
uisrt 


Cem: 1000%-1 ALT 2 
CEMZ¥8G-83, ALT 0 


Class 20—Electrical Machines 


3.2017 


cus 20291 GENERAL USE RE 9330A 
RECTIFIER POWER UNIT. 

INPUT? 110 VOLTS, \1®, 60 CYCLES, 3.9 
AMPS OUTPUT: 28 YOLTS DC. 2 AMPS USED TO 
OPERATE A TUNING MOTOR. 


NXsr 46926 
3/25/44 
BEC. 44 


Cau 259292 Rev 

RECTIFIER POWER UNIT 

INPUT? HNOCTISFI20 VOLTS, SINGLE PHASE, 
25 TO 70 CYCLES, 4-79 AMPS, 185 WATIS. 


3425444 
APR. 44 


CW 202959 ur 
SELENIUM RECTIFIER 


4alaa KS-8457 
APR. 44 


cw- 20294 

COPPER OXIDE RECTIFIER 

CONStSTS OF 16 UsrrerR OXIDE DISCS. AT 
JO°F wWiTH 4¥ OC BETWEEN TERMIRALS 1-2, 
2-3. 3°24, 4°59 UN TURN & WITH TERHINALS 
1,2,4,5 NEGATIVE, THE. CURRENT 1S 0.175 
AMP. WITH 24V¥ OC BETWEEN TERMINALS AND 
WITH TERMENALS 6.2,4,5 POSITIVE. MAX 


474/45 D-161.870 BH- 100885 
MAR. 45 (Ss 2 
cw- 20298 


CURRENT 1S 0.0022 AMP. MAX INPUT NOI 
EXCEEDING 105°F 1S 18V RMS AC & 0.085 
AMPS & MAX. OUTPUT 15 F2V AND 0.075 AMP. 
bc. 


Cw- 20295 UF 

COPPER OXIDE RECTIFIER: 

USED AS CLECK REDUCER COMPOSED OF 6 COP- 
PER OXIDE DISCS ON PHENOL PLASTIC BASE 
WITH MTG. SCREWS. HOISTURE RESISTANT Af 
TO°F WITH O.1V¥ DC BETWEEN TERMINALS UN 
EACH DIRECTION IN TURN WETH MAX. CURRENT 
Q.000055 AMP, & 1.5V OC. THE HEN. CUR: 
4/4/44 O-162708A BA-100771 


MAR. 45 iss 2 


cw-20295 
RENT (S 0.067 ANPERE. 


cw- 20296 UF 

COPPER OXIDE RECTIFIER: 

CONSESTS OF 12 COPPER OXIDE DISCS ON 
PHENOL BASE ONE MTG, SCREWS, MOISTURE 
RESISTANT AT 70°F WITH 36V BETWEEN TER- 
MINALS 27-28 & 17-18 1N TURN AND WITH 
TERMENALS 28 & 1B. POSITIVE, MAX. CUR- 
RENT 1S 0.0022 AMP; WITH 6Y DC BETWEEN 
44,4744 D-1627U8E BA-100838 
MAR. 45 (ss 2 


PERE 
RESTRICTED 


ARE, [sunst ASSIGNED FOR | HMSO, | 


cw- 20296 
TERMINALS AND 28 & 18 NEGATIVE, CURRENT 
tS 0.175 AMP. ; 


cw- 20297 UF 

SELENIUM RECTIFIER: 

(INPUT 65V RMS, 0,02 ANPS, OUTPUT 45V OC, 
0.0152 AMP. USED AS FULL WAVE GUIDE REC- 
TIFIER, COMPOSED OF 2 VARISTOR UNITS 
EACH WITH 30 COPPER OXIDE DISCS tN A 
METAL CAN WITH MTG. STUDS. 


4/4/44 | D-162482 BA-100754 
HAR. 45 : iss 2 


cw- 29298 UF 

COPPER OXIDE RECTIFIER: 

FOR USE tN PAIRS, CONS(STS OF 40 COPPER 
OXtDE DISCS. MOISTURE RESISTANT. MAX IN 
PUT AT 105°F 1S 60V¥ OC AND 0-05 AMP. MAX 
OUTPUT AT 105°F 1S 60¥ DC AND 0.04 AMP, 
AT 70°F WITH §20¥ OC BETWEEN TERMENALS 
1-2. AND 2°3 IN TURN AND WITH TERMINALS 
414s 44 D-16s405 Cw sESA-657754 
MAR. 45 . Iss 3 


cw- 20298 
1 & 2 NEGATIVE, MAX CURRENT §S 0.0022 
AMPS; WITH 20V OC BETWEEN TERMENALS & 
WITH TERSENALS 1 8 2 POSITIVE. MINIMUM 
CURRENT 15 0.175 AMP. 


6G- 20299 se 

VOLTAGE REGULATOR: 

FOR MAUNTAINING VOLTAGE IN AC GENERATOR 
SYSTEM AT TIS VOLTS, SINGLE PHASE, 60 
CYCLES. CONSISTS OF A CAPACITOR, ONE 
FIXED AND ONE VARIA3LE RHEOSTAT, & RE- 
SUSTOR,A SPOT TEMPERATURE SWITCw, A TAP 
SwW#iTCH, A 3 POT TRANSFER SWITCH AND A 


4/21/44 3126785 1-6455954 
HAY 44 . REV O 
ce- 20299 


REACTOR. AUTOMATIC BUT HAS EMERGENCY 


HANC CONTROL. SIMILAR TO -20310 EXCEPT 
FOR RESISTOR VALUES, 


_ eW- 20390 PL 


PLATE POWER SUPPLY UNIT: 
(WPUT 65/1/60. OUTPUT: 250 VOLTS DC, 
250 MA. ‘ 


asafea 
RaY 44 


cw- 20301 PL 

BIAS POWER SUPPLY UNIT; 

INPUT 115/1/60. OUTPUT 150 VOLTS DC, 
$0 HA WITH POSITIVE SIDE GROUNDED, 


asfasas 
maT 44 


NAVSHIPS 900,109 


3.20-18 ae 
[ettetaRe, —Yrasr aston ron | omimnetigy | [ otsigatath [easy asian vox | oR, 


cw- 20302 PL 

RECTIFIER POWER UNIT; 

INPUT 165/1/60, SUPPLIES PLATE AND OTHER 
VOLTASES TO WAVY TYPES CH-SSAFM RECORDER 
AND CwW-SOAEX AMPLIFIER-ANALYZER, 


a/ef4ea 
RAY 44 


cw- 20303 REA 

LV RECTIFIER POWER UNITS 

INPUT 115/1/60, OUTPUT 90 VOLTS DC. USED 
FOR ALL NEGATIVE BIASES AND FOR THE CaR- 
RIER RECTIFEER §N TYPE CW-50188 CARRIER 
AMPLEFIER. : 


4/4/44 - 0-469193 
FEB.445 


cw- 20304 REA i 

H.V. RECTIFIER POWER UNIT: ’ 

tMPUT 115/1/60. OUTPUT 400 VOLTS OC. 

USEO {N PLATE CIRCUIT OF FIRST BEATING 
OSCILLATOR & AUTONATIC TUNES NG MODULATORS. 


4/4/44 -9-169195 
FEB. EGS ; 


cHa- 20305 wWXss-38783 - 

RECTIFIER POWER UNIT: 

SUPPLY: 115 OR 250 VOLTS. 19. 50 TO 60 
CYCLES. DRY OFSC, RECTIFIER TYPE BATTERY 
CHARGER CAPABLE OF CHARGING FROM 1 TO 2 
THREE CELL BATTERIES IN SERIES AT RATE 
OF AT LEAST $0 AMPS. HIGH SHOCK TYPE. 


B/3/44 tONCI 2D 
AUG. 44 5 


CMA- 20306 = MaE-t 

VIGRATOR POWER SUPPLY: 

#NPUT 6-3 VOLTS DC.. OUTPUT 125/150/175/ 
200V DC AT 100 MILIAMPS. INCLUDES REC- 
TSFIER AND A FORM POSITION SWITCH TO 08- 
TAIN APPROPRIATE OUTPUT, 


6/25/44 YPS5I CRY: A-65550 
AUG. 44 was) Rey 2 


caon-20307 vs 

AV RECTIFIER POWER UNITS 

INPUT 15/1/60, OUTPUT: THREE 6,3V 
HEATER WENOENGS, AT 2, 5, ANDO 8 AMPS; 2 
& VOLT HEATER WINDINGS AT 6 AND 3 AMPS. 
0.C. SUPPLIES: -150¥ AND +450 VOLTS, 
PROVIDES FOUR OUTPUT REGULATED OC YOLT-~ 
AGES; 150¥ 410.905 AMPS, SOV AT 50 HA 
6/27/44 00-3109-E-3 s 

DEC. 44 ae 


oc, . caon- 20307 
+250¥ AT 200 MA DC AND #250¥ AT 100 MA 


caon 20308 oJ : 
HeVe RECTIFIER POWER UNIT? , 

INPUT 165/1/60. OUTPUT PROVIDES ONE 6.3 
VOLT HEATER MIUDING AT 1.2 AMPS AND TWO 
2.5 VOLTS HEATER WINDINGS AT 1.275 AMPS, 
ALSO.4#2175 OC AND ~1525 AT 0.005 AMPS. 


6/27/44 : Rea te 00-3620-E-2 
aa i : Be 


“NAVSHIPS 900,109 


Class 20—Electrical Machines 


col- 20309 tcs-12 

RECTIFIER POWER UNIT? 

SUPPLY: 115 OR 250V. #0, 50 OR 60~. 260 
WATTS, 0.9 PF. OUTPUT: 400/225/12 VOLTS 
DC AT 0.20/0.105/0.90 AMPS ANO 12.6/1/ 
60 AT 3.5 AMPS. SIMILAR TO -20242 EXCEPT 
FOR SUPPLY. SEALED TRANSFORMERS AND DIF- 
FERENT TYPE FILTER CAPACITORS. 

6726/44 409N-7 500-9511-000 
AUG. 44 50° 


cc- 20310 sP 

VOLTAGE REGULATOR: t 

FOR MAINTAINING VOLTAGE IN AC GENERATOR 
SYSTEM AT 1415/71/60. CONSISTS OF A CAPACI- 
TOR, 1 FIXED AND | VARSABLE RHEOSTAT, AY 
RESISTOR A SPOT TEMPERATURE SwITCH A TAP 
SwiTCH A 3 POT TRANSFER SWiTCH AND A RE- 
ACTOR. AUTOMATIC BUT HAS EMERGENCY HAND 


7V14s4A 3126785 T-8455964 
AUG. 44 ss = ge REV O 
: ~~ ¢6-20310 


CONTROL. MECHANICALLY SAME AC -20299 BUT 
HAS. RESISTORS OF DIFFERENT VALUES. 


cw- 20311 pm 

RECTIFIER POWER UNIT? 

OPERATES FROM 103 TO 126/207 TO 25371/50 
TO 60 IN TEMPERATURES OF FROM ~20 TO 
+120F FURNISHES THE FOLLOWING OUTPUT 
VOLTAGES: +330V DC TELEGRAPH AND +330V 
OC TELEGRAPH & PLATE. ARRANGED TO PRO- 
VIDOES 6.1¥ AC, 510 AAPS, OR 6.3¥ AC, 10 


7iosah — Cwtr-6168uE 8-409659 
MARe 46 LIST t _ t$s 2 
cw-20311 


AMPS, OR 9.8V AC S AMPS. DC OUTPUT REGU- 
LATED TO 43% NO LOAD TO FULL LOAD. FULL 
LOAD RAT#UG FOR 150 VOLTS #S 0.8 AMPS. 
SOMELAR TO +20290 EXCEPT #1 HAS GREATER 
VARGETY OF OUTPUT. HAS OOUBLE POLE 
SWHTCH, ELIMINATES OPERATING ¢NSTRUC- 
TIONS FROM FRONT COVER PLATE. 


cFT- 20312 FOR USE WITH 
DAH,OAQ,DAK.DATD 

MAGNETIC COMPENSATOR . 
FUR USE win The AUTOMATIC BEARING IN- 
DICATOR UST TO REHOVE ANY RESIDUAL MAG- 
NETISM FROM THE IRON CORES OF THE CATHOD 
RAY DEFLECTION VOILS WHICH JS PICKED UP 
AFTER A PERIOD OF OPERATION. CONSISTS 
7425044 CET SRF-28935-12c 
auG. 44 is RF~2950-124 © 


OF A RECTIFIER crt- 20312 
AND BRIDGE NETAORK TO FEEO A OC CURRENT, 
TO THE COILS TO REHOVE THE RESIDUAL 


MAGNETISM. INPUT: $15/3/60. 


cBH- 20313 Qece-4 

TRAINING POWER SUPPLY: 

SUPPLY: 116 VOLTS. 1 PHASE, 60 CYCLES. 
CONSISTS OF A GRID CONTROLLED RECTIFIER 
WHICH CONTROLS PROJECTOR TRAINING MOTOR, 
SIMILAR 10 BOTTOM UNIT OF TYPE -20267 
EXCEPT CONTROL RELAY ANO FUSES ARE 
OMITTED AMO SUPPLY VOLTAGE IS DIFFERENT. 
W429046 992° SK-6042 
AUG. 44 acts 


| “aware | 
‘RESTRICTED — 


ALE, FIRST ASSIGMED FOR oR, | 


eze 20314 ROO. RE 94244 
RECTIFIER POWER UNIT 

HNPUT 11971760, 102 WATTS. CAN OPERATE 
FRO4 1t074157020 VOLTS, 1D, 55 FO 65 
CYCLES. CONNECTED TO POWER SOURCE BY 
WAVY TYPE -49125 PLUS AND NAVY TYPE 
°49126 RECEPTACLE. 


8/18/44 9001 
NOV. 44 


caty 20315 s1 

SELENIUM RECTIFIER 

RATED 38 VOLTS DC. 2 AMPS. DESIGNED 10 
OPERATE FROM 92-158 VOLTS 60 CYCLES AC. 
CONSISTS OF & TERMETAL PLATES and 12 
SELENIUM DISC RECTIFIER PLATES APPROX. 
1 $78" IN DIA. 


Bx14/44 RS7E , Lo CWEKS-15074 
MOV. 44 . Last O2 ISSUE) 


cM. 20316 REA 
LV RECTIFIER POWER UNIT 

INPUT 11571760. OUTPUT #35 VOLTS DC, 
USED FOR PLATE VOLTAGE & FOR RELAY 
OPERATION THROUGHOUT RADIO RECEIVER EX- 
CEPT IN CASES OF FERST BEATING OSCILLA- 
TOR ANO AUTOMATIC TURING MODULATORS. 


6724/44 DI169594 
FEB. 45 


ctr 20317 LORAN C-t 

RECTIFIER, SELENIUM 

APPROX, INPUT £6 YOLTS ACs OUTPUT 12.5 
VOLTS DC. .075 AMPS. CONSISTS OF G 
STACKED SELENIUM DISKS. 


8/26/44 ; CITTIBIAMI 
SEPT. 44 


cc- 20318 XTOZ & TOZ 

RECTIFIER, SELENIUM 

RATED 166 ¥ AC 60 CYCLES INPUT; 
126 V OC 0.565 AMPS DC OYTPUT. 


6/28/44 G6RSI26CI CG:M-7471520 
SEPT. 44 “aE 3 REY @ 


cc- 20319 XTDZ & TOZ 
RECTIFIER, SELENIUM 
RATED 15.5 V AC 60 CYCLES INPUT 

42 ¥ DC 1.256 AMPS DC OUTPUT 


8/20/44 ERSSCIS CGrM-7472935 
SEPT, 44 . : REV O 


cBM- 20320 sc G0 

TRAINING POWER SUPPLY 

SUPPLY: 115V. 3 PHASE, 60 CYCLES. CON- 
SISTS OF TWO TYPE C53 THYRATARONS WHOSE 
OUTPUT OPERATES THE PROJECTOR TRAINING 
MOTOR, SIMILAR TO TYPE CBM=20313 EXCEPT 
PLATE TRANSFORMER US LARGER AND TWO 
THYRATHRONS ARE USED INSTEAO OF ONE. 
8/31/44 958 aSK-5913 

oct. 44 REV 0 


CaBe-20521 18K 

RECTIFIER SELENIUM 

CONSISTS TWO 12 STACK SECTIONS ARZANSEO 
AS SINGLE PHASE BRIDGE RECTIFIER. WITH 
(NPUT OF 152 VOLTS, RMS 60 CYCLES, 
DELIVERS 120 VOLTS OC +#34-6% INTO A 
RESISTANCE LOAD OF 550 OHMS. 


9/7/44 HUOOCI2FFI CRVE%-430774- 
FEB..454 suB 0 


MSC | RNTATIREA | 


a Se iar He, Sec ee Coa tee 


saat ane pean eerie 


Class 20—Electrical Machines 


3.20-19 


Outer [FIRST assigep rox | AML GRAMTIGN | | Beuey [ruse ASSIGNED FOR SN | 


CFT- 20322 T0N-2,-3,-4 

KEYER POWER SUPPLY 

PROVIDES SOV OC WITH POSITIVE SIDE 
GROUNDED FOR A KEYER WHICH DOES NOT HAVE 
AN UNTERNAL SOURCE OF VOLTASE. INPUT 
220 VOLTS 1 PHASE, 50-60 CYCLES. 


S/14/44 123A RC-4659-148 
OCT. 44 REV O 


cFT- 20323 TON-2,-3,-4 

OSCILLATOR POWER SUPPLY 

PROVIDES POWER FOR CFT-35059 OSCILLATORS. 
INPUT: 220V, 3 PHASS, 50-60 CYCLES, 
OUTPUT: 375V¥ DC AT 400 MA. EmPLOYS 6 

Typ? Své TuBeS IN A 3 PHASE FULL WAVE 
RECTIFIER CIRCUIT. 


Osta red 122A RCO-SE08-3 
OCT. 44 Zz Rev oO 


-20324 TBW SERIES 
RECTIFIER MODULATOR UNIT 
INPUT 115 VOLTS, SINGLE PHASE, 50 TO 
800 CYCLES. OUTPUT? 2090 VOLTS DOC AT 
0.175 AMP, 500 VOLTS DC AT O«2 AMP AND 
1Z VOLTS OC, AT 5.4 ARPS. 


g/18/44 
OCT. 44 


cw- 20325 vet 

RECTIFIER COPPER OXIDE 

CONSISTS OF A SINGLE COPPER OXIDE DISC 
ASSEMALED IN A MOISTUSE RESISTANT TUB- 
ULAR SHELL WITH AXIAL LEADS. POWER RAT-~ 
ING .002 WATTS MAX, 


9720/44 D-169016 BA-105562 
oct. 44 USSUE | 
ce- 20326 WK 28 HOD 2 


NIGH VOLTAGE RECTIFIER 

(POWER SUPPLY) (HIGH VOLTAGE) MK 7 80D O: 
CONSISTS OF ORSP PROOF HOUSING TO AC- 
COMMODATE ONE CH-20327 RECTIFIER POWER 
Unit, AND ONE CBS-S51$4 RECTIFIER POWER 
UNIT FILTER. HOUSENG SIMILAR TO ONE USED 
FOR CW-20280 HIGH VOLTAGE RECTIFIER EX~ 


9722/44 0-352639 Bx-2195) 
FEB. 45 tSSUE 1 
cw- 20326 


CEPT C1) ONE SIZE J CABLE TERMINAL TUBE 
HAS BEEN ADDED, ANO (2) ONE SIZE C CABLE 
TERM(HAL TUBE HAS SEEN CHANGED TO SIZE B 
TUBE THROUGH USE OF REDUCING BUSHING, 


cea- 20327 MK 28, MoD 2 

RECTIFIER POWER UNIT 

INPUT: BO TO 115/1/60 AND 11571760. 
CORRESPONDING OUTPUTS: 900 TO 1500V OC 
UNFILTERED AND -1000V DC FILTERED. SAME 
AS TYPE -20210 EXCEPT FILAMENT TRANSFOR™- 
ER AND MASNETRON FILAMENT RHEOSTAT ARE 
REMOVED ANDO ASSOCIATEO BITING ANO CABLE 


9s220454 CBB: BX-21951 
OCT. 44 (Cw)D-152640 issue ¢ 
ce8 -20327 


CHANGES MADE, AND SAME AS -20270 EXCEPT 
ONE 0-62 MEGOHM RESISTOR RIE HAS BEEN 
OMETTEO. 


ved eWay [rust ASSIGNED FOR OFA AFAYRS, | 


cey- 20328 ase-ta RETSATGEOA 
CONTROL RECTIFIER 

ENPUT 115/1/60, 2 AMPS. SUPPLIES POWER 
TO TRAUNENG CONTROL, FURNISHING CURRENT 
TO OPERATE THE TRAINSNG MOTOR LEFT AND 
RiGHT WHEN HANOWHEEL OF REMOTE TRAINING 
CONTROL &S TURNED LEFT AND RIGHT. HOUSED 
UN AUR-TIGHT AND WATER-TIGHT CABINET, 


9/28/44 9260 (CBMISK-6256 
oct. 44 ALT 0 
cam- 20328 


SIMILAR TO CBM-20272 EXCEPT REVISSO tN 
ACCORDANCE WITH RETSA7E60A. 


cty- 20329 Tom-1 

RECTIFIER POWER UNIT 

INPUTS 11541760, 2.15 AMPS, 225 WATTS. 
OUTPUT: 130 DC/175 MA, 385V OC/8S HA, 
AND 6.3V AC/3.2 ANPS AT 60 CYCLES. SAME 
AS CTU+20389 EXCEPT THAT A BLEEDER RES - 
ISTOR HAS BEEN ADDED TO OUTPUT OF Low 
VOLTAGE RECTIFIER CIRCUIT, THE TwO TYPE 
9/27044 CSFLAA-46853 CJFrX-P-47050 
HAR. 45 


cty- 20329 
"§! TUBES HAVE BEEN REPLACED BY ONE 
TYPE SR4GY TUBE, AND ALL PAPER TU3ZULAR 
CAPACITORS HAVE BEEN CHANGED TO HERMETI- 
CALLY SEALED METAL CASED TYPE. 


cta- 20330 FoR GEN. RADIO USE 
RECTIFIER POWER UNIT? 

INHPUT: 110/115/120/1/50 TO 62. OUTPUT: 
180V AT 40 MA OC; 105V AT 15 MA DC; 6.3V 
AT 3.6 AMPS OC. SANE AS NAVY TYPE -20095 
EXCEPT (1) PHYSICAL DIMENSIONS ARE DIF-~ 
FERENT TO ACCOMMODATE NEW TRANSFORMER 
AND REACTOR CANS, (2) BRACKETS ARE ON 
10/4/44 RU (5-8) 

DEC, 44 


cta-20350 
SIDE INSTEAD OF ON TOP; (3) OTHER MINOR 
MODIFICATIONS AND IMPROVEMENTS. 


cAY- 203314 TOE 

COPPER OXIDE RECTIFIER: 

€NPUT: 20.6 VOLTS AC. 1.2 AMPS OUTPUT: 
12.8 VOLTS KAX., 1.35 AMPS DC MAX. 3 
STACK -13 D«SCsS. 


10/20/44 91186496 50-0-273 
FEB. 45 


cCaM- 20332 MFA 

RECTIFIER POWER UNIT: 

INPUTS 235/1/60, 650 WATTS AT 85% PF, 
OUTPUT (1) GOOV +5% AT 0.48 AMPS DC, 
1O% REGULATION 40 db RIPPLE. (2) 300¥ 
+52 AT 0.06 AMPS DC, 10% REGULATION, 
$0 db RIPPLE. €3) 100¥ 452 AT G.I AMPS 
OC, 10% REGULATION, 40 db RIPPLE. (4) 
11/1/44 1003 

DEC. 44 


RESTRICTED 


cau~ 20332 
6.3V AT 3 AMPS 6O CYOLES (5) 6.3V AT 
3 AMPS 60 CYOLES. OUTPUTS (4) AND (5) 
OSTAINED FROM A FRANSFORNER BUILT INTO 
THIS UNIT, 


cBM~ 20533 WFA 

TRAINING POWER UNIT: 

INPUT TIS/1/60, 650 WATTS TRAINING BOTH 
PROJECTORS, 180 WATTS NOT TRAINING. CON- 
SISTS OF 2 IDENTICAL CONTROL CHASSIS 
WHICH SUPPLY CONTROLLED POWER FROM GRID 
CONTROALEO RECTIFIERS TO OPERATE TwO 
PROJECTOR TRAINING MOTORS, 

11/2/44 980A 60371 

DEC, 44 ALT O 


CBM- 20334 wWFA 

RECTIFIER POWER. UNITS 

INPUT 120/1/60 AT APPROX, 25 WATTS, 
OUTPUTS ARE 255 VOR.TS AT 40 MILIAMPS 
ANO 6.5 VOLTS AT 3 AMPS. 


11/4/44 4018 
DEC. 44 


ceM- 20335 wa 

RECTIFIER POWER UNIT: 

INPUT 115+250/1/60, 0.75/0.38 AMPS, 
OUTPUT: 6.3AC/260 0C/280 DC VOLTS AT 
3.3/0.0036/0.05 AMP, SAME ELECTRICALLY 
AS -20062-C EXCEPT 1S MOUNTED IN A METAL 
CASE, 


W/4/4a 7609 ; 60420 
DEC. 44 ALT t 


cta- 20336 OBA 

VIBRATOR POWER UNIT 

tNPUT 12V DC OR 24V DC OR IIS/5760 OUT- 
PUT = 1 ODODE V2SODC/SODC/EODES I ZACLI2.6AC 
VOLTS AT 0.002/0.030/,.052/0.0055/2.0/ 
3.75 AMPS. 12.67 AC OUTPUT OSTAINED OLY 
WHEN AC INPUT #85 USED. 


t1s9044 
OEC. 44 


crE- 20337. TBX SERIES 

VIBRATOR POWER UNIT 
OPERATING TBX THRU TEX-6, ENPUT? RECEIVE 
STANDBY 12.6V DC 0.88 AMPS OR TRANSMIT 
RECEIVE (KEY'DOWN) 12,6V DC 4,5 AMPS AND 
OUTPUT OF #135/4+90/-15/-6/45/4535/412.6¥ 
DC AT 1175/0/0/360/45/860 MA. OPERATING 
TBX-7, TSX-8, INPUT: RECEIVE STANDBY 
W1s9/44 6672 D-34 REV O 

DEC. 44 


CRF- 20337 
12.6¥ DC 0.85 AMPS OR TRANSMIT RECEIVE 
(KEY DOWN) 412.6¥ DC 7.2 AMPS AND OUTPUTS 
OF +907-6/+1.4/+500/412.6¥ DC AT ttl0F 
250/70/2000 MA. 


coL- 20338 WAM 

RECTIFIER POWER UNIT 

OPERATES FRON 105/1/60 SOURCE AT 2 

ANPS. 200 WATTS. OUTPUT: 400¥ DC At 190 
MA 12¥ AC AT 2.5 AMPS! AND $2¥-DC AT 063 
AMPS, SUPPLIES ALL VOLTAGES NECESSARY 
FOR OPERATION OF NAVY TYPE COt-§2557 
RADIO TRANSSITTER. 

32413744 409H-5 

BAR. 45 


NAVSHIPS 900,109 


3.20-20 


coE- 20339 AM 

RECTIFIER AND AUDIO 

AMPLEIFUERsS S¢MELAR TO NAVY TYPE COE- 
20257 EXCEPT OUTPUT RECEPTACLE IS RE- 
MOVED; OUTPUT CUT-OUT RELAY #S RENOVED, 
BINDING POST FOR SUPPLYING ENERGIt*ZING 
CURRENT TO CUT-OUT RELAY IS REMOVED: AND 
TUBE SHIELD 1S REMOVED. SUPPLY: 115/1/60 
WI/13/44 B2317 B2S17 AS. 

man. 45 ; ; 


cay- 20340 TBK-t6 

RECTIFIER, COPPER OXIDE, : 
OMPUT: $50/1/50-60. OUTPUT: 276 VOLTS. 
O-7 AMPS OC. CONSISTS OF ONE STACK OF 
$a viscs. ie 


VUsT7744 SH1S15048 
DEC. 44 REV 4 


CLE- 20341 GEN RADIO USE RE-9188A 
RECTIFIER POWER UNIT : 
SUPPLY: 110 OR 220V, 1 PHASE, 60 OR60~, 
750 WATTS. OUTPUT: 7/14/28 VOLTS DC AT 
16 AMPS CONTINUOUS, 28 ANPS MAXIMUM. 


AL ee  CLOSA+S790AR-1. | 
pec. 44 i 
cs- 20342 DBE REISA944" 


RECTUFFER POWER UNiT 
SUPPLY; 105-125 OR 210-250 VOLTS, 1%, 50 
OR 6O CPS. OUTPUT: +2000¥ DC AND -2000V 
OC FOR CATHODE RAY TUBE, 6.3/1/60, REG- 
ULATED 200V OC AND UNREGULATED S$20V OC. 
PART OF TYPE -46265 LORAN RECEIVER- IK- 
DICATOR. 
V0422744 661014 
DEC. 44 


crt- 20343 MK 20 MOD 1 

RECTIFIER, SELENIUM : 

#MPUT 408 VOLTS, 175 MILLSAMPERES; OUT- 
PUT 76.8 VOLTS, 150 MILLtAMPERES. COH- 
SISTS OF A STACK OF 4 SELENIUM DISCS. 


19/23/44 200342 WDS-9 FIG. 4°” 
DEC. 44 


CaY- 20344 18L-10,TA8-6 

COPPER OXIDE RECTIFIER 

INPUT: 1250 VOLTS. 1 PHASE, $0 TO 60 CY- 
CLES, 0.8 AMPS. OUTPUT: 1000 VOLTS Max. 

0.7 AMPS DC AAX AT 50°C. HAS FOUR STACKS 
WiTH 80 DISCS PER STACK. FULL WAVE KceC- 

TAFGER BRIDGE CONNECTED. : 


12/14/44 1292368 - CAY27709078-P2 
DEC. 44 A REV II - 


RW- 20345 Fse RW20F109 
RECTIFIER - KEYING UNIT 

INCLUDES POWER SUPPLY, KEYER AND ANPLI- 
FIER. 


W2725744 
OAM. 45 


CHG- 20345-A FRE-! 

RECTIFIER-KEYING UNIT? 

SUPPLY: 115/1/60. CONTAINS REGULATED 
POWER SUPPLY GIVING PLATE SCREEN ANO 
BIAS VOLTAGES, A OC AMPLIFIER FOR OPER- 
ATING OUTPUT RELAY AND A TONE KEYER. 
SAME AS -20345 EXCEPT FOR COMPONENTS. 


S/V7/45 
Jun. 45 
oars UAE Pant 


NAVSHIPS 900,109 


‘CAY2P-7709961-1.. 


: Class 20—Electrical Machines 


[eB [ae asconam ron | iAH AAA, BUDUT, —[owsr asiones von | osha | 


CAY-20346 T8L-10,TAB-6 

COPPER OXIDE RECTIFIER 

(MPUTs 320 VOLTS. | PHASE, $0 TO 60 CY- 
CLES, 0.84 AMPS. OUTPUT: 250 VOLTS MAX, 
0.7 AMPS OC MAX. AT 50°C. HAS ONE STACK 
OF 80 DISCS. 


12/14/44 1292369 CAY27709078-P3 
JAN, 4B OS, . REV OT 


caY- 20347 ~~ TAB-6 

COPPER OXIDE RECTIFIER 

(NPUTs 1950 VOLTS, 3 PHASE, 60 TO 60 CY- 
CLES. 2.0 AMPS. OUTPUT22300 VOLTS MAX, 
2.2 AMPS DC MAX AT 5SO°C. HAS 18 STACKS 
WtTH 116 DISCS PER STACK. FULL WAVE REC- 
TOFUER, BRIOGE CONNECTED. 


t2/15744 1292367 CAY:7709078-PI 
JAN. 45 REV th 


caY- 20348 TEs 

COPPER OXIDE RECTIFIER 

INPUT: 24 VOLTS, BRIDGE TYPE, .65 AMPS.” 
OUTPUT: 25,2 VOLTS DC 0.64 AMPS. FULL 
WAVE RECTFICATION. 


12/26/44 S7846020 CAY340-B-930 
JAN. 460 2 sus 4 


Cryv- 20349  Fso 

RECTIFIER POWER UNIT 

UNPUT 110 OR 22071760 CYCLES, 380 WATTS. 
OUTPUT VOLTAGES: 6.3¥ AC, 6.0¥ AC 275¥ 
DC. ALL REGULATED 175V¥ OC ADJUSTABLE 
ADJUSTABLE REGULATED. SUPPLIES FILAMENT 
AND PLATE VOLTAGES TO TYPE-35065. FRE- 
QUENCY SHIFT KEYER. 

V42s45 : 151-6-791 
dan. 45 


CAGM-20350 GEN RADIO USE RETSAI93A 
RECTIFIER POWER UNtTs 

(NPUTs 105 TO 130 VOLTS, SENGLE PHASE, 
$0 10 60 CYCLES. THREE OUTPUTS. 13¥ + TV 
DC AT 4 AMPS OR 26V DC + 2¥ OC AT 20 
AMPS AT 500 WATTS. OR 6.5¥ OC (+IV OC 
#O25V BC) AT 250 WATTS. 


b79F45 RCP-f4a CAGM:RCP-27 
JAN. 45 


cage- 20351 2034 


-RECTSFIER, SELENIUM 

13.04 RMS 60~ SINE WAVE ACROSS #NPUT, 
OUTPUT MUST NOT BE LESS THAN SYCAV.) 
WHEN CONNECTED ACROSS A 10 RESISTIVE 
LOAD. MUMBER OF PLATES 40 PER STACK. 


W3S45 CABR215951 
JAN. 45 


CLGSH-1368-3 


caTO- 20352 .-20341 

RECTIFIER ASSEMBLY, SELENCUM 

CONSISTS OF TWO STACKS EACH RATED: (H- 
PUT: 46 VOLTS RMS; OUTPUT 31.5-34.9¥ 18 
AMPS. MAX, AMBIENT TEMP +60°C. MAX PLATE 
TEMP 75°C. NUMBER OF PLATES 13 


1/3/45. CATD3#700960  —CLG:" 1680-1 
JAM. 45 : CHE 0-4 


CAGK-20353 GEN RADIO USE RFISA993A 
RECTIFIER POWER UNIT 

(NPUTS 115 OR 2350 VOLTS, SINGLE PHASE, 
50 TO 60 CYCLES. OUTPUT: 26 + 2¥ DC, 0.5 
AMPS, AY 13 WATTS, 


179745 CAGMIRCP=29 
JAN, 45 


a 


calu-20354 Qus 

RECTIFIER ASSEMBLY. UNREGULATED 

SELEN(UM DISC TYPES (INPUT RATED 135 
VOLTS, 0.6 AMPS AC, 50 TO 60 CYCLES. OUT 
PUT RATED +120 VOLTS. U-3 AMP DC. AND 
120 VOLTS. 0.08 AMP OC. ASSEMBLY YN 
CLUDES TWO NAVY TYPE -20355 SELENIUM 
RECTIFIERS, TWO -305628 RETARDATION 
1s124aS  KS-15070 CurksS-15070 
JAN. 48 : FIG t, (Ss 1 


calu> 20354 


COILS, ONE -301627 TRANSFORMER, THO 


748829 PAPER CAPACITORS AND TWO -4282498 
PAPER CAPACITORS. 


20355 GJ8 
RECTIFIER, SELENIUM 
FOUR SECTIONS, EACH WITH if SELENIUM 
DISCS ¥ 172" OLAMETER. FNPUT RATEO 198 
VOLTS RMS, O-3 AMPS AC MAX. OUTPUT: 145 
VOLTS, 0.3 AMPS DC. THE TwO DC TERMERALS 
AT EACH ERD OF THE VARESTOR ARE STRAPPED 
@CALUsKS 1291-8 


VW442/45 CGL6RSAtHED COLK- 3403837 


SANS 49 CALUTRS7SCA-T1-1 DF GG 2, REV O ® 


‘ -20355 
TOGETHER. BRIDGE CONNECTED, FULL WAVE 
RECTIFIER. . 


cw- 20356 Ter 

RECTIFIER UNIT CH) 

INPUT 13571760. PROVIDES PLATE SUPPLY OF 
+180 VOLTS TO TYPES CH-S50218 MOOULATOR 1 
CW-50220 MULYS-CERCULT LOW FREQUENCY PA- 
WEL, AND Cw-S0219 OCUBLE StDE BAND tNPUT 
PANEL. PROVIDES GRID BIAS SUPPLY OF -38 
VOLTS TO FIRST ANPLEFEER STAGE AND TYPE 
5417745 

JAN. 45 


Cw 20356 
CH-50221 AMPLIFIER 2, TO THE FIRST AND 
SECOND DETECTORS OF TYPE CW-60526 MONI - 
TOR PANEL AND THE AUDIO FREQUENCY AMPLE- 
FILER OF TYPE CW-50219 DOUBLE SIDE BAND 
UNPUT PANEL. PROVIDES GRIO BLAS OF ~12 
VOLTS TO 2WD MODULATOR OF TYPE Cw-S0220 
MULYa CIRCUIT LOW FREQUENCY PANEL AND 
TYPE CW-S0276 MODULATOR 1. 


cw- 20357 TEF 

RECTIFIER UNIT (2) 

ENPUT: 1154/1760, PROVIDES PLATE SUPPLY 
OF #570 VOLTS TO TYPE Cw-5022) AMPLIFIER 
2. TYPE CW-60126 MONITOR PANEL, AND TYPE 
CW+35067 LOW POWER HIGH FREQUENCY UNIT. 


VAN T85 
SANS 45 


cx- 20358 TED 

RECTIFIER UNIT (3) 

INPUT: 1159/1760. PROVIDES GRID BIAS OF 
=280 VOLTS TO TYPE CK-=50224 AMPLIFIER 5, 
A GRID BIAS OF -40 VOLTS TO TYFE Cu- 
$0223 AMPLIFIER 4, AND A GR1D BIAS OF 
“35 VOLTS TO TYPE CW-5Q222 AMPLIFIER 3. 


VT 7745 


| JAN. 45 


RESTRICTED 


Fe ENR N MS Tt iLL EE aT NE eT AAT ea EN BNR, 


CE REET RAN as OT eT Ee NTC I NS Re IAN ARO Oe REAR I REIL AMINE TNS 


ROEM FIRST ASSIGNED FOR | WAIL DRAWING | 


CH 26359 EF 

RECTIF(ER UNET (4) PANEL (C) 

(HPUT 3000Y FROM TYPES CW-301640 RECTI- 
FIER (4) PANEL CA) TRANSFORMER AND Cie 
301641 RECTIFIER €4) PANEL (8) TRANSFOR: 
MER CONNECTED FOR DELTA 3 PHASE OPERA- 
TION, 50 TO 60 CYCLES, AND 23071759 TO 
60 FOR FILAMENT SUPPLY. CONTAINS SIX 
1417445 

JAN. 45 


ew- 20553 
MERCURY VAPOR RECTIFIER TUGES «N A FULL 
WAVE GRIDGE+TYPE RECTIFIER CIRCUIT. A 
FILAMENT TRANSFORMER, AND A CHOKE COIL. 


cw: 20350 TeF 

RECTIFIER UNET (8) 

COPPER-OXIDE TYPE RECTIFIER PROVIDING 10 
VOLTS DC TO THE FILAMENTS OF TYPES CW- 
50221 AMPLIFIER 2 AND CW-50222 AMPLIFIER 
3 


W7774S 
JAN. 45 


cH- 20361 TEF 

RECTIFIER UNIT (6) 

COPPER-OX(DE TYPE RECTIFIER PROVIDING 10 
VOLTS DC TO FILAMENTS OF TYPE CH-50223 
AMPLIFIER 44 


14177485 
JAN. 48 


cw~ 20362 Ter 

SEREEN SUPPLY REGULATOR PANEL 

HIGH YOLTAGE DISTRIBUTION PANEL TO SUP- 
PLY PLATE VOLTAGE TO TYPES Ca#-S0222 AMP- 
LIFLER 3, CW-50223 AMPLIFIER 4, AND Ci- 
50224 AMPLIFSER 5, CONTAINS HEIGH VOLTAGE 
FILTER CONDENSER AND A TRIODE TO CON- 
TROL SCREEN GRID VOLTAGE TO TYPE Cw 
VWi7/45 

JAN. 46 


ew. 20362 
$0222 AMPLIFIER 3 AND CW-$0223 AMPLIFIER 
Se ; 


cW- 20363 u : 

RECTIFIER POWER UNIT 

(24 VOLT): A REGULATED TUBE RECTIFIER. 
OPERATES FROM 105 TO 125V, 19, 50 TO 60 
CYCLES. OUTPUT: 8 AMPERES CONTINUOUSLY 
OR 10 AMPERES ON AN INTERMETTENT LOAD. 
QUTPUT VOLTAGE CAN BE ADJUSTED TO 24 
VOLTS 8&8 WITH CONSTANT LOAD: A REGULATION 


$/48745 X-65073A-1 X+63673A-1 
JAN, 45 LIST t Ri 4 3, 6SS 6 
cw-20363 


OF +1 VOLT WELL BE MAINTAINED. MOUNTED 
ON STEEL PANEL WITH “RONT ENCLOSURE CO 
VER OF WHICH 1S HINGED 10 AFFORD READY 
ACCESS FOR MALHTENANCE. COVER ENCLOSES 
ALL TERMINALS & WIRING. PANEL 1S ARRANG- 
ED FOR RELAY RACK MOUNTING. 


[eave [Maas [ga 


Class 20—Electrical Machines 


AERIS, 


3.20-21 


DLA, [rast ASSIGNED FoR | IAL GRAINS, 


cu- 20354 uP 

RECTIFIER POWER UNIT 

€130 VOLT): REGULATED TUBE RECTIFIER. 
OPERATED FROM 315 Of 230%, SINGLE PHASE, 
$0 TO 60 CYCLES. OUTPUT: 3 AMPERES CON- 
TENUOUSLY OR 4 AMPERES ON INTERMITTENT 
LOAD. OUTPUT VOLTAGE 330 VOLTS MAIN- 
LISTS 1,2.3,HAWC & WE 


4418045 X-66242A-1 X-66242A-1 
JANe 45 ESEE ASOVE U & RU ISS: 3 
cW- 20364 - 


TALHED AT REGULATION OF * 35 WITH A 108 
CHANGE IN AC LINE VOLTAGE. SUITABLE AS 


SOURCE OF 130 PLATE SUPPLY FOR VACUUM 


TUBE CIRCUITS & FOR POSITIVE 130 VOLT 


TELEGRAPH BATTERY. MOUNTED ON STEEL PA>.. 


NEL.: 


cW- 20365 uP 

RECTIFIER POWER UNIT 

CNEGATEVE 3130 VOLT)s SAHE AS TYPE 
-20364 EXCEPT (T (S ENTENOED AS A SOURCE 
OF NEGATIVE 130 VOLT TELEGRAPH BATTERY, 
FUNCTIONALLY THE SAME AS CW-20140 PLUS 
CW-20141 COMBINED, BUT OF BETTER DESIGN 
& MOISTURE PROOF. 7 . 
1/18/45 K-66242A-1 LESTSX-66242A-1 

JAN. 45 8,2,WO & WE u & RU ISS 3 


cu- 20366 uP 

POWER SUPPLY UNIT oe 
A SELENIUM DISC RECTAFIER INTENDED TO 
OPERATE FROM A SOURCE OF 105 TO 125 
VOLTS AC, $0 TO 60 CYCLES. SUPPLIES 10V 
AC HEATER CURRENT AND 150V OC PLATE CuR- 
RENT TO A MAXCUNUM OF 4 VACUUM TUBE AMP- 
LIFCERS. MOUNTED ON STEEL PANEL. 

3718/45 =J68638A-1 JG8E3GA-I 

JAN. 45 LIST 1 OR iss § 


caAt¥- 20367 uP 

130 VOLT RECTIFIER 

tNPUTs 11571750 TO 60. OUTPUT 1.7 AMPS 
AT 130 VOLTS REGULATED TO WITHIN + 120 
VOLT, SUPPLIES POSITIVE 130 VOLT POTEN- 
TAL. OF ALUMINUM CONSTRUCTION, OPEN 
TYPE. SIMILAR TO TYPE -20311. 


t418/45 KS-15123 
JAN, 45 LIST 2 


cW- 20358 uP 

130 VOLT RECTIFIER : 
(INPUT 11541750 TO 60, FULL WAYE 130 VOLT 
RECTIFIER WITH A FILTERED OUTPUT OF 0.1 
AMPS, REGULATED WITHIN LIMITS OF + 0.25% 
FOR CHANGES (N LOAD FROM NO-LOAO TO FULL 
LOAD, FOR LINE VOLTAGE VARIATSONS AS 
GREAT AS + 8.7%. PANEL 4S ARRANGED FOR 


1/43/45 J862078-2 J86207B-2 
YAR. 45 LIST 2 (ISSUE 26 
cw- 20368 


RELAY RACK MOUNTING. FURNISHES 130. VOLT 
PLATE SUPPLY. 


cw--20369 uP 

1000 CYCLE AND 24 VOLT 

RECTIFIER PANEL? STEEL PANEL EQUIPPED 
WITH: (1) 1000 CYCLE NOTOR GENERATOR SET 
CKS-5472-01, LIST 15)5; EWPUT: 11571760, 
FURNISHES & MILLEWATT OF TESTING PASSER 
(2> 24 VOLT COPPER OXIDE FULL WAVE REC- 
TIFCER (€3862058-4 LIST 3), OPERATES ON 
U41B745 X-EGTIPASI X-GE7I7A-5 
JANe 45 FIG E {SSUE 3 


cW- 20369 
106 TO 1257/1750 TO 60; OUTPUT 0.5 TO 
0.35 AMP., 17 TO 22 VOLTS. ¢€3) POWER 
CUTILET BOX CONTAIUING POWER RELAY, CAPA- 
CITOR FOR 1000 CYCLE MACHINE & FUSES. 


cAPl+ 20370 non 

POHER SUPPLY 

SUPPLY: WILLARD 6 YOLT STORAGE CATTERY 
CTYPE ERH-25-6) RATED 18 AMP HOURS. INe 
CLUDES HALLOSY ViBRAPACK (TYPE VP395) 
AND A MALLORY VIBRATOR (TYPE §46C). OUT- 
PYT: 340 VOLTS AT 10® MA DC AND 6.3V DC, 
ALSO (HCLUOES INTERNAL BATTERY CHARGER 
1720745 MBM UNIT 2 

JAN. 45 2 


‘ caP!- 20379 
(MALLORY TPE FI2C3) WHICH OPERATES AT 
ANY VOLTAGE BETHEEN 90 TO 130 VOLTS OR 
160 TO 230 VOLTS, SINGLE PHASE, 50 TO 
60 CPS. CHARGING CURRENT 1S 3.5 AMPS. 


cG- 20371 QcB 

RECTIFIER-SELINIUM 

HNPUTS 110V/1/60~. Of AMPS. OUTPUT: 72V 
MAX, Ov! AHPS DC MAX AT 50°C. 12 DISCSZ 
STACK; ONE STACK DIAN. OF CELLS, 1". 

ONE HALF WAVE BRIDGE CONNECTOR. 


1/26/45 GRS CATHII2FB1V CRVIW-306545 PS 
JANe 45 ; REV 1 


crt- 20372 aos 

RECTIFIER-SELENIUM 

(NPUT? ES7V/ES60~, 0.28 AMPS. OUTPUTS: 

120V¥, 0.28 AMPS. AT 60°C COMPLETE UNIT 
2 STACKS, 12 DISCS PER 

STACK. BRIOGE CONNECTED. 4 


1/26/45 CAT#ADI2CVI CRV:W-306484P63 
JAN. 45 eae ie Rev 3s ° 


cit- 20373 acs 

RECTIFIER-SELENIUM | 

(NPUT: BOY/I/50~, 0.75 AMPS OUTPUT: 60¥ 
MAX, 0.75 AMPS DC AT GO°C COMPLETE UNtT 
BRIDGE CONNECTED 2 STACKS, 8 DISCS PER 
STACK. BR(OGE CONNECTED. 


1426745 CODE JIIDSAVI CRV:306545 PT 
JAN. 45 ‘ REV I 


cay: 20374 MK 8 MOD 4 


RECTIFIER, COPPER OXIDES 
VNPUT @7V AC. OUTPUT 24¥ DC 0.6 AMPS. 


2/2/45 sFi3r2262 2-C-808) 
HAR. 45 CHANGE 4 


ch- 26375 QGA 

VARISTOR (COPPER OXIDE RECTI- 

Flsaos INPUT: 4.5 VOLTS RMS, 0.016 
AMPS. OUTPUT: 3.0 VOLTS “AK, 0.015 AMPS 
DC MAX, AMAIENT TEMP. 40°C. MAX. OPERAT- 
iNG TEMP. 60°C. : 


OC84:745-20 ALT O. CRVEw-13NIN3 REV 2 
2/17/48 0-99946 KSEE ABOVE 
HAR, 45 


BRANT ROUT ch 


care. | MORAG | ANNASTA | 


RESTRICTED 


NAVSHIPS 900,109 


3.20-22 


Class 20—Electrical Machines 


OTR [rast asionsm vox | SAMAR, OGRA, BEATS [ruse asso vor | AARON | 


CAOR-20376 060 

COPPER OXIDE RECTIFIER ‘ 

RATED 5 MA, 3 VOLTS DC, BRIDGE TYPE, 

FULL WAVE RECTIFIER. SIMILAR TO -2009 
EXCEPT SEALEO IN SHIELDED CAN WITH MOUNT- 
ING BRACKETS. INPUT 4.7 VOLTS RMS. 


2/20/45 Cav;971236 
MAR. 45 MODIFIED 


Ch- 20377 vr 

COPPER OX!DE RECTIFIER: 

FORWARD CURRENT 1S. 0.004 AHP OC, RES AT 
MAX CURRENT 1S 400 OHMS, MAX REVERSE BC 
VOLTS IS 3¥ REVESSE RESISTANCE 1.5 X 
10,000,000 OHMS. 


2/20/45 CWr0-162426 CRVSH-T3ET3 
MAR. 45 : REV. 2 


ch- 20378 or . 

COPPER OXIDE RECTIFIER: 

FORWARD MAX CURRENT 0.004 AMP DC AND i 
RES AT MAX CURRENT IS 1200 OHS. RE- 
VERSE CURRENT OC 9V & REV. RES. 1S 4.6 X 
10.000.000 OHMS. FORWARD RES AT 0.0) HAX 
CURXENT 1S 4500 OHMS. 


2/20/45 Cw:41B C3 SCRVEW-TSERS 
WAR. 45 tal 2 REV. 2 


CLG- 20379 HAR 
VIBRATOR POWER UNIT? 

FOR OPERATION ON 24V DC, F15V AC OR DC 

OR 230V AC OR DC. OUTPUT t2v AC AND 

365V DC. RATED APPROXIMATELY 600 WATTS 
INPUT, 400 WATTS OUTPUT. RESETTING FOR 
VOLTAGES ACCOMPLISHED BY THTERNAL SWITCH. 
UNTT 1S HOUSED IN SUBMERSITON-PROOF CASE. 


2/20/45 CRVM~43916 
HAR. 45 Sos REVS I 
cCLG-- 20379 


HAS CARRYING HANOLES ON SIDE. 


CaRL-20380 080 

VIBRATOR: : , 

SYNCHVQNOUS WITH CONTACTS CLOSED APPROX- 
PFATELY 60% OF CYCLE. OPERATING VOLTAGE 

6.3V, 60 CPS. 


2/20/45 CARL:75829-1 
MAR. 45 


cFT- 203814 sP-tm 

RECTIFIER, SE VhUMs , 
tuPut 126 VOLTS, t PHASE, 7,4 AMPS, 
QuTPUT 69 VOLTS MAX, 7.4 AMPS OC MAX. 
AL 35°C. 2 STACKS, 2 DISCS PER STACK, 


2/23/45 19074Rvt OR CFETS19D9AVE-. 


MAR. 45 I1909AV3 


CARL-290392. st 

couveRtie: : 

SYNCHY@NOUS TYPE. INPUT VOLTASE (TERMS. 
$-6 TIS5V AC. CONTACTS RATED S¥, 0.00! 

A 0C. 


2/27/45 T5829-1 CRVIW-131096 
MAR. 45 CHANGE 4 


Dare “AEH RUS 


NAVSHIPS 900,109 | 


cFT- 20383 $0-2 

SELENIUM RECTIFIER? 

INPUT: 59 VOLTS, SINGLE PHASE, 60 CYCLES 
3.5 AMPS. OUTPUT: 40 VOLTS MAX, 3.5 AMPS 
DC MAX AT 35°C. ONE STACK OF 12 DISCS, 


cH- 20389 $$ 

VARISTOR: 

RATED 1 WATT, COUTIMUOUS. CONSISTS OF 2 
PLATES, A SILICON CARZIDE VASISTOR DISC 
AND ASSOCIATED PARTS, BETWEEN 76° AND 
85°F WITH 20 VOLTS OC APPLIED BETWEEN 
TERMINALS IN ELTHER DIRECTION, THE CUR- 


RENT SHALL BE 0.003 AMP MIN, AND 0.011 


2/28/45 iSB4ARVE CRPS32-5004 


3/4/45 0-156709 ESA+625944 
MARES hs! he S062. MAR. 45 Iss. 7 
chA- 20384 MBM ews 20389 


VIZQATOR, POWER UNIT? 

INPUT 6, 9 AMP DC. OUTPUT 350V, 100 

MA DC. INCLUDES RF. FILTER. SYNCHRONOUS - 
TYPE. - 


AMP MAX, WITH TO VOLTS OC APPLIED THE 
Current SHALL 3E 4/16 OF VALUES FOR 20 
VOLT OPERATION. 


3/2/45. VP395. 


MAR. 45 

cua- 20385 Mem cW- 20390 HK 3 Hop 2 

RECTIFIER, MAGHESIUM SULPHIDE: Vana roas 

RATED! LOs6V: ACUMAX ORES HONCOADS. 9 e2EY RESISTANCE AT 0.0015 AMP 1S $08,900 OHMS 


RMS OPERATING DC CURRENT: 25 AMPS MAX 
VNTERMETTENTs 3.8 AMPS OC CHARGING 85°C 
MAX EFFICIENT OPERATING TEMP. 


£42,000 OHMS. RESISTANCE AT 0.00015 AMPS 
IS APPROX. 6.0 TIMES RESISTANCE AT 
0.0015 AMPS. IS A SILICON CARZIDE TYPE 
VAR{STOR FOR USE AS A VOLTAGE LIMITER, 


3/2/45 FI2c3- AND HAS MOISTURE RESISTANT FINISH, 


ae 3/12/45 0-168554 ESA-662126 
MAR. MAR. 45 

CAO- 20386 SP-IM cw- 203914 MK 3 MOD 2 

VOLTAGE REGULATOR: VARISTOR: 


DESIGNED TO HOLD AC GENERATOR OURPUT. 
VOLTAGE WITHIN +2% OF NOMENAL RATED 
VOLTAGE (4% HAND WIDTH) FROM NO LOAD TO 
FULL LOAD. WILL RESTORE VOLTAGE TO NOR- 
MAL WITHIN 5S SEC. AFTER FRANSIENT VOLT- 
AGE SWING. ADJUSTING RHESSTAT TO PERMIT 


RESISTANCE AT 0.010 AMP 1S 5600 OHMS + 
1400 GHMS. RESISTANCE AT 0.00! AMP IS 
APPROX 6 OHMS RES AT O.O01S. IS A SE#LICON 
CARBIOE TYPE VARESTOR FOR USE AS A vULI- 
AGE LIMITER, ANO HAS MOISTURG RESISTANT 


FINISH, 
ate. 5660 een ee este 83 3/12/45 0-168708 ESA-662127 
MAR. ‘ : 7 MAR. 45 
cao- 20386 


cMa- 20392 NK 3 

VIBRATOR POXER UNIT? 

INPUT 6 VOLTS 5 AMPS OC; OUTPUT 300 
VOLTS O.! AMPS DC, SELF-RECTIFYING, 


ADJUSTMENT OF AC GENERATOR VOLTAGE TO 
VALUE BETWEEN 110-130 VOLTS. CONSISTS OF 
A SOLENOID COIL, 2 REGULATOR FIELD RE- 
SISTORS, 2 VOLTAGE DROPPItG RESISTORS, 
CONTACT ARMs AUTOMATIC OPERATION, 


3/12/45 GAS25A 
MAR. 45 


cw- 20387 CW-50250 

RECTIFIER POWER UNITS 

INPUT 110 TO 125/1/50 TO 60. OUTPUT IS4v 

OC, NEGATIVE 38V DC AND 20¥ AC FOR OPER- 
ATINuG FROM ONE TO FOUR NAVY TYPE 

CW-35039 RENGER OSCILLATOR WITH FIVE AS 

A MAXIMUM, 19" X 5 1/4" STEEL PANEL WITH 
16" x 5" xX 4" DEEP BOX WITH COVER 

3/6/45 J686028A-1 


czv- 20393 aANn/SPR-2A 

RECTIFIER, COPPER OXIGES 

iuPUT 25V AC 60 CYCLES, OUTPUT .035¥ 
OC 048 MA MAK. 


MAR. 45 LtST 3/13/45 And CCT #45514 
MAR. 45 
Cu 20387 cua- 20394 wNKk-8 


BOUNTED CN IREAR: VIBRATOR POWER UHITS 


IuPut 12 VOLTS, 2.5 AMPS DC; OUTPUT 
300V DC O.} AMPS. SELF RECTIFYING. 


3/13/45 12A525A 10002-21 
MAR. 45 REv. 1 


CLL- 20398 s0-Soa 

RECTIFIER, SELENIUMS 

{uPUT?: 90 VOLTS “AX, SINGLE PHASE. 
OUTPUT: 60 VOLTS MAX, O115 AMPS OC AT 
35°C. THO STACKS, 10 DISCS PER STACK. 


casR- 20395 An/SPT-6A 

RECTIFICR, SELENIUM: 

fuPUT OUTPUT: 26 VOLTS OC, 2.4 AMPS DC, 
1 SET OF STACKS. 


3/8/45 A=4609 CLLIA-4609 ; 3/16/45 1£02282 


MAR, 45 ; REV. 1 CKV:L-63300-9 


MAR, 45 $ Rev. 10 
ACTH? | AANHTACRURERA, pate MROEP ARS MRA | 
RESTRICTED 


EAC PST assigns rox | HAUL GRAMS, 


cFO- 20396 Lx-! 

RECTIFIER POWER SUPPLY: 

tupur 115 OR 230/1/40 TO 60, 35 WATTS, 
OUTPUT 6.3/5/40 19 60 AT 0.55 AMPS 150V 
DC (REGULATED) AT 0115 AMPS. CONSISTS OF 
6XS GT/G RECTIFSER TUSE WHICH PROVIDES A 
SOURCE OF OC AND IS STASILIZED AT 150V 
BY A VRISO-50 TUSE AND A SWITCH CG-24002 


3/19/45 CFD-180-S90-1  CFO-130-590-1 
APR. 45 
BY WHICH EITHER POSITIVE CFO- 20396 


OR HEGATIVE SIDE OF POWER SUPPLY MAY BE 
GROUNDED, AND AN "ON OFF" TOGGLE SWITCH 
G-24001 WITH A RECCPTACLE IN INPUT FOR 
ATTACHMENT CORD. A FILTER CIRCUIT FOR 
MUENEMEZEING RF LEAKAGE TO THE POWER LINE 
1S PROVIDED AT THE INPUT. ENTIRE UNIT 
1S FUNGUS PROOFED. 


CAIU- 20397 Qua 

RECTIFIER SELENIUM 

INPUT RATED TISV, 60 CPS, 0.25 AMP. 
OUTAUT RATED 95 YOLTS DC, 0.15 AMP. CON- 
S4STS OF ONE NAVY TYPE -302009 TRANS- 
FORMER AND RETARD COIL ASSEMBLY, ONE 
NAVY TYPE =20398 SELENIUM VARISTOR, AND 
TWO CAPACITORS. 

3/19/45 KS-5989 CWEKS-5989 FIGI 
APR, 45 ISS. 2 


cc- 20398 Qua 

VARISTOR, SELENIUM: 

IMPUT RATED 162V AT 0.3 AMP. OUTPUT 
RATED 113¥ OC AT 0.3 AMP. CONSISTS OF 4 
SECTIONS EACH HAVING NINE SELENIUM DISCS, 


3/19/45 ERSSEIV 
APR, 45 


CAIUSOTI293 =3 
9/29/45 


CFT~ 20399 Tes-9,10,11,12 
RECTIFIER, SELENIUM ORY DISC? 

(PUT: 15.6/1/60, 1.45 AMPS. OUTPUT: 12 
VOLTS, 1,2 AMPS OC, ONE STACK OF 8 
DISCS. 


3/20/45 48162 COL-353270000 
APR, 45 REV. O 


caeR- 20400 VF 

RECTIFIER, SELENIUM 

INPUT: 42 VOLTS SINGLE PHASE. OUTPUTS 
25.5 VOLTS, §.2 AMPS OC MAX AT 35°C, 

AT 60°C AMBIENT INPUT 33.6 VOLTS AC, 
OUTPUT 1.56 AMPS. RATINGS BASED ON 
OPERATION INTO RESISTIVE LOAD WITH REC- 
TEFIER CONVECTION COOLED. 2 STACKS, 6 
3/21/45 2608381 CRP-52-5014 
APR. 45 


casr-20400 
DISCS.PER STACK. 


crt~ 20401 Ssc-4 

RECTIFIER, SELENIUM: 

tNPUT: 115/1/60, 1.11 AMPS, OUTPUT: 80 
VOLTS, | AMP DC MAX. 2 STACKS. 


3/22/45 900612R CG:M~7469200-1 
APR. 45 REV. 2 


Class 20—Electrical Machines 


3.20-23 


NST AIS, 


cc- 20402 SK-1M 

RECTIFIER, SELENI UMS 

(MPUT?: 184, 1 PHASE, FULL WAVE, 25160 
CPS. OUTPUT: I2V, 10 AMPS. 


3/23/45 GRS41H2 
APR. 45 


K-8403481 
Fie 3, REV 2 


CKB- 20403 PR REESATO77A 
RECTIFIER POWER UNIT? ADDENDUM J 
INPUTS 115/1/50 OR 60. OUTPUT: 360V DC 
AT 0.40 AMPS; 300V OC AT 0,18 AMPS; 22 
VOLTS (BIAS)+ 6.3¥, 5.5 AMPS, AC, CEN- 
TERTAPPED; 6.3V, 2.0 AMPS A.C. CENTER- 


TAPPEO. FURWISHES FOWER TO TYPE CK3-50252 — 


AMPLIFIER UNIT AND TYPE CPK-67015 RE- 
3423745 
APR. 45 


cxB- 20403 
PRODUCER UNIT. WOUNTED 1N CASE. 


CABR-20404 C2-i 

RECTIFIER, SELENIUM 

INPUT: 135/1/60, 0.4 AMPS, OUTPUT: 105V 
45% AT 35°C. ONE STACK OF 32 DISCS. 100 
HOUR SALT SPRAY TEST. 


3/24/45 2985) COL~353000100 
APR. 45 REV. 0 


cit- 20405 cz 

RECTIFIER, SELENIUM: 

INPUT: 137.8/1/60. 0.4 AMPS. OUTPUT: 
10SV OC MAX, 0.43 AMPS, AT 35°C. ONE 
STACK OF 32 PLATES. 


3/24/45 3B8Ci COL-3532500 00 
APR, 45 REV. O 


cea- 20406 Eao 

RECTUFIER UNIT: 

INPUT? FES/1/60, 0.3 AMPS. DC OUTPUT: 
+135V, 490V, -I15V ANDO -6V 3tAS, -1,4V OR 
*3¥. MECHANICALLY INTERCHANGEAZLE WITH 
-20124 RECTIFIER UNIT BUT ELECTRICALLY 
DIFFERENT. 


3/29/45 
APR. 45 


CNA> 20407 Rdz 

RECTIFIER POWER UM T?: 

OPERATES FROM 110/115/120 VOLTS, SINGLE 
PHASE, 50/60 CYCLES. SUPPLIES ALL VOLT- 
AGE REQUIRED BY ROZ EQUIPMENT, 


3/30/45 BMz131 23 
APR, 45 


crt- 20408 SP-in 

RECTIFIER, SELENIUM: 

HHPUT? 126 VOLTS, SINGLE PHASE, 0.3 
AMPS: QuTPUT: 92 VOLTS, 0.3 AMPS OC. 
ONE STACK OF 4 DISCS. 


4af4af4s 3B7CVI CFISSPEC.SB 


4/11/48 SHt503807 


BATA [nase sssicneo rox | SRE, | 
cQc- 20409 MAR, RDR T6CII CRED 
RECTIFIER POWER UnIts 

OPERATES FROM F1S/1/S0. SUPPLIES OPERAT- 


VOLTAGES TO NAVY TYPE +23897, 

ECTOR CONTROL UNIT AND -23496 REMOTE 
CONTROL-UNDICATOR UNET WHEN OPERATING 
WITH MOOSLS ROR ANO MAR. 


4/5/45 
MAY 45 


cFT- 20410 fas 

RECTIFIER, SELEMIUMS 

EMPUT?: 4054, RNS SAKEYUSN, OUTPUT: 140 
MA DC MAXISNUM AT 55°C &ND 163 VOLTS 


MAXIMUM. 28 STACKS. 


4/10/45 401384 — CRV3K-891698 


CmMAY 45. “\$U8. 3 


crT+ 20411 tes 


RECTIFIER, SELENIUM: 

INPUT: 5350 VOLTS R&S MAXIMUM, OUTPUT: 
280 MRA OC MAXI4UM AT S5°C AND 220 VOLTS 
MAXIMUM, 38 STACKS, 


4/10/45 SH3BALKI CRVTM-480717 


may 48 é . $uB. 5 


cW- 20412 ecl-4 
VARISTORS ; 

ASSEMBLY ENCLUQING THREE SILICON CARBON 
DISCS IN SERIES. INOLVIQUAL DISCS RATED 
75¥ DC min, AT 0.002 AMPS OR 149¥ DC 
MAK, AT 0.006 AMPS. 3 DISCS IN SERIES 
RATER 240V DC MIN. AT 0,002 AMPS OF 400¥ 
*CBM-100064 ALT 0 755-3026 ALT 2 

4a/visas ®SEE A@OVE 

MAT 45 


Cw-20412 
OC MAX. AT 0,006 AMPS, RATIO OF VOLTAGE 
@ 0.002 amps TO VOLTAGE @ 0.006 AMPS IS 
123 MAX, DISCS ARE Cw TYPE D-157252, 


CAY- 20415 Tek-16 

RECTIFIER, COPPER OXIDE: 

INPUT: $700/3/50-50. OUTPUT: 2000V OC 
MAX, O17 AMPS. SIX STACKS OF 100 DISCS 
EACH. i 


 CAY3P+7703078-4 
MAY 4500 Sus. 12 


CLG- 20414. MAR 


VIBRATOR? 

FOR OPERATEON ON 24V 120 CPS. MUST START 
On 20 voc. TANOEM WITH INSULATED SIDE 
RIED. USES SPECHAL CANE METAL 80X. 
PLUG-IN TYPE WITH TWO 6 PRONG POLARIZED 
MALE RECEPTACLES? HAS TWO PULL-=OUT RENGS, 
FOR USE IN NAVY TYPE CRV-203579 VI3RATOR 


4/12/45 CLGSAA-$6778-3 CRVIP-728105 
MAY 45 PART | SUB O 
cLuG- 20414 


POWER UNIT. 


RESTRICTED 


era? | aOR | 
NAVSHIPS 900,109 


3.20-24 


Class 20—Electrical Machines 


Boo [rust assign FOR | RAE ORRLHSR 7 | CUTE TN [ruse assanto ror | oNAPLAROHGY CEI Piast assionen ron | oAAVETEAMHR 


c2Z¥- 20415 $Pp-iM 

RECTIFIER, COPPER OXIDE: 
INPUTS 30C VOLTS 60 CYCLES. OUTPOTs 
0.96 TO 1.0 MA OC. ONE STACK OF THO 
DISCS. 


4/13/45 (Grog te2265-2a 
RAY 45 “ ee 


caBR-20416 Toe 

RECTIFIER. SELENIUM : ‘ 

INPUT! 18.5/1/65. 16265 AMPS. ouTPoTs || 
1245 VOLTS MEN, b61 AMPS. DC MAXS: AT - 

60°C. ONE STACK OF 4 DISCS. es 


4714/45. 19931 CRVIM-440977- 1 
MAY 48 REV. 3 


crv- 20417 Tes series 
RECTIFIER POWER UNIT 
(NPUT: 220 OR 440/3/60 0.71 AMPS (PER 
PHASE).509 WATTS. CONSISTS OF 2 SEPARATE 
3 PHASE, OELTA BRIDGE CONNECTED ORY DISC 
SELINCUM TYPE RECTIFIERS: ONE FOR HIGH 
VOLTAGE SUPPLY OF 875V, 0.35 AMPS 0C,: 
WET €7 STACKS; AND THE OTHER, LOW VOLT- 
4/25/45 : ( m9695087 
MAY 48 eee sue 0- ie 


AGE SUPPLY S00V, 0.22 cr¥- 20417 
AMPS DC WITH & SMALLER STACKS. INCLUOES 
2 TRANSFORMERS, EACH CONSISTING OF 3 
SUNGLE-PHASE TRANSFORMERS POTTED IH A 
SINGLE CAN; CONNECTED (N PARALLEL FOR 
220 VOLTS 4kO IN SERIES FOR 440 VOLTS, | 
2 TAPS ON SECONDARY WINDINGS PROVIDED 
FOR COMPENSATING FOR VOLTAGE ORGP. HIGH 
@ LOW VOLTAGE CIRCULTS PROTECTED BY 0.6 


AMPS. 1000 VOLTS, FUSE IN POSSI HIVE LEAD. 


crt- 20418 Tec 
RECTIFIER, SELENIUM : be 
(NPUT: AC NEW 16.2¥, AGED 17¥., 3.6 
AMPS MAX CONTINUOUS 1, OUTPUT: 12.54 
OC., 6.3 AMPS. LOAO, RESISTIVE FNDUCT-— 
ANCE CONTINUOUS DUTY, 50°C AMBIENT 


TEMPERATURE. NORMAL CONVECTION COOLING. 


S726/45 128144. 
war 45 : 


cFt- 20419 MK 22 
RECTIFIER. SELENIUM 
tneuTs S6V AC MAX. OUTPUT 35V DC. old 
AMPS. 


-CW.rBA-10018- a 
‘USSUE 4 


4/28/45 7B4AVi 
“may 45 


catu-20420 mK 22 
RECTUFIER, SELENIUM 
OWE BRIDGE CONSISTS OF 4 UNITS OF 28 
OrSCS EACH. UNPUT FOR BRIOGE: 252 VOLTS 
RKS MAX, OUTPUT: 128¥ OC AT 1.6 AMPS, OR 
2 AMPS MAX. VARNESHED TO WITHSTANO HIGH 
HUMECUTY. AMBtENT TEMP. RANGES -10°C-TO 


+50°C, 
4/28/45 CALUERS: 72 CAIUSRS 1294-7 


BAY 45. CG:6RSSCBV. 9 ALTO | 


CAtU- 204214 MK 22 
RECTIFIER, SELENIUM 


“ UNPUT? 36 VOLTS RMS MAX. OUTPUT: 24v oc, * 


U.4 AMPS. UNET CONSISTS OF 8 DISCS. 
VARNISHEO TO WITHSTAND HIGH HUMIDITY. 
AMBIENT TEMP. RANGES -10°C TO +50°C. 


4/28/45 CALUERS 52 CATUZRS-1291-6 
MAY 45. CG:6RS42A0¥ > ALT 0 


“arsosas §19951. 


[care | yaar [Saar 


NAVSHIPS 900,109 . 


catu-20422 UDA 

RECTIFSER POWER UNET 

FULL WAVE ELECTRON TUBE RECTIFIER FOR 
CHANGING 11064-13966 VOLT, 67-63 CYCLE, 
SINGLE PHASE POWER INTO REGULATED 300 
VOLT, 400 MA FILTERED OC OUTPUT. ALSO 
SUPPLEES A POSITIVE 103-133 VOLT. 15-26 
Ma. FELTEREO OC OUTPUT. MAXEMYUM RIPPLE 
4428746 KS-465558 

WAY 45: 


catd- 20422 
VOLTAGE 1S 0.$ VOLT. HINGED FRONT PAWEL 
tS ARRANGED WSTH AN A.C, O1SCONNECT 
SWITCH AND A REMOTE GUARD LAMP SKETCH. 


catu- 20423 apa 

RECTEFIER POWER UNIT 

HAS 3 SEPARATE FULL-WAVE RECTIFYUNG 
CHANNELS. OPERATES FROM A 110.4-869.6 
VOLT, 57-63 CYCLE, SINGLE PHASE A.C. 
POWER AND FURNISHES FOLLOWING OUTPUTS: 
(1) +320 VOLTS. UNREGULATED AND GROUNDEC, 
420-t60 VOLTS NO LOAD, 55-95 VOLTS wttn 
4/28/45 MS-45157 


RAY 45 


670-630 OHM LOAD. catt- 20423 
(2) +570 VOLTS. UNREGULATED & GROUNDED. 
VOLTAGE ON 90 TO 400 MA LOAD. 680 TO 640 
VOLTS. MAXIMUM 40-VOLT RIPPLE VOLTAGE. 
(3) +255 VOLTS, REGULATED & GROUNDED. 
VOLTAGE ON 20 TO 32 M.Ae LOAD 276 TO 246 
VOLTS. MAXIMUM 0.5 VOLT RIPPLE VOLTAGE. 
(4) -105V, REGULATED & GROUNDED. VOLTAGE 
ON 0.0145 -~0.0206 AMP LOAD, 3335 TO 103 
VOLTS. d 


caiv- 20424 apa 

TRANSMITTER-RECEIVER POWER 

SUPPLY: CONSISTS OF 1 CW-10535 TRANS- 
WITTER-RECEAVER POWER CABINET, 1 CAUUS 
20422 RECTIFIER POWER UNIT, 1 CANU-20423 
RECTIFIER POWER UNIT AND I CALU-25505 
POWER CONTROL UNIT. 


4728445 © 0-171070 
MAY 46 


caBR- 20425 cRrv-so2s4 

RECTIFIER, SELENIUM 5 

#NPUT 18.5V, 60 CYCLES. OUTPUT t¢.5¥. 
MEN, RESISTIVE LOAD OF 8.2 AMPS. 
CANCELLED-SAME AS -24416. 


CRY-440977 
MAY 45. Soe esis SUB S 
co- 20426... Ten VETTSCRED 


RECTEFIER POWER UNIT™ 

tNPUTS 23071750 OR 60. 20 KVA. OUTPUTS: 

17,500 OC AT 0.6 AMPS; 1500V OC AT @.1 

AMPS; 345¥ OC AT 25.0 AMPS. PART OF TYPE 
CG-52359 TRANSMITTER ASSEMBLY. 


9777 “" eGrSK-62647-13- 
MAY 455. : 107 


erv- 20427 Fe 

RECTIFIER POWER UNIT 

#NPUTs 11571460, 300 WATTS APPROXIMATE ~ 
LY. OUTPUTS’: 150 AND 300V OC, THREE 6.3 
VOLT HEATER CIRCUITS AND +°60V OC FOR 
STEP-MOTORS ON TARGET SCREEN; REGULATED 


> 11SV AC TO TYPE CRV¥-60145 SIGNAL GENERA- 


TOR. 2 
878745 Mi-t6809 ¥-308590 
MAY 45 sup 0 


! ists w 
_ RESTRICTED 


coe- 20428 YR 

MODULATOR BIAS RECTIFIER 

PROVIDES THE GRID BIAS VOLTAGE FOR THE 
@49 MODULATOR TUBES. THE BIAS VOLTAGE 1S 
VARUABLE, BY MEANS OF TRANSFORNER TOPS, 
FROM 75 TO 425 YOLTS. ONE SR4GY 1S USED 
AS THE HIGH VOLTAGE RECTIFIER TUBE. 


S412746 
RAY 45 


coe- 20429 YR 

RECTIFIER POWER UNIT 

PROVICES FILAMENT VOLTAGE FOR NAVY TYPE- 
$0285 ORIVER AMPLIFIER AND -58100 
KETER-AUOIO OSCILLATOR. ALSO DELIVERS 
300 VOLTS AT 250 MA OC. TWO SR4AGY TUBES 
ARE CONNECTEO IN PARALLEL AS NIGH VOLT+ 
AGE RECTIFIERS. 

6/2748 

WAY 46 


co£- 20430 rR 

RACK AND HIGH YOLTAGE 

RECTIFIERS CONTAINS A HIGH VOLTAGE REC- 
TUFIER, POWER CONTACTORS. TIME DELAY AND 
OVERLOAD RELAYS MOUNTED 1% BASE OF RACK. 
USED TO MOUNT THE FOLLOWING NAVY TYPES: 
720426, -20429, -29651, -35100. -60263. . 


S4U2745 © 
MAY 45 


CAY- 20431 e@FB 
RECTIFLER, COPPER OXIDE 


UNPUT: 35/1760, 04.013 AMPS MAX. OUTPUT? 


21¥ DC MAX, SENGLE STACK OF 7 bi scs. 
$9764" LONG BY 4/2" DIAM. 


5416/45 $7842046 
HAY 65 CBM:909-7 


casrR- 20432. Tow 

RECTIFIER, SELENSUN 

(NPUTS 85/1/60, 1.65 AMPS. OUTPUT’: 65Y 
OC, 142 AMPS MAX. AT 35°C. ONE STACK OF 
20 DISCS. 


5719745 20931 COL:5$3 2800 00 
MAY 45 REV 08936 


CFT -20433 YR 
RECTIFIER, SELENIUM: . 
INPUT: 130V MAX SINGLE PHASE 0.045 AMPS 
MAX. OUTPUT: 100¥ 0.03 AMPS. RESISTIVE 
HNDUCTEVE LOAD. CONTENUOUS DUTY 60°C 
AMBIENT TEMP. NORMAL CONNECTION COOLING. 


8/21/45  289CV1 
JUNG 45 


